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Abstract

Different analysis procedures adopted for the analysis of large components of pile
block of Dhruva research reactor are explained. Loads coming onto these components arve
identified which depend upon the reactor conditions .An analysis method is explained Lo
make use of plate elements for nonlinear temperature gradient across thickness.Results

obtained for these components are also quoted.

1. Introduction

The general arrangement of pile block of 100MW{thermal) Dhruva research reactor is
shown in fig 1.Calendria of this reactor is a single walled stainless steel AISI type 304L
vessel  /1/.1t consists of hottom pleunum,lower sub-shell smain shell,upper sub- shell,lop
plenum and upper sub-shell extension. Another major component of pile block is  the
Cnd-Shield,which provides shielding bolween the service space and the reactor core.

The two enclosures of the calendria,i.e. top and bottom plenums are composite tube
sheets. Besides the machanical loads cuming onto the plenums, such as moderator pressure
fuel channel weights , busyancy due tuv vault water etc.,they are also subjected to thermal
loads due to heat generation hy nuclear radiations. These loads vary in magnitudes as well
as in directions depending upon the reactor conditions. This demands for a complete stress
analysis of the plenums for different loading conditions and also it is required to
compute maximum stress range seen by any point for different combinations of conditions

End-Shield is also a composite tube sheet in which three tube sheets are integrally
connected by lattice tubes. Though thermal lead on the End Shield is Ffound tn e
negligihle and also loads on the End Shield do not changye with the reactor conditivns , a
detail stress analysis is called for due Lo large weights LU carries in the form of steel
halls and water for shielding purpose.

In the present work detail stress analysis of bath plenums and End- Shield is carried
wittk . The following sections deal with Ethe finikte element modelling ,types of loads

canalysis pocedures and also results oblained for these cumponents,

2.Analysis of Plenums

As  mentioned above top and bottom plenums are composite tube sheets, In case uf Lop

plenum two civcular tube sheets are integrally connected by laltice tubes and an outer
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peripheral shell. Wher

Heavy water enteis the butto

corners of the triangular tube sheets. The choice of triangular tube sheets minimises
heavy water inventory. Mechanical and thermal loads coming onto the both plenums change
with the reactor conditions.Five set of loadings for top plenum and three set of loadings
for bottom plenum are identified which correspond to novmal and accidental reactor
conditions.

Various thermal analysis are done to obtain temperature distributions in top and
bottom plenums for different volumetric heat generations and heat transfer
coefficients/2/. To obtain temperature distribution in perforated region of the plenums,
an axisymmetric thermal analysis of one lattice is done isolating it from the rest/3/.
This is Dbecause a similar temperature distribution is cxpected to Dbe repeated for every
lattice and hence no heat rlow conditions between lattice boundaries can Dbe assumed. A
seperate thermal analysis is done to compute temperature distribution in the outer rim of
the top plenum which is an axisymmetric body.

A finite -element model by plate and beam elements with the concept of equivalent
plate theory and stress multiplier/4/ seems to be unavoidable for stress computations, as
computer memory and cost required for a complete 3-D model may be prohibitive. Thermal
loads on a plate element is restricted by linear thermal gradient only, whereas in the
present case highly nonlinear temperature distribution is obtained due to consideration of
volumetric heat generation. To overcome these conflicting reguirements, in the present
work a new analysis method with the concept of seperating out a linear gradient from a
nonlinear temperature distribution is used such that remaining nonlinear distribution 1is
as symmetric as possible with respect teo midplane of each tube sheet. This ensures
negligible transverse deflection of the composite tube sheet due to symmetric nonlinear
gradients only. Hence non-dilation nature of this stress field allows one to compute
stress distribution by analysing some simplified model., In the present case axisymmetric
model of each plenum,in which lattice tubes are simulated by axisymmetric concentric
shells having equivalent axial stiffness is used to compute stress distribution due to
nonlinear symmetric temprature distribution only. Linear gradient along with other
mechanical loads are then used on plate and beam models of plenums /5/. Superimposing
stresses from both the analysis,final stresses are obtained. Fig.2 and fig.3 show the
diflection pattrens obtained for top and bottom plenums corresponding to different reactor
conditions vrespectively. Also fig.4 shows the maximum stress intensitics obtained for
various reactor conditions for top and bottom plenums.

To compute maximum stress range seen by any point of the plenums different paths are
identified through which reactor is expected to go during its life time. These paths are
the different combination of reactor conditions mentioned above. No transient analysis is
attempted with the assumption that vreactor attains these caonditions quasi-statically,
Fatigue cycles associated to maximum stress range are found to be much more than the
reactor is expected to see., Fig 5 summerises the analysis procedure adopted for the

plenums.

3.Analysis of End-Shield

The general arrangement of End-Shield is shown in (ig.! This consists of three tube
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sheets connected integrally by lattice tubes and a shell at the outer periphery. The top
tube sheet is extended at the outer periphery and a box type section is made which rests
on an octagonal annular shield. The End-Shield carries large quantity of steel balls and
also water for shielding. Steel balls are kept on a perforated stool type of
structure,which is kept between top and middle tube sheets . The ovuter ring of the stool
touches the middle tube sheet only near the outer periphery. This arrangement reduces the
vertical deflection of the End-Shield.

To obtain a complete picture of the stregs distribution in the End-Shield,three
analyses are done with the three different specific aims, In the first analysis plate and
beam elements are used to model the complete End-Shield but the stool which carries the
steel balls. This analysis is done to estimate a yross stress distribution at different
points in the End-Shield body. Weight of water ,steel balls and body weight of End-Shield
are the considered leads on the model. In the second analysis only stool «carrying steel
balls is discretised by plate elements using the concept of equivalent plate and stress
multipliers. The object of this analysis is to obtain stresses in the stool ,which is
loaded by steel balls and its own weight. The third analysis is aimed to pick up stress
concentration near the box type support at the outer periphery. Since it is necessary to
consider a large number of elements to compute stress concentrations,an axisymmetric model
of the End-Shield is made by the help of axisymmetric thin shell elements,in which lattice
tubes are simulated by axisymmetric concentric shells having equivalent axial stiffness
This is done with the assumption that since box type support is quite a bit away from
lattice tubes and hence a simulation by symmetric shells does not change the stresses
concentrations in the support considerably. Fig.6 shows the maximum stresses obtained in

these three analyses and locations of occurence.

t.Conclusions

Different analysis procedures are shown which can be adopted to analyse large
components of a nuclear reactor. Deformations and stresses obtained for these major
components of Dhruva research reactor are computed and are found to be within acceptable

limits.
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