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¥ INTRODUCTION

Recently, the method of prebabilistic reliability assessment (PRA) is being developed ite
gquantitatively estimate the reliability of structures based on probability theory . The method is alse
being applied to seismic reliability evaluation, which plays an important role in safety assessment of
nuclear power plants (Schieller & Ang, 1989). For this purpose, it is essential to develop the seismic
fragility of the components of a system:.

Seismic fragility is expressed by a fragility curve, which gives graphically the eonditional failure
probability of the component for various maximum input accelerations. Usually, fragility curves are
assumed to have a certain probability distribution (e.g. lognormal) and are defined with estimated
distribution parameters. These estimates are offen based on opinions of experts, results of actual
accidents or results of experiments. It is difficult, however, (o apply such methods to systems in
which conditions vary greatly (e.g. piping systems). Therefore, the evaluation of fragility curves by
analytical or computational methods is desirable. For this purpose, specific studies have been
conducted. For example, Schteller et al. (1987) conducted a fragility study for a piping system based
on time history analysis with a specific earthqualke record.

in this paper, a method is proposed to consgtruct fragility curves of piping systems. Assuming thas
the failure of a piping system is initiated by an initial crack existing on the pipe surface, a formula
for the probability of failure during a given earthquake is derived through random vibration analysis
with random crack parameters.

2 BANDOM VIBRATION ANALYSIS OF PIPING %
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it is assumed that there is an initial crack with a semi-elliptic shape (Fig. 1) on the pipe surface and
the failure of the pipe sectlon occurs when the stress intensity facior at the crack exceeds the
toughness of the pipe material. The siress intensity factor for a semi-elliptic shape, K, can he
approximately given as a function of the normal far-field stress, ¢ . Therefore, the performance
function of a pipe section is,
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where Kj¢ is the toughness of the material, « is crack depth, b is half of the crack width and Eq is the
complete clliptic integral of the second kind with the argumentk = vV 1-(a/b)2.

Because the normal far-field stress can be expressed as a function of the displacement vector of the
considered element, we, the performance function can be rewritten as follows,

g:KIC—-CRSKeTeWE, (2)
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where C is the coefficient in Eq. (1), which is a function of ¢ and b, R is the matrix converting the
stress vector to far-field stress, which is a function of the direction angle ¢ (see Fig. 1), S is the matrix
converting the internal force vector to the stress vector, which is a function of position angle ¢ (see
also Fig.1), J{¢ is the stiffness matrix of the element and T¢ is the matrix converting the global
coordinates to the local ecoordinates. It should be emphasized that this performance function is for a
specific cross section in the piping system. It is possible, however, to identify the most critical cross
section by analyzing the distribution of initial cracks and/or determining the stress distribution
caused by earthquakes.

Kake et al. (1985) have analyzed the response of structures excited by base accelerations through
random vibration. Piping systems, however, are multiply-excited systems induced by motions at
more than one support; these exciting motions are generally not identical to each other. The method,
therefore, was expanded to multiply-excited systems,

An example of a piping system is shown in Fig. 2. By modeling the system with the finite element
method, the equation of motion of an n-degree-of-freedom system with [ support points can be written
with an absclute displacement vector w, as follows,
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where M, C and K are the mass, damping and stiffness matrices of the system, respectively, and
L is an applied force vector. The vector w is divided Into an unknown part, wy, (n components) and a
known part, wy, (I components) corresponding to the support motions.

The vector wy can be expressed as the summation of the dynamic or relative displacement vector,
wa, and the pseudostatic displacement vector, wy, that is, w, = wq + ws. The vectors wg and wy
satisly the following equations.

w=-K B w =R.w,, (4)
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It is noted that generally L, = 0 and My = 0 and the term relating to velocity is usually negligible,

Applying modal analysis to Eq. (5) and assuming that the damping matrix can be diagonalized by the
modal matrix, the equation becomes,

q+ng+0%=ri,_, (8)
where u=2%q, & is the modal damping matrix, 02 is the natural frequency matrix, P is the
coeflicient vector. and @ is the modal matrix.
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With the above expressions, the vector wy can be expressed, as follows,

w, =%q+ RIwk:Df , (7
where D={®, Ry}, T= {7, wy T,
Under the assumption that the motions of the supports are stationary zero-mean Gaussian random
processes, the vector f also becomes a stationary zero-mean Gaussian random veclor with the cross-
spectral density function matrix Sgr, which can be expressed as follows,

aQw
k (8)
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where the submatrices are Sqq=H{w)PSy 3 PTH*(w) and kaq:Sqwk*:H(w)PS{;kwk in which
H(e) is the modal frequency response function matrix and the superscript * indicates the complex
conjugate.

Therefore the matrices 84, 3,25, w, and Sy, w, are submatrices of the matrix Sg. From random
vibration analysis, the covariance matrix for the vector f, Vg, can be described as follows,

- L (9)
fo = [_m Sﬂ,(w) dw =L, Lo,

where Lgis a lower triangular matrix.

The matriz Li transforms the vector {into the vector v, where the components are Gaussian and are
independent of each other, that is,

v=L7'f . (10)
The performance function, thus, can be expressed as follows.
g=r—nlv , 11

where r=Kig /|&|,n = A/]Al,and AT= CREKeTeDely

3 FAILURE PROBABILITY WITH DETERMINISTIC CRACK PARAMETERS

The parameter ulv in Bq. (11) is a zero-mean narrow band Gaussian random process. For this case,
the failure probability during the period ¢, L() can be given by the following equation
(Vanmarcke, 1975),

p) 2 2
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where ug:(?.r:)-l\//lzl,lo, g= V1-21%3pAg and A=I7w G{w) dw which is the i-th moment of G(w),
the one-sided spectral density function of the process. It is noted that G( w) can be written as follows,

Gl)=n"L ' @RdS, 1 Ly T n. (13)

Therefore, the failure probability for one crack can be calculated from the cross spectral matrix Sg.

Because an actual piping system may have more than one initial crack on the critical surface, the
failure probability of the section should be calculated by a combination of the failure probabilities of
all the cracks.
Let E; be the event in which crack i causes the failure of the system. If there are n cracks, the total
failure probability, P,, then, is expressed as follows,

P”:P[EIUEQU'“ UEM]. (14)

The probability, however, is difficult to obtain because the events E; may not be independent. Instead

of the exact probability, the upper and lower hounds can be obtained from the following expression
(Ang & Tang, 1984), ’

n i—1 n n
Pyt max[ Z {pi - 2 qiy.};O l=p = Z p,— 2_ max(qij) R (15)
i=2 j=1 i=1 i=2 J<t
where p; = P(E) and gy = P(E;NE;).
The joint failure probability, which is reguired in the calculation, can be obtained as follows.
Clonsider two initial eracks on the critical section. Let the failure of crack i be g;<0, where i=1 or 2
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(see Eq. (11)).

The two equations, g; =0, can be expressed as two hyper-planes in the v space. The joint failure here
means the process v outerosses the planes at least once during the period £ Calculation of the joint
probability is difficult because the two failure events are correlated. As an approximation, the upper
and lower bounds of the joint probability are available. Let x;=n;T v (i=1 or 2). The value x3 can be
written with x; and x1" as follows,

xzsz1+\/1 —prl' , (16)
where x1'=n;v, in which n;' is a vector normal to n; and on a plane defined by n; and ns, o
=mn,"ny, which is the correlation coefficient .

The event E; can also be expressed as r;— x;max=0, and
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For the upper bound, ¢, the following expression is obtained.
o < % =0]= B
0= PUr =%y 0= 00 rg=3gy = 012 PIENE,] (19)

This probability can be calculated by integrating the domain shown in Fig. 3. The integral is.
approximated as shown also in Fig. 3, which is easy to calculate since x; and x' are statistically
independent.
For the lower bound, ¢", the following expression is derived.
q"= P[rl-xlmmé 0, ry—z, =0 ]éP[ElﬂEZ] (20)

Integrating the domain shown in Fig, 4 gives the required probability. A similar approximation is
also necessary for this integral.

Combining the inequalities (15), (19) and (20) gives the upper and lower bounds of the total
failure probability.

4 FAILURE PROBABILITY WITH RANDOM CRACK PARAMETERS

In Section 3 above, the parameters of the cracks were assumed to be known, and only the motions of
the supports were assumed to be random. The crack parameters, however, should be also be
considered as random because it is difficult to know the real parameter values before an earthquake
oceurs.

The number of cracks is assumed to be known. The duration of earthquake ¢ is, of course, the
same for every initial crack. The toughness Kic is assumed to be the same for all eracks. The
probability for crack [ is also a function of crack depth a;, erack width b;, crack angle 8; and crack
direction ;. Therefore, if there are n cracks, the bounds of the failure probability are functions of the
following independent parameters, &, Kic, a1, ..., au, b1, .-, b0, 61, ..., @y &1, ..., $n. It should be noted,
however, that the probability depends largely on @,'s and ¢;'s. Therefore, the integral in terms of
these parameters may be evaluated numerically by Monte Carlo method.

. Approximate %
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Fig.3 Integral domain for upper bound Fig. 4 Integral domain for lower hound
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Then the mean of the lower bound, P,’, can be written as follows,

E® )= J JPﬂy)dy ,

where ¥ 18 a vector of the above random variables except for the &;'s and
¢i's, and fly) is the probability distribution function of y. In addition,

Upper bound p,"
(21) pp n

Lower bound p),'

Failure probability

noi—1 (22)
P= Z P - z Z q s Ter
N i=1 i=2j=1 Number of initial cracks
wher/\e pi=ITpif8) Ry dbdy;, Fig. 5
and gz = [ [ g A6y RE)R ) dO; diddjdy Failure probability for

Thus, the mean of the lower bound, P,', becomes a function of the

mes number of initial cra
number of initial cracks, n, as follows, cks

E(Pn'):rlﬁ_(I/Z)n(n—l)c] . (23)
Similarly, the mean of the upper bound, P,", is
E(Pn")znﬁ—(n~1)c} , (24)
where ﬁ:E(ﬁi) and QZE(&J‘). & : - ;E
Because it is difficult to calculate the integrals necessary for § \ P
obtaining p and ¢, first order second moment approximation (Ang & S \
Tang, 1984) is applied, that is, 5 ‘\
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As shown in Fig. 5, the lower bound has a maximum at ne=p/g+1/2. Fig. 6 Spectral density
Therefore, the probability for n > ne is defined to be equal to per, whichis  fynetion of input
the probability with n=rn.

Next, the number of initial cracks is considered to be a Poisson acceleration
random variable. Then, the mean for the bounds of the total failure
probability, P, becomes
). oy Tablel "
n=1 Natural frequencies
where vx is the mean number of initial cracks at the critical section, of example model
Mode No. Frequency (Iiz)
, 1 2.840
5 CONSTRUCTING FRAGILITY CURVES AND EXAMPLES 9 4.576
The failure probability can be calculated by the method discussed so far j 184"722153
for a given input earthqualke described by a spectral density function Sy 5 99 895
If the piping system is installed at a specific site, the matrix Sy can -
be described as follows,
5.=88 @7 Table 2

tf 070 7
where Sy, is a reference eross spectral density function and Sg is a Random parameters

paramctu speciflying the intensity of the earthquake.Using the proposed
method, the bounds of the failure probability can be caleulated for| Parameter Mean Sl
various values of Sy. T
At the same time, the seismic input parameter, R, (for example, |Berthquake: 10.0 2.0
maximum input acceleration) can be related to the parameter, Sg; that 2
is, m}fl"m 350.0 35.0
R=1S) @ i

Plotting the bounds of the failure probability, p' and p" versus the a 3.85 1.80
seismic input parameter, R, ylelds the required fragility curves, fomd

An example piping system and its parameters are shown in Fig 2. Efn":ft',‘.y 055 I
The lowest five natural frequencies, which were used in the calculations, |_facwrar
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are summarized in Table. 1. The statistics of the parameters are tabulated in Table. 2. The spectral
density function used in this example, Sgg, is shown in Fig. 6. The integrals were evaluated by Monte
Carlo method using one thousand samples. The maximum acceleration, Amay, was defined by 3ogg, in
which og, is the standard deviation of the input acceleration.

The fragility curves for various correlation coefficients, p, between the two supports were
calculated. The curve for »=1.0 is shown in Fig. 7. The upper bounds for various correlation
coefficients are shown in Fig. 8, for a relatively flexible systems. For this system, larger ¢’s tend to
give higher failure probabilities. On the other hand, for a more rigid model, which has the same
material and section parameters as the original, but the dimensions are half of the original; larger
p's give lower failure probabilities, as shown in Fig. 8. This is because the dynamic part of the
response is dominant for the former case, whereas the pseudostatic part becomes dominant in the
latter case.

6 CONCLUSIONS

An analytical method for constructing seismic fragilities of piping systems is proposed. The input
carthquake can be described by its spectral density matrix, which is more general than a time
history. The presence of multiple cracks at a critical section is considered in the calculation of the
failure probability. The effectiveness of the method is demonstrated with examples, showing also
that the influence of the correlation coefficients between the support motions depends on the rigidity
of the piping system.
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