
ABSTRACT 

LIU, JUNCHEN. CO2 Utilization and Mitigation via the Chemical Looping Strategy in the 

Context of Hydrocarbon Conversions. (Under the direction of Dr. Fanxing Li). 

 

In 2022, the global emission of CO2 was 36.8 gigaton. Among all the sectors, the chemical 

industry is responsible for approximately 1 gigaton of direct CO2 emissions from chemical 

production annually. The anticipated increase in the demand for chemical products, resulting from 

global population growth, poses significant challenges to the efforts in reducing CO2 emissions 

from this important industrial sector. The dire situation human beings face in climate change calls 

for a vast reduction in CO2 emission in the chemical industry. CO2 emission from the chemical 

industry can be mitigated through two approaches: 1) CO2 capture and utilization; 2) reduction in 

energy consumption for chemical manufacturing. Both could be facilitated by a chemical looping 

scheme. In this scheme, a reactive medium is used to partition an overall reaction into two sub-

reactions. The medium could be used to store and release oxygen or CO2 to facilitate higher 

conversion and higher selectivity towards desired products than the original scheme and offers an 

opportunity to incorporate air separation or CO2 capture. As elaborated below, the current thesis 

explores five topics covering both abovementioned approaches while covering a number of 

industrially important chemical products such as ethylene and alkenyl benzenes.   

The first topic (Chapter 2) explores a unique approach with mixed molten carbonates as 

reaction media for CO2-ODH, which strategically partitions the CO2-ODH reactions into gas and 

molten-salt phases and facilitates integrated CO2 capture from power plant flue gases. 

Consequently, 89% CO yield is achieved at 770 , doubling the equilibrium limitation. This high 

CO yield in turn enhances ethylene formation. Further characterizations confirm that MM-ODH 

proceeds through a gas-phase cracking and molten-salt mediated reverse-water-gas-shift reaction 

pathway. Thermodynamic analysis and ab initio molecular dynamics (AIMD) simulations are 



conducted to develop general principles to optimize the molten-salt reaction medium. Process 

analyses confirm that MM-ODH could potentially become significantly more efficient for CO2 

capture and utilization than conventional CO2-ODH. 

The second topic (Chapter 3) demonstrates a redox oxide@molten salt core-shell 

architecture as a generalized redox catalyst design strategy for CL-ODH of ethane to reduce the 

CO2 emission from the reactions. Seventeen combinations of redox active oxides and molten salts 

were prepared, evaluated, and characterized. Redox oxides and molten salts are fully compatible, 

forming separate and stable phases. The molten salts aggregate at the redox oxide surface, forming 

a core-shell structure to block the non-selective sites responsible for COx formation. Up to ~74% 

single-pass olefin yields were achieved using the proposed redox catalyst design strategy. 

Statistical analyses of the performance data indicate the potential to achieve up to 86.7% single-

pass yield by simply optimizing the operating conditions using the redox catalysts reported in this 

study.  

The third topic (Chapter 4) investigates the use of La0.8Ca0.2MnO3@KFeO2 for the CL-

ODH of alkylbenzene to alkenylbenzene scheme. By converting diisopropylbenzene, a high yield 

of diisopropenylbenzene (>85%) could be achieved. ex-situ and in-situ XRD were used to analyze 

the phase behavior of the catalyst, while XPS was employed to analyze the near-surface elemental 

and chemical changes. SEM was conducted to observe the morphological changes. Furthermore, 

delplot and DFT were used to reveal the reaction pathway. Finally, the environmental impact from 

process energy was assessed using Aspen Plus. 

The last topic (Chapter 5) investigates the effects of various dopants, including Cr, Ca, Mg, 

Mo, Ti, Zn, P, and Ga, on the CO2 resistance and coke formation of KFeO2 catalysts for CL-ODH 

of alkylbenzene. The performance of the dopants was evaluated using diisopropylbenzene as a 



model compound, and their impacts on conversion and selectivity were analyzed. CO2 

temperature-programmed decomposition experiments were conducted to assess the carbonate 

decomposition behavior with different dopants. Structural and compositional changes induced by 

the dopants were analyzed using XRD, XRF, and XPS techniques. The results showed that Ti 

doping improved CO2 resistance and minimized coke formation, making it a potential catalyst for 

the CL-ODH process. H2 TPR, in-situ XRD, Raman spectroscopy, XPS mapping, and DFT 

provided insights into the stability and coke formation on the Ti-doped catalyst. 
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1.1.Abstract  

For the past two decades, chemical looping combustion (CLC) has been extensively investigated 

as a promising means to produce electric power while generating a concentrated carbon dioxide 

stream for sequestration. We note that the chemical looping strategy can be extended well outside 

of combustion-based carbon capture. In fact, application of the chemical looping strategy in areas 

beyond combustion can result in somewhat unexpected energy and carbon dioxide savings without 

producing a concentrated CO2 stream at all. Furthermore, it allows the looping-based technologies 

to tap into applications such as chemical production ï a $4 trillion/year industrial sector with high 

energy and carbon intensities. The key resides in the design of effective oxygen carriers, also 

known as redox catalysts in the context of selective chemical conversion through chemical looping 

catalysis (CLCa). This contribution focuses on the design and applications of mixed oxides as 

multi-function reaction media in CLCa. Since typical mixed oxide oxygen carriers tend to be 

nonselective for hydrocarbon conversion, the first part of this article presents generalized design 

principles for surface modification of mixed oxides to improve their selectivity and catalytic 

activity. Applications of these redox catalysts in chemical looping ï oxidative dehydrogenation 

(CL-ODH) of a variety of light alkanes and alkyl-benzenes are presented. This is followed with a 

discussion of computation assisted mixed oxide design based upon thermodynamic criteria. 

Finally, a few new directions for the chemical looping technologies are introduced. 

1.2.Introduction  

The chemical industry contributes to nearly 1 gigaton of direct CO2 emission each year.1 

In addition, nearly 50% of the oil and natural gas input in the chemical sector is consumed as the 

feedstock, which can lead to secondary emissions in the downstream industrial and/or consumer 

sectors.1  Despite the projected strong growth, the chemical industry is expected to curb its 
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emission within this decade according to the Net Zero by 2050 roadmap proposed by the 

International Energy Agency (IEA).2 In fact, several leading chemical and petrochemical 

companies have pledged more aggressive emission reduction targets over the recent years. 

However, not surprisingly, CO2 emissions from state-of-the-art chemical production processes tie 

directly to the energy intensity of the manufacturing process as well as the annual production 

capacity. Figure 1.1a summarizes the production capacity and emission levels from a few key 

commodity chemicals. Although the overall CO2 emissions can be reduced, to some extent, by 

switching to low carbon intensity fuels and increasing the renewable contribution to the electrical 

grid, such incremental improvements to the existing technologies are unlikely to attain the net zero 

target by 2050. Rather, transformative chemical production technologies that are fundamentally 

different from state-of-the-art approaches are required.  
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a)

 

b) 

 

Figure 1.1. a) The global annual production volumes and the associated CO2 emissions of 

ethylene, propylene, butadiene, and styrene3-10; b) Top: Comparison between the energy 

requirement of conventional dehydrogenation (DH) processes to that of the oxidative processes 

with in-situ H2 combustion (assuming an ideal process with 100% hydrogen byproduct 

combustion); Bottom: Comparison between the CO2 emission from the existing processes to the 

CO2 utilization potential from the energy resulting from in-situ H2 combustion (assuming an ideal 

scenario of utilizing the energy from H2 combustion for CO2 splitting to CO).3-10 

 

At present, the unsaturated hydrocarbons (i.e. Ethylene3, Propylene4-8, Butadiene3, 7 and 

Styrene9, 10) listed in Figure 1.1 are primarily produced by dehydrogenation or cracking 

processes, either thermally or in the presence of a heterogeneous catalyst. Common limitations 

for such processes include high heat requirement and equilibrium-limited single-pass yield due 

to the highly endothermic and endergonic nature of the reactions, shown in Equation 1.1. The 

limited product yield and selectivity in turn drive up the energy consumption and CO2 emissions 

associated with product separation.  

#( ᴼ#( Î( Î ρ                        Ў( πȟЎ' π                 Equation 1.1 

#( / ᴼ#( Î(/ Î ρ        Ў( πȟЎ' π                 Equation 1.2 
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It has long been recognized that (catalytic) oxidative conversion of the same feed molecules 

in the presence of gaseous oxygen would address the aforementioned limitations by changing the 

highly endothermic reactions into highly exothermic ones (Figure 1.1b). The exergonic nature of 

H2 oxidation also eliminates the equilibrium limitations, shown with Equation 1.2. Despite these 

advantages, commercial adoption of oxidative cracking (OC) or oxidative dehydrogenation (ODH) 

technologies have been scarce. In addition to the limited catalytic selectivity and stability, the key 

obstacles hindering the development of ODH technologies resides in the safety concerns over co-

feeding oxygen with hydrocarbon feedstocks and the high cost and energy consumptions for 

oxygen generation. In fact, state-of-the-art cryogenic air separation technology itself only achieves 

a 25% second law efficiency, or ~0.78 GJ/tonne O2 in terms of actual energy consumption 11, 12, 

making it a highly energy and emission intensive industrial process.  

Resulting from three decades of research, a wealth of knowledge has been created for the 

chemical looping technology from chemical looping combustion (CLC) in terms of the oxygen 

carrier selection and performance, reactor design and operation, and the overall technological 

feasibility, primarily in the context of CO2 capture from fossil fuel combustion. 13-51 Shown in 

Figure 1.2a, CLC technologies generally involves two cyclic steps: 1) the use of metal oxide(s) 

as the oxidant to fully combust fossil fuels such as coal or methane; 2) The regeneration of reduced 

metal oxide(s) in 1) with oxygen or air. We note that the core ideas of the CLC strategy reside in 

in-situ air separation and indirect oxidation of carbonaceous fuels. Therefore, the use of chemical 

looping for efficient air separation (CLAS) represents a natural extension of CLC, as explored by 

many chemical looping researchers.52-94 Furthermore, marrying the chemical looping strategy with 

oxidative catalysis offers a unique opportunity to intensify the production of a few important 

commodity chemicals with substantially decreased energy consumption and CO2 emissions.95-136 
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Given that separation processes consume ~60% of the total energy usage in chemical and 

petroleum industries and heterogeneous catalysts are responsible for >80% of all chemical 

products worldwide, chemical looping catalysis (CLCa) in this article, has the potential to facilitate 

process intensification throughout the chemical manufacturing sector by combining catalytic 

reactions with separations.120, 137-142 The abovementioned chemical looping process types are 

summarized in Table 1.1. In the context of CLCa, the oxygen carrier is denoted as the redox 

catalyst. 

Table 1.1. Chemical looping reaction pairs by process type. 

Process Type Reaction Pairs 

CLC &ÕÅÌÓ-Å/ ᴼ #/ (/ -Å/   

!ÉÒ-Å/ ᴼ-Å/ .  

CLAS -Å/ ᴼ / -Å/  

!ÉÒ-Å/ ᴼ-Å/ .  

CLCa (ÙÄÒÏÃÁÒÂÏÎ-Å/ ᴼ /ÌÅÆÉÎÉÃ 0ÒÏÄÕÃÔ(/ -Å/  

!ÉÒ-Å/ ᴼ-Å/ .  

  

Taking ethane ODH as an example, the redox catalyst particles first convert ethane into 

ethylene and water using its active lattice oxygen. After completing this ODH step, the oxygen-

depleted redox catalyst is exposed to air (and/or steam), to replenish the lattice oxygen.143 

Compared to conventional co-feed type ODH reactions, chemical looping process could partition 

the gaseous oxidant and the hydrocarbons, decreasing the selectivities towards unwanted COx and 

oxygenated. This CLCa process can be carried out either in circulating fluidized beds similar to a 

CFB combustor or parallel packed beds operated similar to the Houdry process.3, 137, 144 The 

advantages of the redox catalysts and CLCa compared to conventional, heterogeneous ODH 
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catalysts include: (i) integration of catalytic reaction with air separation (a simpler and safer 

process); (ii) potential to achieve high selectivity (absence of gaseous oxygen inhibits side 

reactions); (iii) potential to tailor heat of reactions by optimizing H2 conversion with metal oxide 

in the redox steps for improved heat management.137, 145 Our recent studies indicated that up to 

84% energy savings and emission reductions can be realized by CLCa.137 Figure 1.2 illustrates a 

generalized schematic for CLCa in the context of oxidative dehydrogenation of hydrocarbons.  

As will be discussed in the following sections, the potential of chemical looping extends 

well beyond oxidation catalysis.  
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a) 

 

b) 

 
Figure 1.2. a) Schematic illustration of a) a generic CLC process: A metal oxide redox 

catalyst combusts fuel into CO2 in the oxidation step; The reduced metal oxide is 

reoxidized in the regeneration step with air; b) A metal oxide redox catalyst oxidatively 

converts a light alkane into an olefin product in the oxidation step; The reduced metal 

oxide is reoxidized in the regeneration step with air. 
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1.3.Redox Catalyst Design in CLCa for Olefin Production 

Complete oxidation of carbonaceous fuels (to CO2 and H2O) is expected for CLC because 

this will maximize the heat release, increase the power generation efficiency, and produce a near 

ñsequestration-readyò CO2 stream46. In contrast, CLCa needs to avoid full oxidation since the 

target products would be value-added fuels and chemicals such as H2, CO, or unsaturated organic 

molecules. With such expectations, typical CLC oxides alone would not be effective for CLCa 

because they tend to result in poor product selectivity. This is not at all surprising given that typical 

CLC oxygen carriers, particularly those composed of mixed oxides, are often specifically designed 

to have high equilibrium oxygen chemical potential (µO2), facile oxygen evolution kinetics, and 

(in many cases) highly basic surfaces.121, 146-149 Therefore, the most critical aspect for CLCa resides 

in selectivity enhancement of redox-active metal oxides. Given that the (non-selective) reactions 

occur at the gas-oxide interfaces, surface modification of the oxides is almost always necessary in 

order to enhance the product selectivity. 

Addition of dopants and/or modulating the metal-oxygen bonding strength on the surface 

have been shown be effective to enhance the selectivity towards light olefins for a number of redox 

oxides and reactions 106, 150. This section focuses on presenting a more ñgeneralized strategyò for 

surface modification of mixed oxide in the context of oxidative dehydrogenation of hydrocarbons: 

instead of doping or impregnation of small number of heteroatoms on the surface, we reasoned 

that complete or near-complete coverage of a non-selective oxide surface with a catalytically active 

layer would effectively suppress side reactions. This approach was first validated in our group for 

methane partial oxidation reactions 122, 151, 152, and it was recently extended to a series of ODH 

reactions using various core and shell materials, as illustrated in Figure 1.3. 119-121, 138, 143, 144, 147, 

153-161 We categorize this generalized ODH strategy into three types: Type 1, shown in Figure 
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1.3a, involves covering the non-selective mixed oxides with an ñinertò molten salt layer to simply 

block the non-selective sites on the surface, thereby inhibiting nonselective oxidation. In this case, 

the redox catalyst primarily functions as an oxygen carrying agent for selective hydrogen 

combustion (SHC); Type 2, as illustrated in Figure 1.3b, utilizes an ñactiveò molten salt as the 

surface layer. With the assistance of the oxygen species supplied from the mixed oxide, this active 

surface layer can accommodate and/or generate active oxidants, e.g. electrophilic oxygen species 

or halogen atoms, to initiate C-H bond activation at the gas-molten salt interface. The reactions 

likely proceed through a surface-initiated gas phase radical reaction pathway, with concurrent 

hydrogen oxidation; Type 3, shown in Figure 1.3c, involves covering the oxide substrate with a 

solid catalytic shell to catalyze the dehydrogenation reactions, and the H2 byproduct is sequentially 

combusted by the oxygen supplied by the oxide core. The following sections further elaborate on 

these core-shell redox catalyst design strategies. 
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Figure 1.3. General core-shell design frameworks for mixed oxide@molten salt catalysts and 

mixed oxide@catalytic shell catalysts: a) Type 1: ñInertò molten salt promoted mixed oxides; b) 

Type 2: ñActiveò molten salt promoted mixed oxide; c) Type 3: Catalytic material promoted 

mixed oxides. 

 

1.3.1.Type 1: ñInertò molten salt modification 

A Type 1 redox catalyst functions primarily as an oxygen separation and donation agent 

for selective hydrogen combustion. Therefore, the formation of unsaturated hydrocarbon products 

would rely on a separate reaction pathway such as thermal cracking or catalytic dehydrogenation. 

In this case, selectively combusting the hydrogen byproduct would eliminate the equilibrium 

limitations and supply the heat required by the endothermic dehydrogenation or cracking reactions. 

A typical application of Type 1 redox catalysts is ethylene production via thermal cracking of 

ethane. In this context, we developed redox catalysts based on selected molten salt and Mn-based 

oxides, e.g. Mg6MnO8
121, 147, (Fe/Mn)Ox

153, (Mn/Si)Ox
154, and CaMnO3-ŭ

144, 158, with tungstates, 

vanadates and/or molybdates molten salts.147, 162, 163 

a) άLƴŜǊǘέ Molten Salt modification
CxHy

CxHy-2 +H2O

[O]
[O]

Molten Salt: Na2WO4, K2WO4, Na2MoO4, etc.

CxHy CxHy-2

c) Catalytic Material modification 
CxHy

CxHy-2 +H2O
Catalytic 
material

Metal
Oxide

Surface Layer: K-FeOshell

e.g. C2H6

H2 + CxHy-2

H2 + CxHy-2[O]

Inert
Molten Salt

Metal
Oxide

[O]

e.g. C2H6, C4H10

b) ά!ŎǘƛǾŜέ Molten Salt Modification
CxHy

CxHy-2 +H2O
[O]

Molten Salt: Li2CO3, LiBr, etc.

Metal
Oxide

Active
Molten Salt

e.g. ethylbenzene



 

12 

 

Among these redox catalysts, Mg6MnO8@Na2WO4 was the most thoroughly studied.121, 

147 As shown in the Figure 1.4a, co-impregnating Na and W at any ratios on Mg6MnO8 would 

lead to significant increase in olefin selectivity and yield.147 Of the various Na:W ratio 

investigated, the Mg6MnO8@Na2WO4 (Na:W=2:1) redox catalyst exhibited one of the highest 

increase in C2H4 yield (~45% increase, on an absolute scale) compared to the unpromoted 

Mg6MnO8 at 850 °C and 4500 hr-1. The yield increase was primarily resulted from the substantially 

decreased COx selectivity (>80%). Mg6MnO8@Na2WO4 also exhibited well defined crystalline 

phases at room temperature (Mg6MnO8 and Na2WO4), with only a minor Na4Mg(WO4)3 phase 

(Figure 1.4b). The core-shell structure of the catalyst was verified by low-energy ion scattering 

spectroscopy (LEIS) (Figure 1.4c) and X-ray photoelectron spectroscopy (XPS) (Figure 1.4d).121 

Even after 10 cycles of sputtering, W and Na/Mg are still far more prevalent than Mn according 

to LEIS. It is noted that LEIS cannot accurately differentiate Na and Mg due to their similar atomic 

weights. XPS, which provides near surface elemental compositions (Figure 1.4c), also confirmed 

the suppression of Mn by Na2WO4. In fact, impregnation of Na2WO4 onto many Mn-containing 

oxides has shown to create an oxide@ Na2WO4 core shell structure. For instance, transmission 

electron microscope with energy dispersive x-ray spectroscopy (TEM-EDS) images published 

from our group by Hao et al. indicated a core shell structure of CaMn0.75Fe0.25O3-

(CMFO)@Na2WO4(Figure 1.4e)157 whereas LEIS and/or XPS data indicated surface enrichment 

of Na2WO4 on mixed (Fe/Mn)Ox
153, (Mn/Si)Ox

154, (Mn/Cu)Ox 
118, 164, and a number of perovskite 

oxides. The formation of core-shell structure is likely to be due to the relatively low melting point 

of Na2WO4 (698 ǓC)165 and low surface tension of the molten salt on typical oxide surfaces. 
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a)

 

b) 

 
 

c) 

 

d) 

 
e). 

 
Figure 1.4. a) Performance data of the CL-ODH with Na, W promoted Mg6MnO8 at 850 °C and 

GHSV = 4500 hï1121; b) X-ray diffraction characterization of Mg6MnO8@Na2WO4
121; c) LEIS 

peak area over sputter cycles for Mg6MnO8@Na2WO4
121; d) XPS near surface concentration of 

Na and W of the cycled sample147; e) TEM-EDS of CMFO@Na2WO4.
157 
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Detailed mechanistic studies from our group were conducted by Yusuf et al. to understand 

the function and mechanism of the molten salt promoter for Type 1 redox catalyst.121, 147 

Mg6MnO8@Na2WO4 was used as the model catalyst. Methanol TPSR experiment (Figure 1.5a) 

showed that the presence of Na2WO4 led to significantly decreased CO2 signal. This suggests that 

Na2WO4 would suppress the basic sites on the surface of Mg6MnO8.
121 Mn 2p3/2 region scan from 

XPS Figure 1.5b showed that the high peaks corresponding to Mn4+ at 644.1 eV and 641.7 eV 

were suppressed in Mg6MnO8@Na2WO4 as compared to the unpromoted Mg6MnO8.
121 This 

corresponds well to the decrease in the basic sites on the surface. Oxygen donation/reincorporation 

dynamics were also probed with 18O/16O isotope exchange experiments, shown in Figure 1.5c and 

Table 1.2121. The presence of molten Na2WO4 inhibits oxygen exchange, particularly in terms of 

limiting the incorporation rates of dissociatively adsorbed oxygen into the Na2WO4 layer. Gas 

switching experiments between H2 and O2 further indicated that H2 solubility in Na2WO4 was 

negligible, thus indicating that the hydrogen combustion reaction would occur on the molten salt 

ï gas interface. Therefore, it can be inferred that Na2WO4 decreases the COx formation by 

increasing the energy barrier for the release of the active lattice oxygen at the reaction interface. 

Electrochemical impedance spectroscopy (EIS) measurements confirmed that oxygen and electron 

can transport within the Na2WO4 molten layer to facilitate selective H2 combustion (Figure 

1.5d).158   It was further shown that Na2WO4 was redox active between W6+ and W5+ even though 

the bulk Na2WO4 phase was difficult to be fully reduced. As such, WO4
2-/WO3

- redox pair would 

act as the intermediate to shuttle oxygen to and from the Na2WO4 core for selective hydrogen 

combustion following the following mechanism (Figure 1.5e).  
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Figure 1.5. a) CO2 signal Methanol TPSR of Mg6MnO8 and Mg6MnO8@Na2WO4 

121; 

b)  XPS spectra of manganese 2p3/2 peaks of cycled redox catalysts147; c) 18O-16O 

isotope exchange experiment121; d) Oxygen ion conductivity and electronic 

conductivity of Na2WO4 
158;e) Proposed mechanism of Mg6MnO8@Na2WO4.

121 
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Table 1.2. Arrhenius Activation Energies for Mg6MnO8 and Mg6MnO8@Na2WO4
121 

Activation 

Energy 

Mg6MnO8 (kJ/mol) Mg6MnO8@Na2WO4 (kJ/mol) 

(800~850 °C) 

ERo 163.83 202.58 

ERa 227.18 205.04 

ERi 123.82 174.68 

Ro: Overall oxygen exchange rate;  

Ra: Dissociative oxygen adsorption rate;  

Ri: Adsorbed oxygen incorporation rate 

 

The same strategy can be extended to many other Mn based oxides and molten salts.153, 154, 

157, 158, 164 In a recent study, we demonstrated this strategy with Mg6MnO8 and (Cu/Mn)Ox as the 

redox core and W, V, Mo based alkali salts as the surface promoters164. All the abovementioned 

molten salts were shown to be effective to decrease the COx selectivities from >90% (unpromoted 

oxides) to <15% (Figure 1.6a and b) at 850 °C. C2H4 selectivities were maintained >80% while 

achieving up to ~90% H2 conversion. As shown in Figure 1.6a, up to ~74% C2H4 yield at 80 vol. 

% C2H6 feed and 850 °C can be achieved. Figure 1.6a also demonstrated the effect of different 

molten promoters. The use of multiple alkali metal cations (e.g. Li and Na) and/or transition metals 

for the salt anion (e.g. Mo and W) were shown to improve the redox catalyst performance in several 

cases. Such combinative effect further increases the flexibility for designing the Type 1 catalyst.  
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Figure 1.6. a) Performance data of the CL-ODH with alkali W,V,Mo molten salt shell and 

Mg6MnO8 core at 850 °C at 4500 hr-1.164 b) Performance data of the CL-ODH with Na2WO4 molten 

salt shell and Cu/MnOx core at 850 °C at 4500 hr-1. 164 

 

Catalyst stability was also demonstrated through a long-term study using a more 

mechanically robust prototype redox catalyst designed based on the aforementioned principles.129 

As shown in Figure 1.7a, stable product selectivity and ethane conversion were maintained, 

throughout 1400 redox cycles, in a bubbling fluidized bed reactor operated at 845 °C with space 

velocities varying between 2000 and 3250 hr-1. The pressure drop across the fluidized bed was 

also quite stable, indicating proper fluidization without significant attrition and particle 

entrainment.129 The demonstrated higher conversion, along with in-situ H2 oxidation, leads to a 

lower energy requirement and potential for near an order of magnitude CO2 emission reduction 

(Figure 1.7b).  
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a) 

 

b) 

 
Figure 1.7. a) C2H6 conversion and selectivity profile of the prototype redox catalyst over 

1400 cycles at 845°C, 15ï30 mol. % ethane and GHSV=2000 hrī1 ï 3250 hrī1; b) 

CO2 emissions of steam cacking and ODH processes under different scenarios. For ODHxx, 

xx indicates the ethane conversion value in percentage.129 

 

While Type 1 redox catalysts were most frequently used in the context of ethane thermal 

cracking, they can also be applied for oxidative cracking of naphtha. As shown in Figures 1.8a 

and b, the promotion of Na2WO4 on BaFe6Al 6O19, CaMnO3, or La0.8Sr0.2FeO3 decreases the COx 

selectivity and increases the olefin yields from the cracking of naphtha model compounds such as 

n-hexane and cyclohexane.158-160  
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a)  

 

b) 

 
Figure 1.8. a) Products yields of BaFe6Al 6O19 after promotion with different amounts of 

Na2WO4 in n-hexane cracking. Reaction condition: T = 700 °C; GHSV = 9000 hī1 cyclohexane 

concentration å 13 mol. % 160b) Selectivity profile of cyclohexane cracking with 

Na2WO4@CaMnO3  T = 750 °C; GHSV  = 5400 hī1; cyclohexane concentration å 7 mol. %.158 

 

A similar strategy has also been recently adopted by a few other researchers in the context 

of CL-ODH and methane oxydehydroaromatizations.96, 97, 118, 166 In all cases, higher H2 combustion 

selectivity were observed after promoting the oxide surface with the ñinertò molten salt. This 

further demonstrates the feasibility of the Type 1 catalyst architecture. In fact, the selective 

hydrogen combustion function of Type 1 redox catalyst would work well when combined with 

other DH or cracking catalysts. This will be further detailed in Section 1.3.4.  

To sum up, the design of Type 1 redox catalyst mainly aims to increase the selectivity 

towards hydrogen combustion, reducing the unwanted deep oxidation products such as COx. We 

apply an ñinertò layer of molten salt, which is largely inactive towards C-H bond activation, while 

still being able to selectively oxidize hydrogen using the active lattice oxygen from the transition 

metal oxides. The term inert mainly refers to the inhibition of C-H bond activation because the 
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molten salt promoters do actively participate in oxygen and electron transport as well as the 

hydrogen combustion reaction. 

1.3.2. Type 2: Active molten salt modification 

Contrasting with the ñinertò nature of the Type 1 molten salt towards C-H bond activation, 

Type 2 redox catalysts utilize an ñactiveò molten salt promoter to accelerate the ODH reactions. 

This is facilitated by the active species such as peroxides and halogen atoms generated from the 

interaction with the mixed oxide core. Our recent studies indicate that many mixed oxides, e.g. 

La0.8Sr0.2FeO3-ŭ (LSF), when promoted by molten carbonate or halide salts, are quite effective for 

CL-ODH of C2-C4 alkanes.167, 168 Shown in Figure 1.9a, LSF@Li2CO3 achieved >55% conversion 

and ~90% C2H4 selectivity for CL-ODH of ethane at ~750 °C.167 The time-dependent gaseous 

product profile within the ODH half cycle (Figure 1.9b) also demonstrated significantly higher 

ethane conversion than thermal cracking (denoted as blank). The molten Li2CO3 shell also 

significantly increased the ethylene selectivity for the LSF core. Compared to the minimal activity 

in thermal cracking, the significant increase in conversion with the Type 2 redox catalysts indicates 

that the molten salt layer catalyzes the ODH reactions besides its SHC function.  
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a) 

 

b) 

 

Figure 1.9. a) Ethylene selectivity and conversion profiles for LSF@10 wt. % (or 20 wt. %) 

Li 2CO3 via CL-ODH of ethane (our work) compared with literature results with various catalysts 

167; b) Ethane conversion profile vs. time-on-stream for: LSF@Li2CO3, thermal cracking (denoted 

as blank) and equilibrium conversion at 700°C and 480 hr-1. 

 

In-situ XRD was performed to study LSF@10 wt. % Li2CO3 (Figure 1.10a) and LSF 

(Figure 1.10b)167. The peak analysis indicates that the perovskite (LSF) phase largely remained 

stable in LSF@10 wt. % Li2CO3 during the ODH step. In contrast, a significant portion of 

unpromoted LSF decomposed to La2O3, (La/Sr)2FeO4 and Fe phases. TGA studies showed that 

the oxygen capacity of LSF@10 wt. % Li2CO3 was significantly lower than pure LSF (0.5 wt. % 

vs. 12 wt. %). These observations indicate that Li2CO3 inhibits the oxygen release from LSF and 

limits the reduction of Fe cation in the perovskite structure. Coupled with Mössbauer spectroscopy 

results, it was determined that for LSF@10 wt. % Li2CO3, Fe4+ in LSF was reduced to Fe3+, 

whereas in unpromoted LSF, a notable fraction of Fe4+/Fe3+ were deeply reduced to form metallic 

Fe. The role of Li2CO3 was further characterized by electrochemical impedance spectroscopy (EIS, 

Figure 1.10c). The results indicate that, at near melting point, Li2CO3 has increased oxygen ion 

conductivity, but the electronic conductivity stayed near zero. This suggests that Li2CO3 could 
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transport ionic oxygen species, but not electron. Therefore, such oxygen species must be in the 

oxidized form. Among all possible species, peroxide ion (O2
2-) is the most likely after excluding 

other potential species (molecular O2, O2-, O2
-, and C2O4

2-) based on O2-TPD, 13C-NMR and 

literature study169. This was also supported by the ethane and O2 co-feed experiment with and 

without co-feeding CO2 (Figure 1.10d). It was shown that the cofeed of CO2 would decrease the 

activity for ethylene formation, indicating that the peroxide species is likely suppressed by CO2 

(ς/ ς#/ ᴼς#/ / ). Density functional theory (DFT) calculation also indicates that 

the formation of the peroxide from the Fe4+ to Fe3+ is thermodynamically favorable (Figure 1.10e). 

Based on these findings, the following reaction steps were proposed for the ODH reaction: (1) 

peroxide formation at the LSF/Li2CO3 interface through Fe4+ Ą Fe3+ transition; (2) dissolution 

and transport of the O2
2- by Li2CO3; (3) H abstraction from C2H6 facilitated by O2

2- at the molten-

salt/gas interface. The subsequent reactions are likely to proceed through a surface initiated 

homogenous reaction pathway by releasing ethyl radicals into the gas phase. 
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a) 

 

b) 

 
c)  

 

d) 

 

e) 

 
Figure 1.10. a) in-situ XRD of LSF@10 wt.% Li2CO3 under CL-ODH cycles at 700 °C, the 

LSF phase remained stable, with a small amount of (La/Sr)2FeO4 formed during the ODH step; 

b) in-situ XRD of unpromoted LSF under CL-ODH cycles at 700 °C. Decomposition of the 

LSF phase to  La2O3, (La/Sr)2FeO4, and Fe occurred during the ODH step; c) Electrochemical 

impedance spectroscopy (EIS) of Li2CO3; d) Ethane and O2 co-feed experiment on pure Li2CO3 

with and without CO2 co-feed at 730°C, 4000 hr-1; e) DFT calculation of peroxide formation 

with Fe4+ to Fe3+ transition.167 
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As one would expect, for different reactions and conditions, the required active species 

may change. For example, butane ODH to 1,3 butadiene conversion needs to be carried out at 

temperatures far below Li2CO3ôs melting point (~710 ÁC). As such, LSF@10 wt. % Li2CO3 would 

not be effective. As can be seen from Figure 1.11, LSF@10 wt. % Li2CO3 does not have a high 

selectivity towards 1,3-butadiene.168 For this reaction, LSF@AX (A=alkali, X=halogen) redox 

catalysts reported in previous work showed significant butadiene yields whereas the blank 

experiment indicated minimal thermal cracking155. The unmodified LSF exhibited 71% butane 

conversion, but with ~93% selectivity towards COx products. In contrast, LSF@20 wt. % LiBr 

showed 56.2% 1,3-butadiene selectivity with 75.6% n-butane conversion.168  

 

 
Figure 1.11. 1,3-butadiene selectivity and conversion profiles for LSF@10 wt. % LiBr via CL-

ODH of n-butane (our work) compared with literature results with various catalysts at 

GHSV=4500 hr-1 and 500 °C.168 

 

Compared to LiBr, other molten and active halogenated salt promoters such as NaBr, KBr 

and/or LiCl were less effective. This indicates that Br possibly act in conjunction with Li to 
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facilitate selective dehydrogenation of butane. The role and interaction of Li and Br species were 

probed by ab initio molecular dynamics (AIMD), shown in Figure 1.12a: The LiBr is likely 

oxidized by Li2O2 to form atomic Br, which then diffuseS to the surface and facilitates H 

abstraction from butane at the gas/molten salt interface. DFT calculation shown in Figure 1.12b 

indicates that the Br-assisted C-H activations have energy barriers of 91.6 kJ/mol (butane to butyl 

radical) and 34.7 kJ/mol (1-butene to butenyl radical), a significant decrease compared to the C-H 

bond dissociation energy (~400 kJ/mol). In addition, the desorption energies of the radicals are 

both ~30 kJ/mol, so it is more likely that the radicals would be converted to its dehydrogenated 

counterparts on the surface of the molten salt layer. Additional gas-phase Reaction Mechanism 

Generator (RMG) and Chemkin-Pro results indicate that 2-butene, instead of 1,3-butadiene, would 

be the primary product via gas-phase radical reactions in the presence of butyl radical. The absence 

of 2-butene is contrary to expectations for the surface-initiated radical reaction pathway. As such, 

the as-formed atomic Br would be primarily responsible for all the dehydrogenation steps. Based 

on these findings, the following reaction steps were proposed: 1) the as-formed peroxide on LSF 

oxidizes Li2O to Li2O2; 2) Li2O2 oxidizes LiBr to atomic Br; 3) atomic Br then abstracts H from 

C-H bond from n-butane and 1-butene, sequentially forming 1,3-butadiene and HBr; 4) HBr then 

reacts with Li2O to form LiBr to complete the reaction cycle.  
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Figure 1.12. a) AIMD calculation of reaction pathway of 2LiBr + Li2O2 ‎ 2Li2O + 2Br 

b) AIMD calculation of reaction pathway of n-butane reacting with atomic Br-containing 

molten LiBr.168 

 

Generally speaking, a Type 1.2 redox catalyst functions through (1) inhibiting CO2 

formation by covering the mixed oxide with the promoter, similar to Type 1 redox catalysts 167, 168 

and (2) selectively catalyzing ODH reactions through the formation of active species from molten 

salt and oxide core interactions. It is also worth noting that different promoters in Type 2 redox 

catalysts can lead to different reaction pathways and mechanisms (Table 1.3). Selection of the 

oxide substrate is also important in terms compatibility with the promoter and ability to form 

desirable active oxygen species such as peroxide ions.  

 

Table 1.3. Proposed reaction pathway in the solid/gas and gas/liquid interfaces 

C2H6 ODH with LSF@Li2CO3 C4H10 ODH with LSF@LiBr 

At the LSF/molten Li2CO3 interface: 

 

ς&Å ς/ ᴼς&Å /  

 

At the gas-molten Li2CO3 interface: 

 

/ÖÅÒÁÌÌ ÒÅÁÃÔÉÏÎȡ 
#( / ᴼ#( / (/ 

 

At the LSF-molten LiBr interface: 

 

/ ς,É/ᴼ/ ,É/  
,É/ ς,É"Òᴼς,É/ ς"Ò 

 

At gas-molten LiBr interface: 
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1.3.3.Type 3: Mixed oxide @ catalytic phase redox catalyst for hydrocarbon conversion 

Type 3 redox catalysts are based on a design concept like Type 2 but differs in that a solid 

catalytic phase is used and a radical formation step is not likely to be involved. For instance, a 

well-studied K-Fe-O catalyst is highly active towards ethylbenzene DH to styrene 170, 171. By 

combining the K-Fe-Oôs catalytic function with transition metals oxidesô SHC capability, 

equilibrium limitation can be circumvented, intensifying the overall process. 

A notable example is the multi-functional (Ca/Mn)1-xO@KFeO2 redox catalyst developed 

from our group, which showed high activity towards ethylbenzene CL-ODH161. As shown in 

Figure 1.13a, up to 91% single-pass styrene yield can be achieved. This represents a 72% yield 

increase, on a relative basis, compared to commercial dehydrogenation. As can be seen in Figure 

1.13a, there is an unselective region at the beginning of the ODH reaction step, during which the 

ST selectivity was ~54%. The selectivity of ST would increase to ~95% as more ethylbenzene 

(EB) is injected. This unselective region can be avoided by limiting the air injection during the 

regeneration step, as shown in Figure 1.13b to maintain a high selectivity (~94.2%). Higher EB 

partial pressures closer to industrial conditions has also been tested at a lab scale (Figure 1.13c), 

and the styrene yield surpassed the equilibrium limitation. In addition, the stability of this redox 

catalyst was tested for 100 cycles (Figure 1.13d), albeit at a relatively low EB partial pressure.  
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Figure 1.13. Performance of redox-ODH of ethylbenzene with a) fully reoxidized and b) partially 

reoxidized redox catalyst (EB partial pressure = ~0.01 atm, temperature = 600 ÁC). c) Redox-ODH 

performance comparing to DH equilibrium conversions in the range of 0.01ï0.1 atm ethylbenzene 

feed partial pressure (balance Ar) using partially reoxidized redox catalyst. d) Long-term cycle 

and product distributions in redox-ODH using fully reoxidized redox catalyst.161 
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Figure 1.14. a) In situ XRD under cyclic ethylbenzene ODH and air reoxidation steps at 600 ÁC; 

b) XPS of Mn 2p and c) XPS of Fe 2p for redox catalysts at different reaction stages.161 

 

 

Figures 1.13a and b signify that there were dynamic changes in the redox catalyst. in-situ 

XRD (Figure 1.14a) and ex-situ XPS (Figure 1.14b) were used to characterize the changes in the 

shell and the core at different stages of the redox ODH reactions 161. In-situ XRD indicated that 

the unselective region shown in Figure 1.13a was resulted from the solid-state reactions between 

the core and shell phases, forming a nonselective K0.296Mn0.926O2 phase while decreasing the 

surface concentration of potassium. As the injection of EB continues, this nonselective phase 

disappeared and the catalytic layer KFeO2 appeared throughout the rest of the EB injection step. 



 

30 

 

Meanwhile, there was a continuous lattice oxygen release from the CaO-Mn2+/3+O solid solution, 

which was responsible for selective hydrogen combustion. From Figures 1.14b and c, the Mn 2p 

peaks shifted to lower binder energy level when in contact with EB (in both reduced and deeply 

reduced region), while the Fe 2p peaks only shifted after prolonged contact with the EB (deeply 

reduced region). Both results suggest that Fe3+ oxidation state, which is key to high DH activity, 

is reserved by sacrificing Mn3+/4+ in the operating regime. 

The reaction mechanism was further studied by isotope experiments in our group. Similar 

to conventional catalytic DH, during the dehydrogenation reaction, ethylbenzene on the CLCa 

catalyst undergoes a two-step H abstraction on the KFeO2 surface 170-172. The KIE value (Figure 

1.15a) measured in the isotope experiment confirmed that H abstraction was the rate-limiting step.  

This was further supported by the DFT results (Figure 1.15b-1), where the Ŭ-H abstraction step 

was shown to be rate-limiting. DFT results also indicated that the presence of water would facilitate 

the proton transfer in the water formation step on the KFeO2 surface, leading to more than 4-fold 

decrease in activation energy (Figure 1.15b-2). This was verified by dehydrogenation experiments 

on KFeO2 both with and without cofeeding steam.  
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a) 

 

b) 

 
Figure 1.15. a) Kinetic isotope effect study with both temperature-programmed reduction and 

isothermal reduction of the (Ca/Mn)1-xO@KFeO2 using C8H10 and C8D10
161

 ; b) Computed energy 

potential profiles of (1) Ŭ and ɓ H abstraction and (2) proton transfer and water formation with or 

without water assistance.161 

 

Similar to Type 2 redox catalysts, the design of Type 3 needs to consider the compatibility 

of the core and shell materials. The dynamic changes observed during the redox reactions signifies 

the potential complexity of CLCa when compared to conventional heterogeneous catalysis 

systems.161 

1.3.4. Synergistic effects between heterogeneous and redox catalysts  

As briefly mentioned in Section 1.3.1, the abovementioned redox catalyst design, 

particularly Type 1, has the potential to function in concert with conventional heterogeneous 

catalysts. We recently demonstrated this approach towards catalytic cracking of cyclohexane by 

integrating cation-exchanged ZSM-5 with a Type 1 redox catalyst, i.e. Na2WO4-promoted 

perovskite oxide157. The primary function of the redox catalyst was to selectively oxidize hydrogen 

and to enhance the naphtha conversion. It is interesting to note that a significant increase in 

ethylene (C2
=) and propylene (C3

=) selectivity and C3
=/C2

= ratio was observed by mixing the ZSM-

5 based catalyst with the Type 1 redox catalyst (Figures 1.16a and b). The presence of the 

Na2WO4 @ perovskite catalyst did not deactivate the zeolite catalyst. Rather, it changed the acidic 

(1) (1) (2) 
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properties of the zeolite by creating additional strong Brønsted acid sites, which is likely to be 

responsible for the enhanced olefin selectivity and yield. A similar concept was also shown to be 

effective for n-hexane conversion: Ba- exchanged ZSM5 mixed with CaMnO3@Na2WO4 could 

exhibit up to 67% single-pass olefin yield from n-hexane with tunable propylene to ethylene ratio, 

with <5% CO2 yield 173. We note that in both cases, the nature of the interactions between ZSM-5 

and the redox catalyst particles, as well as the fundamental reasons for the change in product 

selectivity have yet to be understood 157. This represents an interesting area for in-depth studies. 

Synergistic utilization of heterogeneous catalysts with redox-active oxides can also significantly 

broaden the applicability for CLCa.  

When integrating CLCa with a heterogeneous catalyst, an important aspect to consider is 

whether the heterogeneous catalyst would function well under significant oxygen partial pressure 

swings. In addition, steam generated from hydrogen combustion by the CLCa redox catalyst can 

have a negative impact on the active sites of the catalyst and can lead to side reactions (e.g. steam 

reforming). For example, MoCx, active for dehydroaromatization (DHA) of methane 174-181, can 

react with steam produced from SHC to form MoOx, which would deactivate the catalyst. 

Therefore, care must be taken in selecting robust and compatible hybrid catalyst systems involving 

both chemical looping and heterogeneous catalysts.   
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Figure 1.16. Cyclohexane conversion and product distributions over a) HZSM5 and different 

metal cation (Sr, Ca, Cr or Fe) exchanged ZSM-5; b) composite composed of ZSM-5s and 

CaMn0.75Fe0.25O3-ŭ@Na2WO4 redox catalyst157. 

 

1.4.Computational-assisted oxide selection  

Although the previous section focused on surface promoters for the redox-active oxides, 

the selection of the oxide also represents a crucial and enabling step to CL-ODH. In fact, a sizable 

amount of chemical looping research focused on discoveries and the selections of oxide-based 

oxygen carriers. To date, over 2,000 research articles have covered different aspects of oxygen 

b) 

 a) 
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carrier compositions, performance, and underlying mechanism. Despite extensive research and 

development efforts, a rationalized strategy for the effective design and selection of oxygen 

carriers is still lacking. In fact, the high complexity of redox reactions, which extends beyond the 

interactions of gaseous molecules with poorly defined oxide surfaces, makes it nearly impossible 

for ab-initio design of redox-oxides. On the other hand, the emergence of oxygen carriers 

composed of redox-active mixed oxides, e.g. perovskite oxides, has greatly expanded the design 

space for chemical looping material selection, making oxygen carrier optimization an even more 

daunting task.  

We note that while it is impractical to expect an ab-initio oxygen-carrier selection model 

to comprehensively consider all aspects of oxygen carrier design, some relatively simple selection 

criteria can nevertheless be adopted, particularly when capitalizing on modern computational and 

data science tools, to greatly reduce the experimental efforts in oxygen carrier development. Take 

CLCa of light alkanes as an example, the light olefin yields tie directly with the equilibrium oxygen 

partial pressure (PO2,eq) or equivalently oxygen chemical potential (µO2,eq) of the redox oxide from 

a thermodynamic standpoint (Figure 1.17a). In fact, the thermodynamic selection rule of the 

oxides in CLCa of alkane ODH largely overlaps with that of chemical looping combustion and 

chemical looping air separation (CLAS). This is not at all surprising given that a primary function 

of the oxygen carrier in CLCa is in-situ air separation, besides acting as a heterogeneous catalyst. 

Given that the thermodynamic requirement represents a prerequisite for oxygen carrier selection, 

we recently used such a criterion to select oxides with a general formulation of SrxA1-xFeyB1-yO3-ŭ 

(A = Ca, K, Y, Ba, La, Sm; B = Ti, Ni, Mn, Mg, Cu, Co) for applications such as CLAS and 

chemical looping dry reforming of methane. Figure 1.17b illustrates the generalized simulation 

and experimental validation strategies as well as representative results.182 Despite adopting 
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simplified assumptions to facilitate density functional theory (DFT)-based high-throughput 

computations, the simulation results were shown to be quite effective in predicting various 

perovskite oxides with interesting properties, that could be adopted in both CLAS and CLCa.182 

These redox-active oxide materials have excellent potential to be adopted for CLCa. We also note 

that the proposed model is not without limitations. For instance, the model was based exclusively 

on thermodynamic criteria without considering kinetic effects. To ensure manageable 

computational intensity, we assumed random distribution of the dopants and did not consider 

potential defect clustering. The U parameters selected to correct the strong on-site coulomb 

interaction of the d-electrons may need to be further tuned for the perovskite oxides. Potential 

formation of alternative phases and structures besides the base SrFeO3 structure were not 

considered. These aspects represent potential areas of improvements for future modelling efforts. 

To date, only a few other groups have also use high-throughput method for materials screening 183, 

184. Fan et al. screened over 1500 M1-M2-O/N pairs and 170 M1-M2-Nrich/Npoor pairs to identify 

optimized bicationic materials for CL-ammonia synthesis from different route183.In the context of 

CLC of methane, Singstock et al. screened over 1300 redox pairs (i.e. ABOx/AOy+B, 

A(SO4)x/ASx) and predicted 152 pair to demonstrate >99% methane conversion with limited 

byproducts184. 
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Figure 1.17. a) Relationship between the equilibrium ethane conversion in CL-ODH and the 

equilibrium PO2 of the redox oxide at 600 and 800 °C; b) a general strategy for computationally 

guided oxide selection and the key results related to CLAS material selection published by Wang 

et al. 182 

 

1.5.Summary and outlook 

The pressing need for decarbonizing modern society calls for transformative technologies 

to intensify state-of-the-art manufacturing processes. The chemical looping strategy, with an 

inherent capability for chemical transformation combined with feedstock and/or product 

separations, offers unique opportunities to significantly simply the chemical manufacturing 

processes, improve energy efficiency, and reduce CO2 emissions.  

This review covered a generalized redox catalyst design strategy, involving a redox-active 

mixed metal oxide core and a surface promoter shell, for the CL-ODH of hydrocarbons to olefins. 

An interesting aspect of this design strategy is the ability to independently tune the properties of 

the oxide core and the promoter shell, provided that the two materials are compatible under the 

operating conditions. For example, for ethane conversion with Type 1 catalyst, we recently 

b) a) 
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predicted that C2+ yield could achieve 78.2 ï 86.7% based on the existing data from molten salt 

promoted Mg6MnO8 and Cu/MnOx. These analyses suggest that further increase in single-pass 

olefin yield is highly possible by optimizing the core and the shell compositions and ratios. For 

Type 2 redox catalysts, the heat of reactions of ethane CL-ODH can be tuned to be mildly 

exothermic in both the ethane ODH and the re-oxidation steps, allowing more efficient heat 

management. On the other hand, the selection of the core would also affect the activity and 

selectivity of the redox catalysts. In the case of LSF, Fe4+ in the perovskite structure was proposed 

to be responsible for the formation of the peroxide in molten phase. As an example, further 

adjusting the La:Sr ratio could tune the propensity to form peroxide and therefore optimize the 

ODH performance. Type 3 redox catalysts, and the potential to integrate CLCa redox catalyst with 

a heterogeneous catalyst in tandem, also offer exciting opportunities. 

From a practical standpoint, molten-salt-promoted oxide may face fluidization issues if 

operated in a fluidized bed reactor. However, it is possible to adjust the surface promoter 

composition to ensure good fluidizability and long-term stability.129 The molten salt promoted 

redox catalysts have also been operated in packed bed reactors in our recent studies, showing 

satisfactory stability.119, 120 Another issue is the potential leaching of molten salts at high 

temperatures, and reactor materials selection to minimize potential corrosion need to be carefully 

considered for future studies and practical applications. In fact, a recent long-term study on 

Li 2CO3-promoted LSF showed signs of slight increase in COx selectivity.119 This may be 

attributed to the loss of Li2CO3. Therefore, replenishing the Li2CO3 either ex-situ or during the 

reactor operation could be considered for future studies. 
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Table 1.4. Selected example of recent progress in chemical looping catalysis. 

Target 

Product 

Carrier Operating Condition Key Performance 

Result 

Ref 

Syngas/C

O 

Fe2O3@SBA-15 750-935 °C, 17.8-37.5 ml/h/mgFe2O3 ~100% CO selectivity 108 

La0.5Ce0.5FeO3 850 °C, Flow rate: 80 ml/min  

0.8 g catalyst 

Reduction: 10 mol. % CH4/N2 

Oxidation: 10 mol. % CO2/N2  

Xmethane: 82% 

SSyngas: 93% 

185 

BaFe1-xSnxO3-ŭ 900 °C, 0.1g catalyst 

Reduction:5% CH4/He (20 mL/min) 

Oxidation:5% O2/He (20 mL/min) 

>99% syngas selectivity 

Ysyngas= 19.2 mmol/g 

114 

MgO supported 

Ca2Fe2O5 

1000 °C, 2g catalyst 1500 hr-1 

Reduction:10% CH4/He (25 mL/min) 

Oxidation:40% CO2/He (25 mL/min) 

Xmethane>99% 

SSyngas: 98.1%, H2/CO 

~2 

117 

Ni-doped Fe2O3/Al 2O3 900 °C, 2g catalyst 1500 hr-1 

Reduction:20% CH4 (75 mL/min) 

Oxidation:20% O2 (75 mL/min) 

Xmethane>95% 

SSyngas: ~96%, H2/CO 

~2.3 

186 

Ethylene  

(via CL-

OCM) 

(Li,W)-Mg6MnO8 850 °C, 2400 h-1 

Reduction: Pure% CH4 (200 mL/min) 

 

X methane: 50% 

C2+ Yield: 28.6% 

106 

Ethylene  

(via CL-

ODH) 

0.2Ce/SrFeO3 700~750 °C 3000~6000 h-1 

Reduction: ~12.5 mol.% C2H6  

Ethylene Yield: 23.8% 

XCO2 69.4% 

100 

Sr0.8Ca0.2FeO3-ŭ 

@Na2CO3 + 

MoVNbTeOx 

500 °C, 600 h-1 GHSV 

Reduction: 6 mol. % C2H6, balance N2 

Sethylene: 91% 

Xethane: 42% 

 

96 

Ce-incorporated FeTiOx 600 °C,  

Reduction: 20 vol. % C2H6/N2, 

30ml/min 

Oxidation 20 vol. % CO2/N2, 30 

ml/min 

Sethylene: 84.1% 

Xethane: 14% 

 

187 

Propylene 

(via CL-

ODH) 

Mo-V-O (V/Mo=6)188  500 °C, 2500 h-1 GHSV 

Reduction: Pure% CH4 (200 mL/min) 

 

Xpropane:  36% 

Spropylene: 89% 

188 

Ammonia Li -Pd/Li2NH 300 °C and 1 bar 

100% N2 or H2 at 30 ml/min 

Ò

φωσ ʈÍÏÌ Ç È  

189 

Si modified ɔ-Al 2O3 

ZrO2 supported 

1 bar 

N-sorption: 1200 °C 100 ml/min N2 

NH3-desorption: 1200 °C 80 vol.% 

H2O 500 ml/min 

XAlN=60.4% 190 

20 wt. %TiN/MgO Nitridation: 1 atm, 808 nm laser at 

30W/cm2 (~550 °C) 

 

Ò

ρȢφχ ʈÍÏÌ Ç È  

191 

NO  

(NH3 

oxidation) 

V2O5 300~650 °C 

Reduction: 5 mol.% NH3/Ar, 30 

ml/min  

Oxidation: 30 mol.% O2/Ar, 30 

ml/min 

NO selectivity: 99.8% 

NH3 conversion: 97% 

192 
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The application of chemical looping concept is not limited to olefin productions. Table 1.4 

summarizes recent publications related to CLCa. An extensively investigated topics is methane to 

syngas/H2 conversion.95, 109-117, 123, 125-127, 130, 136, 185, 193-208 A few other studies explored a phase-

transition sorbent concept where a single mixed oxide particle combines the function of a redox 

oxide (for oxygen separation), a carbonate sorbent (for CO2 separation), and a catalyst (to catalyze 

chemical reactions).95, 123, 130, 197, 198, 209-211 For instance, a recent study adopted the chemical 

looping strategy to selectively oxidize ammonia with excellent NO selectivity for nitric acid 

production.192 A few other studies explored the feasibility of using nitrides/imides/hydrides131-134, 

189-191, 212-214 as intermediates for ammonia synthesis and using alkali molten salt as the medium 

for combined CO2 capture and utilization.215 Engineering the chemical potential of redox oxides 

has also been shown to be able to circumvent reaction equilibrium limitations in conventional 

processes while maintaining high selectivity, making it possible to achieve previously unattainable 

yields for water-gas shift reactions.126, 194 From the chemical looping standpoint, one can see that 

most of the processes summarized above harness the oxidizing potential (e.g. SHC) of the metal 

oxides at high temperatures during the half cycle for metal oxide reduction. In most of the 

abovementioned processes, the reduced metal oxides are regenerated in an O2 or steam/CO2/H2O 

rich environment, allowing integrated air separation, CO2 utilization, or hydrogen production.  

It can be fully anticipated that well-designed metal oxides, after reduction, could be used 

for producing complex, value-added chemicals via hydrogenation and/or carbonylation during the 

regeneration half cycle. This offers the potential to produce two different value-added products in 

a two-step redox process or even multi-step chemical loops. Therefore, many new and highly 

exciting areas of fundamental research and practical applications can be anticipated through the 

unique combination of chemical looping with heterogeneous catalysis. 
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2.1. Abstract 

Existing CO2-mediated oxidative dehydrogenation (CO2-ODH) of ethane for CO2 

utilization has yet to demonstrate >60% single-pass CO yield due to the intrinsic equilibrium 

limitations of the CO2-ODH reactions. We report a unique approach with mixed molten carbonates 

as reaction media for CO2-ODH, which strategically partitions the CO2-ODH reactions into gas 

and molten-salt phases and facilitates integrated CO2 capture from power plant flue gases. 

Consequently, 89% CO yield is achieved at 770 , doubling the equilibrium limitation. This high 

CO yield in turn enhances ethylene formation. Further characterizations confirm that molten-salt 

mediated ODH (MM-ODH) proceeds through a gas-phase cracking and molten-salt mediated 

reverse water-gas-shift reaction pathway. Based on this understanding, thermodynamic analysis 

and ab initio molecular dynamics (AIMD) simulations are conducted to develop general principles 

to optimize the molten-salt reaction medium. Process analyses confirm that MM-ODH could 

potentially become significantly more efficient for CO2 capture and utilization than conventional 

CO2-ODH. 

2.2. Introduction  

With the ever-increasing global energy consumption and rising demand for the fossil 

energy, the annual anthropogenic CO2 emission is projected to be 45 billion tons by 2050 under a 

business-as-usual scenario1. To avoid the dire consequences of global climate change, there is an 

urgent need for efficient and economically viable technologies to mitigate CO2 emissions. 

Although widespread utilization of renewable energy can reduce the global carbon footprint, our 

continued reliance on fossil fuels calls for effective CO2 capture, sequestration, and utilization 

(CCSU) technologies in the fossil energy sector. 
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As the first step in CCSU, CO2 capture is the most energy intensive and is responsible for 

70%~80% of the total energy consumption in carbon capture and sequestration2ï5. Rochelle and 

coworkers established that 220 kWhe of energy is required to capture and compress 1 metric ton 

of CO2 from coal-fired power plant flue gas, with an estimated cost of $52/ton (2009 dollars) using 

the well-established solvent based technology, such as amine scrubbing2. Although many 

alternative CO2 capture approaches have been proposed and are under different stages of research 

and development, significant energy consumption and cost would nevertheless incur6ï10. The 

energy and cost penalties associated with CO2 capture pose significant challenges for CO2 

utilization and sequestration since they both require a concentrated CO2 stream. Compared to 

sequestration, CO2 utilization has the potential to provide significant economic incentives by 

converting CO2 into valuable products11,12. CO2 utilization technologies investigated to date 

include CO2 to fuel, CO2 to chemicals, CO2 enhanced oil recovery, etc.11ï15 Among these, CO2-

mediated oxidative dehydrogenation (CO2-ODH) of light alkanes, particularly ethane,14,16ï24 has 

opened up new and exciting opportunities for: (a) producing a value-added ethylene product, 

which is in high demand and energy-intensive to produce25; (b) simultaneous utilization of the 

abundantly available ethane resulted from the shale gas revolution26; (c) co-production of CO, a 

valuable industrial gas.  

Ethane is the largest wet (C2+) component in shale gas and represents, on average, 24 vol. 

% of the gas produced in Bakken27. The surge in ethane supply and the energy intensity in 

conventional ethane conversion processes call for efficient and low emission approaches to convert 

ethane to ethylene28. Ethylene yield in commercial steam cracking processes is equilibrium limited 

due to the formation of H2 as a coproduct. As such, the single-pass ethylene yield is generally 

limited to ~55% in steam crackers. To address this challenge, oxidative ethane dehydrogenation 
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using CO2 as a soft oxidant (CO2-ODH) were widely investigated. Two primary reaction pathways 

for CO2-ODH that have been reported include: (1) Direct ethane cracking reaction followed by a 

reverse water-gas-shift (RWGS) reaction to convert the by-product H2 into CO and H2O
14, as 

described in Reaction 2.1 and 2.2; (2) Catalytic oxidative dehydrogenation of ethane with CO2, 

typically on a metal oxide catalyst surface through a Mars-van Krevelen type mechanism14. In 

either reaction pathways, the overall reaction can be written as Reaction 2.3. Figure 2.1 

summarizes the equilibrium ethylene and CO yield in CO2-ODH based on a C2H6/CO2 = 1/1 molar-

flow based feed condition. We note that byproducts such as C3+, coke, and steam reforming 

products are not included in the equilibrium analysis since they are kinetically limited in the 

context of ethane cracking conditions. We further note that the deviation of the carbon balance of 

our experiments are within ±7%. Furthermore, we determined via H2 balance that the dry 

reforming activity contributed Ò0.7% to the CO yield in all cases. This represents a commonly 

accepted approach to analyze ethane cracking reactions29ï33. 

 
Figure 2.1. Equilibrium (CO2/C2H6=1) and experimentally obtained yields of selected ethane 

CO2-ODH catalysts: (a) C2H4 yields; (b) CO yields. 
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To date, most CO2-ODH studies focus on catalyst development with the goal of improving 

ethylene selectivity and yield. Numerous high performance catalysts have been reported along 

with important mechanistic insights, warranting further investigation of this important subject13ï

16,18ï21,23,24,34. Although single-pass ethylene yields reported on a number of CO2-ODH catalysts 

(Figure 2.1a) were comparable to those in commercial steam ethane cracking (~55%), CO yields 

(9  still remained severely equilibrium limited (Figure 2.1b). Using a catalyst 

composed of highly dispersed zinc on Na-SSZ-13 zeolite, CO yield up to 60% along with 70% 

ethylene yield was achieved at 650 , using diluted (5 vol.%) C2H6 and an equal part of CO2.
35  

There are other earlier studies reported CO yield of 55.7% at 830  for a K-Cr-Mn-O/SiO2 

catalyst, but this relatively high CO yield resulted from severe coking and dry reforming activities, 

which sacrificed the ethylene selectivity24. Other promising CO2-ODH catalysts include those 

containing Cr and/or Ni. Their CO2 conversions are generally lower than 45%, but with 

satisfactory ethylene selectivity (>80%) and reasonable coke resistance19,21,36ï40.  While CO2 

conversion (or CO yield) has received little attention in most of the previous CO2-ODH studies, it 

is an important parameter to consider since: (1) Gaseous products from ethane ODH need to 

undergo compression and deep cooling prior to cryogenic distillation. A low CO2 to CO conversion 

would significantly increase the cost and energy consumption in these stages due to the presence 

of H2, negatively impacting the attractiveness of CO2-ODH25; (2) the increase in the yield of CO, 

a high value product, can increase the overall product value while promoting the effectiveness for 

CO2 utilization. Given that both RWGS and CO2-ODH of ethane reactions are endothermic, CO2-

ODH is favored at higher temperatures from a thermodynamic standpoint. Nonetheless, the CO 
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yield of the experimental studies reported to date are generally limited to ~45%, even when carried 

out at 800 C, as shown in Figure 2.1. This is understandable given the intrinsic thermodynamic 

limitations on CO2 conversion, which in turn limits the maximum ethylene yields. Another 

important challenge to conventional CO2-ODH resides in the needs for purified CO2, which is 

energy-intensive to capture and separate. To summarize, an ideal CO2-ODH technology should be 

able to: (a) combine CO2 capture and utilization into an integrated process; (b) achieve high CO 

and ethylene yields without being subjected to the equilibrium limitations witnessed in 

conventional approaches. 

Integration of carbon capture and utilization has been attempted in the context of dry 

reforming of methane. Both Buelens et al. and Tian et al. used a hybrid system involving a calcium 

oxide based sorbent and Ni based catalysts to capture CO2 followed by converting carbonate 

formed into CO and/or H2
41,42. The high operating temperature and relatively low methane feed 

concentration alleviate equilibrium limitations for dry (or ñsuper dryò) reforming, allowing high 

CO/H2 yields. To our best knowledge, integration of CO2 capture and utilization for ethylene 

production in an isothermal system have only been reported by Rezaei et al43. In their study, an H-

Zeolite Socony Mobil 5 (H-ZSM-5) based dehydrogenation catalyst layer is used in conjunction 

with K2O-CaO, Na2O-CaO and CaO based CO2 sorbent layer in a packed bed reactor. Captured 

CO2 is released from the sorbent by raising the reactor temperature in the ethane conversion step. 

22% ethylene yield was reported, along with 14% CO2 conversion due largely to the 

aforementioned equilibrium limitations. In principle, a hybrid system involving a CO2 sorbent and 

heterogeneous catalyst could potentially be used for CO2-ODH of ethane. However, more severe 

equilibrium limitations would be anticipated considering the high endothermicity for carbonate 

decomposition during the CO2 utilization/ethane conversion step44ï46. 
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Herein, we proposed and demonstrated a molten-carbonate mediated ODH (MM-ODH) 

approach to capture and utilize CO2 for the co-production of ethylene and CO with high yields. 

Strategic design of the molten-carbonate system circumvents the equilibrium limitations imposed 

on conventional CO2-ODH processes, achieving a super-equilibrium CO yield of 89.2%, doubling 

the equilibrium yield for conventional CO2-ODH. This novel process also attained 93% ethylene 

selectivity with 98% total olefin selectivity, and 56% H2 conversion. In the following sections, an 

overview of the MM-ODH process and the rationale behind the equilibrium circumvention using 

the molten-salt as both a reaction and CO2 capture medium are discussed first. Subsequently, the 

feasibility of the process is experimentally validated. An investigation of the reaction pathway is 

then presented as well as thermodynamic analyses to examine the selection of the molten-salt 

reaction media. Finally, an energy analysis is presented to determine the process efficiency for 

CO2 utilization. 

2.3. Results and Discussion 

2.3.1. MM -ODH: Reaction Scheme and Proof-of-Concept 

As illustrated in Figure 2.1, CO yield with simultaneous presence of CO2 and ethane is 

equilibrium limited irrespective of the ODH catalyst type. Such an equilibrium limitation would 

be even more severe if a solid CO2 sorbent is used. For instance, integrating calcium carbonate as 

the source of CO2 in ODH would make the CO2-ODH process 167.6 kJ/mol more endothermic at 

800  and limit the CO2 conversion to 41% (vs. 47% with CO2 co-feed) as calculated by HSC 

Chemistry Outotec v10. This additional thermodynamic limitation would appear to be inevitable 

for any CO2-ODH approach with integrated CO2 capture since a system that is spontaneous for 

CO2 capture would have a natural tendency to inhibit CO2 release, adding the difficulty for CO2 

conversion in CO2-ODH from a thermodynamic standpoint. To circumvent this challenge, we 
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propose to use molten carbonates as a reaction medium to partition the CO2 and ethane in the liquid 

phase and gas phase, respectively. Unlike solid CO2 sorbents which have a fixed activity 

coefficient of 1 for the gas phase CO2-ODH reactions, the molten carbonate system enables 

simultaneous equilibria in both the gas and liquid phases, as illustrated in Figure 2.2a. As will be 

further discussed through the detailed thermodynamic analyses in later sections, the eutectic 

formation can increase the activity of the molten carbonate salt, allowing ñsuper-equilibriumò CO 

yields. A schematic of the MM-ODH approach based on the abovementioned strategy is shown in 

Figure 2.2b. As illustrated, MM-ODH integrates CO2 capture and ethane CO2-ODH into the 

molten carbonate reaction medium. The MM-ODH system is operated in two cyclic steps forming 

a reaction loop: In Step 1, molten carbonates are converted into CO and hydroxides by H2 

generated from ethane dehydrogenation; In Step 2, the molten hydroxides subsequently capture 

CO2 from a flue gas stream while regenerating the carbonates.  
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Figure 2.2. (a). A conceptual reactor schematic with molten carbonate reaction media designed to 

simultaneously capture CO2 and convert ethane; (b) Simplified schematic of the MM-ODH 

process; (c) MM-ODH reaction results for LNK, (Li-Na)2CO3 (LN), (Li -K)2CO3 (LK) and (Na-

K)2CO3 (NK) at different temperatures ; (d) Performance of 60 cycle tests with LNK at 770 . 

 

Figure 2.2c and d highlight our experimental results, under an integral basis, 

demonstrating the feasibility and attractiveness of MM-ODH. These results were obtained with 

(Li -Na)2CO3, (Li-K)2CO3, (Na-K)2CO3, and (Li-Na-K)2CO3 salt mixtures at their respective 

eutectic compositions and tested in an 1 inch OD alumina tube. The selection of the carbonate 

mixtures are based on the melting point and its stability (i.e. lower CO2 release). (Na-K)2CO3 is 

not included at 710  due to its high melting point of 710 .47 In addition, the high melting point 

of Li2CO3 (724 ) makes it unsuitable for experimental investigation. The experimental setup and 
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method of calculation are described in the Appendix A.4.1 & A.4.2, Figure A.S1 and Table A.S1 

(supplemental information). As can be seen in Figure 2.2c, MM-ODH exhibited significantly 

higher CO yields than those predicted from conventional CO2ïODH equilibrium. For all the 

molten salts screened, the CO yields increased with temperature. At 770 , all molten salts 

demonstrated CO yields Ó73%. A maximum CO yield of 89.2% was achieved with (Li-Na-K)2CO3 

(LNK) mixed molten salts, nearly doubling the equilibrium CO yield in conventional CO2-ODH. 

In the extended ODH step, the CO yields could reach up to 92.2% at 770 , as shown in Figure 

A.S2 in the supplemental information. The LNK molten salts also exhibited stable ethylene yield 

averaging at 43.4% and CO yield averaging at 89.4% for over 60 cycles (Figure 2.2d). In addition, 

the contribution of reforming activity and coke formation are limited to Ò0.7% at 770 , as 

determined by hydrogen and CO balance described in Equation S1 in the supplemental 

information. We note that our definition of CO yield can also be interpreted as CO2 conversion, 

since CO is the only product resulting from CO2 conversion and the contribution of CO from dry 

reforming is negligible. 

MM-ODH also demonstrated higher ethylene yields when compared to thermal cracking 

of ethane. As shown in Figure 2.3a and 2.3b, each molten salt eutectic system exhibited selectivity 

to ethylene above (>90%) at 770  and ethane conversion above 70%, with a slightly higher 

selectivity in C3~C5 and methane than that of thermal cracking. The formation of C6+ species is 

negligible in all cases. As one would anticipate, the ethylene selectivity decreased with increasing 

temperature while ethane conversion and olefin yields increased. Methane, C4, and C6+ accounted 

for Ò5% of the overall product selectivity.  
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Figure 2.3. (a). MM-ODH results with LNK, NK, LN, LK reaction media. Thermal (blank) 

cracking results are shown for comparison purpose. Reaction conditions: 10 vol.% ethane balance 

Ar, 50 ml/min total gas flow rate. (b) Conversion profiles for MM-ODH in comparison with 

equilibrium conversion of CO2-ODH of ethane. 

 

The CO2 capture and storage capability of the molten salts was further examined through 

thermogravimetric analysis with result shown in Figure A.S3 and Figure A.S4 (See supplemental 

information). To further confirm the ability of the molten salt to capture diluted CO2 in a flue gas 

stream, 3 vol.% CO2 was flown through fully decomposed Li2CO3, the alkali metal carbonate with 

highest tendency to decompose into CO2 and oxide. As shown in Figure A.S3, the sorbent is highly 

reactive towards this diluted CO2 stream at CO2 concentrations well beneath the typical flue gases 

concentration (~12 ï 15 vol.%). The CO2 capacity of the molten salt sorbent was stable under 

repeated cycles (Figure A.S4). In comparison, CaCO3 sorbent-based CO2 capture systems tend to 

experience significant sintering-induced deactivation within 20 carbonation-calcination cycles.48ï
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57 Although few recent studies have resulted in rather sintering-resistant calcium sorbents, precise 

morphological controls are required.48ï57 These results demonstrate that the MM-ODH can be a 

promising process for CO2 capture and utilization in the context of ethane ODH. 

2.3.2. MM-ODH Reaction Pathway 

The notably higher ethylene yields compared to thermal cracking may be explained by one 

of the two possible mechanisms: (a) a kinetically driven yield increase, i.e. the molten carbonate 

reaction medium acts as a ñcatalystò to accelerate the ethane dehydrogenation reaction; or (b) a 

thermodynamically driven yield increase, i.e. the consumption of the H2 through CO2 conversion, 

which decreases the reverse reaction rate for MM-ODH. To probe the possible mechanism of the 

reactions, temperature-programmed reaction was carried out to determine the kinetic contribution, 

followed by in-situ DRIFT and H2/CO2 cofeed experiment to establish the roles of carbonate and 

hydroxide in the reaction system.  

Temperature-programmed reaction (TPR) was first carried out to determine whether the 

molten salt would contribute to the activation of ethane. A relatively high GHSV (1200 h-1) was 

used to ensure that the system is operated under a kinetic regime with minimal thermodynamic 

effects. It was determined that the onset temperature for ethane dehydrogenation was higher in the 

presence of the molten salt than that with ethane thermal cracking alone (Figure A.S5). The 

ethylene yield in the molten carbonate system was notably lower than that of the ethane cracking 

in this kinetic regime, thus ruling out the catalytic effect of the molten carbonates system towards 

ethane conversion. The improved ethylene yields relative to thermal cracking (Figure 2.2) are 

therefore thermodynamically driven due to H2 consumption by a reverse water-gas-shift (RWGS) 

reaction.  
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To further understand the role of the molten phase in RWGS reactions, the experimental 

results of CO2/H2 cofeed in an empty tube versus H2 feed to molten LNK were compared. The 

presence of the molten salt increased CO yield by more than sixfold, from 14% to 92% (Table 

A.S2). The significant enhancement in the CO yield was primarily resulted from the fixation of 

CO2 in the molten phase. Meanwhile, H2 conversion was increased from 21% to 29%. These results 

clearly supported that the molten salt acts as a reaction medium for H2 conversion reaction in a 

molten-salt mediated RWGS (MM-RWGS) reaction and it was a primary contributor to higher CO 

yields. These results also suggest that the ñsuper-equilibriumò CO yield was resulted from 

partitioning CO2 in the liquid phase and C2H6 in the gas phase. By fixating CO2 in the molten salt, 

the H2 conversion increased and the CO2 in the product gas was significantly lower. 

The participation of the molten carbonate in the MM-RWGS reaction was further verified 

by in-situ diffuse reflectance infrared Fourier transform spectroscopy (DRIFTS) under isothermal 

H2/CO2 cycles with (Li-Na-K)2CO3. Due to the limitation of the instrument, the study was 

performed at 600 . While few species could adsorb on the surface at high temperatures, we note 

that at 600 , the (Li-Na-K)2CO3 is in a liquid phase, and the purpose of DRIFTS was to detect 

species in the liquid phase. As shown Figure 2.4, injection of H2 (10%, balance Ar) resulted in a 

peak at 3588 cm-1, assigned to the O-H stretching indicating that OH- was formed when CO3
2- was 

exposed to H2, via a molten-salt mediated RWGS reaction, as shown in Reaction 4 using Li2CO3 

as an example:  

╡▄╪╬◄░▫▪ Ȣȡ            ,É#/  (  P ς,É/(  #/               

                                                   

We note that although for Reaction 2.4,Ў' π, it still proceeded to produce significant 

amount of CO and LiOH since carbonate was in a large excess.  
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Figure 2.4 further indicated that the O-H stretching peak disappeared under 20% CO2 and 

the C-O stretch peak characteristics of CO3
2- appeared. This indicated that CO2 was captured by 

the molten salt and OH- was converted back to CO3
2-. These findings were further verified in 

Figure A.S6. It can be concluded that the roles of the carbonate include (1) uplifting RWGS 

equilibrium limitation by partitioning the reaction between the gas and molten-salt phases and (2) 

integrating CO2 capture. 

To summarize, the MM-ODH reaction proceeds through a parallel gas-phase cracking and 

molten-salt mediated RWGS reaction pathway. That is, the presence of the molten carbonates 

facilitated hydrogen conversion into CO and (molten) hydroxides, which increase the ethylene 

yield. In-situ conversion of H2 in turn enhances ethane cracking by alleviating equilibrium 

limitations. The alkali metal hydroxides formed in the ODH step are highly effective for CO2 

capture to regenerate the carbonates, enabling a cyclic CO2 capture and utilization scheme. The 

thermodynamic feasibility and the criteria for molten salt selection will be further discussed in the 

next section. 
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Figure 2.4. In-situ DRIFTS experiments at 600  on MM-ODH reactions in the presence of a 

Li 2CO3, Na2CO3 and K2CO3 eutectic reaction medium.  

 

2.3.3. Thermodynamic Analysis and Effect of Molten Salt Compositions  

Given that ethane conversion in MM-ODH is thermodynamically driven, and that the high 

CO2 conversion was resulted from partitioning the reactions in both the gas and liquid phase, it 

would be informative to determine the effect of molten salt compositions on the reaction 

thermodynamics. Due to the complexity of the MM-ODH reaction system, a hybrid 

thermodynamic analysis method combining HSC Chemistry Software and numerical 

thermodynamic analysis was utilized. HSC Chemistry was used to establish the equilibrium among 

H2, CO3
2-, OH-, H2O, CO2, CO, O

2- between 500 to 900 . The result was combined with the 

thermal cracking equilibrium constant obtained via HSC to determine the equilibrium yield of 
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ethylene. The ethane reforming reaction, which was observed to be negligible in experiments, was 

not considered in the analysis. 

The activities of all the eutectics tested in the experiments were calculated by adopting 

Temkin equation to account for the deviation from the ideal solution assumption, as shown in 

Equation A.S2-S5. The results from these analyses, summarized in Figure 2.5, demonstrate that 

the experimental ethylene and CO yields were both below the thermodynamic limits in the two-

phase system. This confirmed that while MM-ODH process circumvents the conventional CO2-

ODH equilibrium by partitioning liquid gas phase product and alternating reaction route, the 

reactions themselves do not violate the thermodynamic limit in the MM CO2-ODH system.   
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Figure 2.5. (a) Equilibrium CO2 partial pressure, (b) Equilibrium CO yield, (c) Equilibrium H2 

conversion, and (d) Equilibrium ethylene yield of Li2CO3 (Li), 62%Li2CO3-38%K2CO3 (LK), 

55%Li2CO3-45%Na2CO3 (LN), 43.5%Li2CO3-31.5%Na2CO3-25%K2CO3 (LNK) at the molar 

ratio used in experiments. The symbols correspond to the experimental results. Li2CO3 was not 

investigated experimentally due to the high melting point. 

 

During the ODH step, the molten salt primarily functions as a reaction medium to facilitate 

a modified RWGS with carbonate ions in the liquid phase. The extent of this modified RWGS 

reaction, which is directly related to the carbonateôs tendency for decomposition, would: (i) affect 

H2 conversion which in turn affects the ethylene yield by shifting the ethane pyrolysis equilibrium; 

(ii) affect the CO yield. Figure 2.5a illustrates the equilibrium CO2 partial pressures (0
ȟ

) for 

the carbonates of interest. Li2CO3, which had the greatest tendency to decompose into Li2O and 
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CO2, had the highest equilibrium partial pressure. Given that Na2CO3 and K2CO3 were more stable 

than Li2CO3, mixing Li2CO3 with Na2CO3 or K2CO3 decreased the 0 ȟ . NK being the eutectic 

of Na2CO3 and K2CO3, as anticipated, has the lowest 0 ȟ Ȣ As can be expected, a low  0
ȟ

 

would generally lead to high CO yield (Figure 2.5a and b), since minimal CO2 would be produced 

during the ODH step. However,  0
ȟ

 being too low would lead to low equilibrium conversion 

of the modified RWGS reaction and hence low H2 conversion (Figure 2.5c). A low H2 conversion 

would in turn lead to low ethylene yield (Figure 2.5d). An intermediate 0
ȟ

can thus enhance 

both CO yield (a combination of low CO2 slippage and high carbonate conversion) and high 

ethylene yield. From Figure 2.5, it can be concluded that LK provides a satisfactory balance 

among CO yield, H2 conversion, and ethylene yield. LNK is not included in Figure 2.5 since the 

correlation for its activity coefficient is not available, but Janz et al. had shown that the 0 ȟ  of 

LNK was comparable to other binary eutectic, as shown in Table A.S3 in the supplemental 

information58. The Gibbs free energies calculated from ab initio molecular dynamics (AIMD) 

simulations further corroborated with this analysis, as can be seen in Figure 2.6 (see Appendix 

A.S4 in the Supplementary information for more details). The estimated reaction Gibbs free energy 

(Ў') of LK is 0.74 eV (71.40 kJ/mol) higher than that of Li2CO3 in terms of the modified RWGS, 

which would lead to a lower equilibrium conversion of modified RWGS for LK than that of 

Li 2CO3. However, in terms of carbonation reaction, since the Ў' of LK is 0.78 eV (75.26 kJ/mol) 

lower than Li2CO3, the  0
ȟ

of LK would be significantly lower than that of Li2CO3, indicating 

a significantly higher CO yield. Since the Ў' of LNK on modified RWGS and carbonation reaction 

are in between Li2CO3 and LK, and that the Ў' of carbonation reaction is negative, an intermediate 

equilibrium conversion of modified RWGS and a low 0
ȟ

 is expected for LNK. As shown in 

Figure 2.2 and Figure 2.3, LNK indeed exhibits its potential for desirable CO yield, H2 
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conversion, and ethylene yield. Furthermore, our experiments indicated that LNK has the potential 

for a high H2 conversion as shown in Table A.S4 in supplemental information, supporting that this 

ternary eutectic could be an optimal choice for MM-ODH from a thermodynamic standpoint. 

 

Figure 2.6. The ab initio molecular dynamic result for Gibbs free energy of modified RWGS and 

carbonation reaction of Li2CO3 (L), (Li -K)2CO3 (LK) and (Li-Na-K)2CO3 (LNK). 

 

2.4. Energy Consumption for CO2 Utilization   

With the feasibility of MM-ODH validated by both thermodynamic analysis and 

experimental data, it would be desirable to compare its energy requirement when compared to the 

conventional CO2-ODH. ASPEN Plus simulation was used to model the energy requirements for 

both MM-ODH and conventional CO2-ODH. Both models were detailed in Figure A.S8-S10, 

Table A.S6-S12 and Note S3. For CO2-ODH, OMS-2 catalyst was selected for modeling purpose, 

because it demonstrated by far the highest ethylene and CO yields based on literature report and 

was operated at a higher temperature than MM-ODH20. Figure 2.7a demonstrated key energy 

requirements for the process. Unlike CO2-ODH, the regenerator that used to capture CO2 was a 

net exothermic reaction that offset 52.5% heat required from the MM-ODH reactor. The CO2 lean 

stream was then used for heat integration and stream generation. Consequently, the upstream 
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energy requirement was significantly reduced. The main energy savings in the downstream was 

from 91.5% lower energy requirement for amine scrubbing. Other energy saving such as lower 

compression and refrigeration duty was due to higher CO2 conversion and lower moles flow on a 

dry basis. Energy savings were also observed from methane distillation due to 50% drop in CH4 

selectivity and CO purification due to higher H2 conversion and minimum coking activity in the 

MM-ODH case. Overall, MM-ODH can lead to 31.9% energy reduction when compared to CO2-

ODH with OMS-2 in order to capture and convert 1 tonne of CO2. We also note that both processes 

co-produce C2H4 and H2 along with CO. In order to more accurately quantify the energy consumed 

for CO2 capture and conversion (to CO), the energy associated with ethylene and H2 production 

are subtracted from the overall process energy consumption, as illustrated in Figure 2.7b. 

Corresponding assumptions and calculations are given in the supplemental information25,59. As 

can be seen, the energy consumption for CO2 capture and utilization was 8.8 GJ/ton CO2 for MM-

ODH and 15.9 GJ/ton CO2 for CO2-ODH with OMS-2. This corresponds to a 44.6% energy 

reduction from the proposed MM-ODH approach.  
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Figure 2.7. (a).Energy consumptions for MM-ODH and conventional CO2-ODH, normalized to 

per metric ton of CO2 captured and converted20; (b) Process energy requirement for CO2-ODH 

with OMS-2 and MM-ODH. The energy requirement for C2H4 production and H2 production were 

assumed to be 9.9 GJ/ton C2H4 (based on stream cracking)25 and 100 GJ/ton H2 (based on steam 

methane reforming)59
. 
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2.5. Conclusion 

The current study reports alkali metal carbonates as effective reaction media for CO2-ODH 

of ethane with integrated CO2 capture. This molten-salt mediated ODH (MM-ODH) process 

demonstrated a CO yield up to 89.2%, nearly doubling the equilibrium CO yield in conventional 

CO2-ODH processes. In addition, an equilibrium-enhanced ethylene yield with 93% ethylene 

selectivity and >98% olefin selectivity was demonstrated. The ñsuper-equilibriumò CO yield was 

achieved by partitioning the CO2-ODH reactions into both the gas and molten-salt phases, as 

confirmed by a detailed thermodynamic analysis. The analysis was also shown to be effective to 

project the relative performance of the various molten salt reaction media. Characterizations of the 

MM-ODH reactions indicated that ethane conversion in the presence of molten carbonate reaction 

media proceeds through a parallel gas-phase cracking and molten-salt mediated RWGS reaction. 

The presence of the molten carbonates facilitates hydrogen conversion into CO and molten 

hydroxides via a molten-salt mediated reverse water-gas-shift reaction (MM-RWGS). In-situ 

conversion of H2 in turn enhanced ethane cracking by alleviating equilibrium limitations. The 

alkali metal hydroxides formed in the ODH step are highly effective for CO2 capture to regenerate 

the carbonates, enabling stable performance for cyclic CO2 capture followed with CO2 utilization 

via ethane ODH.  ASPEN Plus simulation indicates that the MM-ODH approach can result in up 

to 44.6% energy savings for integrated CO2 capture and utilization.  

2.6. Experimental Procedures 

2.6.1. Carbonate eutectics synthesis 

The carbonate eutectics were synthesized according to the literature60. The carbonate 

eutectics was synthesized with Li2CO3 (99.9%, Aldrich), Na2CO3 (99.9%, Aldrich), K2CO3 
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(99.9%, Aldrich) at the given compositions. The compositions were further elucidated in Appendix 

A.S1.1 in supplemental information. 

2.6.2. Fixed-bed experiment (Demonstrated in Figure A.S1a) 

The MM-ODH process was carried out in an alumina tube (99.9%, McDanel) with an inner 

diameter of 1 inch under a fixed bed mode. In each experiment, a 10 g sample of the well-mixed 

eutectics was loaded into the tube and was externally heated with a furnace with K-type 

thermocouple to measure the temperature of the furnace. A gas mixing panel with multiple Alicat 

mass flow controllers (MFCs) was used to deliver gaseous mixture. The furnace was heated up to 

desired temperature (710 ï 770 °C) at a rate of 20 °C/min.  After the mixture was above its melting 

point, a ¼ inch I.D. alumina tube was inserted into the molten salt, and then 50 sccm 10 vol.% 

CO2 (balance Ar) was injected through the tube. The product gas from the outlet was directed to 

the mass spectrometer downstream (MKS Cirrus 2 by Micromeritics). Inside the ¼ inch I.D. tube, 

an additional K-type thermocouple was installed to measure the central temperature of the molten 

salt. The measured temperature was recorded as the actual reaction temperature. After the 

measured temperature reached the desired value, 50 sccm 10 vol.% CO2 (balance Ar) was injected 

from the inner tube for 30 minutes for carbonate saturation. After that, the excessive gaseous CO2 

was purged with 50 sccm Ar until CO2 signal (m/z=44) in the mass spectrometer reached a steady 

value. It was noted that due to constant decomposition of carbonate, this steady CO2 signal in the 

mass spectrometer should be above 0. The chemical looping concept of the MM-ODH was 

demonstrated in a cyclic mode with an ODH step and a following CO2 capture step. For the ODH 

step, a 50 sccm 10 vol.% ethane (balance Ar) was injected for 4 minutes, followed by a 50 sccm 

Ar gas purging for 10 mins. A gas bag was used to collect the gas during the entirety of the ethane 

injection and an additional 4 mins of the gas purging (a total of 8 minutes). For CO2 capture step, 
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a 50 sccm 10 vol.% CO2 (balance Ar) was injected for 20 mins to ensure carbonate saturation. The 

composition of the gas mixture collected by the gas bag would be determined by gas 

chromatography (Agilent GC 7890 A). The detailed calculation method was detailed in Appendix 

A.S1.2 in supplemental information. Other experiments were detailed from Appendix A.S1.3 to 

A.S1.5 in supplemental information. 

2.6.3. Thermogravimetric Analysis for CO2 conversion 

A TA Instruments SDT Q600 was used to analyze the CO2 sorption capability of the molten 

carbonates. Detailed experimental method are described in Appendices A.S1.6 and A.S1.7. 

2.6.4. DRIFT experiment 

Nicolet iS50 FTIR was used to analyze the active species in molten carbonate. Detailed 

experimental method was described in Appendix S1.8 in supplemental information. 

2.6.5. Equilibrium analysis, Aspen Plus® Simulation, and AIMD simulations 

Outotec HSC® 10 was used to calculate the equilibrium component of the reactions. H2 and 

Li 2CO3 (1:50 molar ratio) were used as the initial mixture to calculate the equilibrium products 

composition (Figure A.S7). Further details were presented in Appendix A.S2. 

Aspen Plus® simulation (Figure A.S9a) was used to estimate the energy requirement for 

MM-ODH. Basic simulation assumptions were listed in Table A.S4. In the MM-ODH scheme 

(Figure A.S8a), the ethane was fed into the MM-reactor and the flue gas was fed into the 

regenerator. The depleted Li2CO3 would be fed into the regenerator to capture CO2 and the 

saturated Li2CO3 will be transported into the MM-ODH reactor. The resulting CO and ethylene 

will be separated respectively via cold-box distillation 

In the CO2-ODH scheme (Figure A.S8b), the ethane and pre-captured CO2 was fed into 

the reactor containing OMS-2. The resulting, value-added, CO and ethylene will be separated 
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respectively via cryogenic distillation. The energy for each unit was tabulated in the Table A.S5 

and the reaction result was tabulated in Table A.S6. 

Ab initio, constant-temperature, molecular dynamics (AIMD) simulations were carried out 

using the Vienna Ab initio Simulation Package (VASP). Computation details are provided in 

Appendix A.S4. 
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CHAPTER 3 Redox Oxide@Molten Salt as a Generalized Catalyst Design Strategy for 

Oxidative Dehydrogenation of Ethane via Selective Hydrogen Combustion 
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3.1. Abstract 

The current study demonstrates a redox oxide @ molten salt core-shell architecture as a 

generalized redox catalyst design strategy for chemical looping ï oxidative dehydrogenation of 

ethane. 17 combinations of redox active oxides and molten salts were prepared, evaluated, and 

characterized. X-ray diffraction indicates that the redox oxides and molten salts are fully 

compatible, forming separate and stable phases. X-ray photoelectron spectroscopy demonstrates 

that the molten salts aggregate at the redox oxide surface, forming a core-shell structure to block 

the non-selective sites responsible for COx formation. Up to ~74% single-pass olefin yields were 

achieved using the proposed redox catalyst design strategy. Statistical analyses of the performance 

data indicate the potential to achieve up to 86.7% single-pass yield by simply optimizing the 

operating conditions using the redox catalysts reported in this study. Meanwhile, the 

generalizability of the catalyst design strategy offers exciting opportunities to further optimize the 

composition and performance of the redox catalysts for ethane ODH under a chemical looping 

scheme with significantly reduced energy consumption and CO2 emissions. 

3.2. Introduction  

Ethylene is an important commodity chemical to produce various important chemical 

intermediates and products[1]. The surge of the shale gas production in the United States, which 

contains a substantial amount of ethane (~24 vol. % ethane in Bakken), has significantly increased 

ethane supply and thus opened up new opportunities for ethane to ethylene production[2ï5]. State-

of-the-art for ethylene production is based on steam cracking of ethane and other hydrocarbon 

feedstocks[6,7]. However, due to the high reaction endothermicity (e.g. Reaction 3.1), limited 

single pass conversion (~60% at 850 ), significant steam consumption, and complex 

downstream separations, the energy demand for this process is very high (~16 GJ/ton C2H4 for 
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ethane cracking)[6,8]. The similarity in the boiling points of unconverted ethane and the ethylene 

product also makes separation challenging. This, coupled with the various byproducts resulting 

from gas phase cracking reactions, leads to complex and energy-intensive downstream 

compression and separation operations, accounting for 40~50% of the total energy consumption 

of the plant. In addition, the cracker furnaces emit substantial amounts of CO2 and NOx[6,8]. 

Therefore, novel approaches for the autothermal or exothermic conversion of ethane to ethylene 

are highly desirable to eliminate the equilibrium limitation, simplify downstream separations, and 

reduce the energy consumption and pollutant emissions. 

Oxidative dehydrogenation (ODH) represents such an exothermic, non-equilibrium-

limited approach (Reaction 3.2) [7,9ï11]. Extensive studies have been performed on catalyst 

design and optimization with the goal of improving the ethane conversion and ethylene 

productivity. Major families of heterogeneous catalysts investigated include supported NiO (~35-

38% ethylene yield)[12ï15], V and V/Mo catalysts (23-32% yield)[16ï18], La/Sr/Nd and Cl 

doped La/Sr/Fe oxides (~55% yields)[19,20], Sn doped Pt (~55% yield or higher)[21ï24], 

Mo/V/Te/Nb/O (M1 catalyst, up to 78% yield)[9,25,26], Mg/Dy/Li/Cl/O (~55% yields)[27,28], 

carbon nanotube and modified boron nitride (up to 50% yield)[29,30]. From a process design 

standpoint, ethane/O2 co-feed requires an energy-intensive air separation unit for oxygen 

production and raises safety concerns[25,26,31]. In terms of catalyst design, selectivity towards 

unwanted CO2 and oxygenates (which are difficult to separate) under O2-rich environment remains 

a key challenge[7,9,32]. In addition, the long-term stability of these catalysts has not been 

demonstrated.[26] 

      ἠἭἩἫἼἱἷἶ Ȣȡ         #( ᴾ#( (                                           Ў( ρτσ Ë* ÍÏÌ 
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Chemical looping-ODH (CL-ODH) provides an alternative route to ethane ODH that 

overcomes these challenges[32ï46]. In CL-ODH, an oxide-based redox catalyst acts as an oxygen 

carrier to convert ethane with oxygen from its crystal lattice (Reactions 3.3), as shown in the ODH 

reactor in Figure 3.1a. The redox catalyst is then reoxidized in air to regenerate its lattice oxygen 

(Reactions 3.4), as shown in the regenerator in Figure 3.1a. As illustrated in Reactions 3.3 and 

3.4, the exothermic nature of the overall reaction (ODH reaction) can facilitate autothermal 

operations. The reaction cycle enabled by the redox catalyst also prevents the direct mixing of O2 

and ethane and eliminates the need for air separation. 

ἠἭἩἫἼἱἷἶ Ȣȡ  #( -Å/ÓÏÌÉÄᴾ#( (/ -Å/ ÓÏÌÉÄ   Ў( ÏØÉÄÅ ÄÅÐÅÎÄÅÎÔ 

ἠἭἩἫἼἱἷἶ Ȣȡ  / ς-Å/ ÓÏÌÉÄᴾς-Å/ÓÏÌÉÄ                                Ў( ρπυЎ( Ë* ÍÏÌ  

 

Commonly encountered oxygen carriers in chemical looping combustion like Fe2O3 and 

CuO tend to be nonselective for ethane ODH and thus lead to COx formation. Several reports have 

demonstrated that CL-ODH of ethane with FeO/MoO, VOx, and alkali doped LSF can achieve up 

to ~50% C2H4 yield with 90% selectivity[33ï35,38,39,44,47,48]. Luongo et al. has recently 

reported using nitrates as the precursor to uniformly coats the surface with carbonates as the 

selective hydrogen combustion catalyst, which, combined with MoVNbTeO based catalyst, 

achieved ~42% C2H6 conversion and 91% of C2H4 selectivity at 500 °C[39]. Previously, Yusuf et 

al. and Neal et al. proposed using Na2WO4 as a catalyst surface modifier, validating CL-ODH with 

Mg6MnO8@Na2WO4 (MGM@Na2WO4) as a potentially attractive approach by achieving <8% 

CO2 selectivity and ~86.6% ethane conversion [36,37,49]. This work suggested that the Na2WO4 

promoter may coat the MGM core as a molten shell under the chemical looping reaction 

conditions, as shown in Figure 3.1b. The molten salt shell decreased the presence of Mn4+ in the 

near-surface region (verified by XPS), inhibited the dissociative adsorption of oxygen, and 
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decreased the rate of oxygen exchange, leading to significantly lower CO2 selectivity and higher 

C2H4 selectivity than those of unpromoted MGM[36,49]. Despite suppressing COx formation, the 

shell still supported facile oxidation of hydrogen from ethane dehydrogenation. As such, ~90% of 

the H2 conversion was achieved using MGM@Na2WO4. The high H2 conversion is beneficial to 

facilitate the autothermal operation, as illustrated by Haribal et al., resulting in up to 82% reduction 

in CO2 emission when compared to state-of-the-art cracking processes[8]. In summary, the molten 

Na2WO4-promoted MGM-based CL-ODH can (i) circumvent C2H6 cracking equilibrium 

limitation and maintain high ethylene and C2+ selectivity and (ii) facilitate autothermal operation 

via facile H2 combustion[49].  

 

 
Figure 3.1. (a) Overall scheme of CL-ODH and (b) schematic illustration of the core-shell-

structured, molten-salt-promoted redox catalyst (film thickness is ~8~13 nm and the particle 

diameter is 425~850 ɛm). 

 

The current study demonstrates a generalized redox catalyst design strategy, i.e. a redox 

oxide @ molten salt core-shell architecture, for CL-ODH applications. Specifically, 17 
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combinations of molten salt promoters (Mo-, V-, and W-containing alkali molten salt and their 

mixtures) and oxides (CuMn2O4 (CMO) and Mg6MnO8 (MGM)) were experimentally tested and 

characterized, confirming the generality of the core-shell structure and its effectiveness for ethane 

CL-ODH. Up to ~74% single-pass olefin yields and 85% H2 conversions at 80 mol. % C2H6 feed. 

The extensive experimental results and the composition-performance relationships will enable 

further optimization of the redox catalyst for increased ethylene and C2+ olefin selectivity and yield 

under the autothermal CL-ODH scheme with nearly an order of magnitude lower CO2 emissions.  

3.3. Experimental Methods 

3.3.1. Redox catalyst synthesis 

Table 3.1 summarizes the compositions of the redox catalysts investigated in this study. 

CMO core oxide particles were synthesized via a sol-gel method, and the promoted redox 

catalysts were subsequently obtained through incipient wetness impregnation. Both unpromoted 

and promoted CMO samples were prepared using Mn(NO3)2·4H 2O (Alfa Aesar, 98%) and 

Cu(NO3)2·3H 2O (Sigma-Aldrich). The desired ratio of metal nitrates was dissolved in deionized 

water with citric acid in a 2.5:1 molar ratio of citric acid (HOC(CH2CO2H)2 , Sigma-Aldrich, 

99.5%) to metal ions (Cu2+ and Mn4+). Once dissolved, the solution was heated to 40 ºC and 

stirred at 500 rpm for 30 minutes. To promote gel formation from the slurry, a 1.5:1 molar ratio 

of ethylene glycol (Sigma-Aldrich, 99.8%) to citric acid was added to the mixture. The 

temperature was then set to 80 ºC until gel formation (~1.5 hours), and the resulting gel was 

dried overnight in a 120 ºC oven. 

Calcination of the CMO redox core oxide samples was conducted in two steps. In the first 

step, the sample was heated in a muffle furnace to 450 ºC at a ramp rate of 5 ºC/min, where it was 

held at temperature for 3 hours. The resulting powder was then placed into a tube furnace (GSL-
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15 0X, MTI Corporation) for the second step, where the sample was heated to 1000 ºC at 4 ºC/min 

for CMO and held for 8 hours under continuous air flow. The catalyst was then cooled with air. 

The MGM core oxide was synthesized by combining Mn(NO3)2 (Sigma-Aldrich, 98%) and 

MgO (Materion Advanced Chemicals, Ó99.5%) precursors in 4 mL of water to create a 15 wt. % 

manganese catalyst. The mixture was then stirred and dried overnight at 80 ºC. The calcination of 

the MGM paralleled that of CMO, with the MGM sample heating first to 450 ºC for 3 hours and 

then to 900 ºC for 8 hours in a muffle furnace before air-cooling to room temperature. 

Table 3.1 also lists the promoters and their respective loadings. To promote the CMO 

sample with Na2WO4 after calcination at 1000 ºC, a calculated amount of Na2WO4·2H 2O (Sigma-

Aldrich, Ó99%) was dissolved in deionized (DI) water to achieve a desired ratio of Na2+ ions to 

catalyst. The resulting solution was then homogenously dripped via pipette onto the CMO sample 

in a crucible. The crucible was then dried in an oven at 120 ºC overnight before calcination at 900 

ºC to achieve the promoted CMO@Na2WO4 sample. 

A similar approach was used to promote MGM with Li2WO4 (Aldrich Chemistry), 

Na2WO4·2H 2O (Sigma-Aldrich), K2WO4 (Acros Organics), Na2MoO4 (Aldrich Chemistry), 

Na3VO4 (Aldrich Chemistry), NH4VO3 (Sigma-Aldrich), NaNO3 (Fisher Scientific), and 

(NH4)6Mo7O24 (Sigma-Aldrich) precursors. Calculated quantities of promoters were dissolved in 

DI water according to their desired loadings and dried overnight at 80 ºC. After subsequent heating 

to 200 ºC to decompose the nitrates, the resulting mixture was calcined, ground, and sieved to 425-

850 µm for reaction testing. 
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Table 3.1. Promoter type and loading with respect to the oxide type.  

Oxide Type Promoter Type Promoter Loading (wt. %) 

Mn:Cu=4:1 

(CMO)  
Na2WO4 (Na-W) 

10 wt. % Na2WO4 

(1.7 wt. % Na basis) 

Mn:Cu=2:1 

(CMO)  
Na2WO4 (Na-W)  

Mn:Cu=1:1 

(CMO)  
Na2WO4 (Na-W)  

Mn:Cu=1:2 

(CMO)  
Na2WO4 (Na-W)  

Mg6MnO8 

(MGM) 

Li 2WO4 

(Li -W) 
20 wt. % Li2WO4 

Na2WO4 

(Na-W) 

10 wt. % Na2WO4 

(6.8 wt. % W basis)[36] 

K2WO4 

(K-W) 

12 wt. % K2WO4 

(6.8 wt. % W basis) 

(Li -Na)2WO4 

(Li -Na-W) 

10 wt. % Li2WO4 + 10 wt. % 

Na2WO4 

Na2MoO4 (Na-Mo) 
7.6 wt.% Na2MoO4 

(1.7 wt. % Na basis) 

NaVO3 (Na-V 1-1) 
20 wt. % NaVO3 

(3.8 wt. % Na basis) 

Na3VO4 (Na-V 3-1) 20 wt. % Na3VO4 

Na3VO4-Na2WO4 

(75 mol. % Na2WO4, Na-V-W) 

7 wt.% V2O5+10 wt. % Na2WO4 

(3.8 wt. % Na basis) 

Na3VO4-Na2MoO4-Na2WO4 

(75 mol. % Na2WO4, Na-V-

Mo-W) 

3.6 wt.% V2O5+2.6 wt.% 

MoO3+10 wt. % Na2WO4 

(3.8 wt. % Na basis) 

 

 

3.3.2. Ethane ODH experiment 

ODH of ethane was performed in a 1/4ò O.D. x 1/8ò I.D. U-tube reactor was loaded with 

0.5 g of catalyst particles. A 16 mesh white alumina grit was loaded on each side to minimize void 

volume and fix the catalyst. In the thermal cracking experiment, the U-tube is filled with the 

alumina grit to maintain a consistent gas hourly space velocity.  
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Two-step redox cycle experiments were done to determine the catalysts activities. The 

redox cycle is separated into two steps (1) during the reduction step, an Alicat mass flow 

controllers (MFCs) was used inject 5 mL of 80 vol. % of ethane (balance Ar) is injected into the 

U-tube. This is followed by 5 minutes of pure Ar gas purge, followed by (2) During the oxidation 

step, 20 vol. % of O2 (balance Ar) into the U-tube for 3 minutes to completely regenerate the redox 

catalyst and remove coke. Following the reduction and oxidation steps, pure Ar gas purged the 

system for 5 minutes and 4 minutes, respectively. This is followed by four minutes of pure Ar gas 

purge until the reduction step described in (1). The catalysts have been tested under six different 

combinations of temperature (800, 825, 850 ºC) and gas hourly space velocity (GHSV=3000 and 

4500 hr-1). 

The products distribution profile was determined by gas chromatography (GC). The 

CO2/CO and H2 are analyzed by two thermal conductivity detectors (He/TCD for CO2/CO and 

Ar/TCD for H2). The hydrocarbons are analyzed by a flame ionization detector. Previous study 

has verified that there is no significant coking in the system, so the selectivity and the conversion 

of hydrocarbon is calculated by the carbon mass balance determined by the GC using the same 

calculation method described in the previous literature, the equations for calculating selectivity 

and conversion are shown in Equations 1 and 2, respectively[36]. The hydrogen to water 

conversion is calculated based on the hydrogen balance expected from the GC results. 

3
В

ρππϷ  Equation 1 

8 ρ
В

ρππϷ  Equation 2 

3.3.3. Catalyst characterization 

To determine the bulk crystalline phases, the as-prepared catalysts were analyzed by 

powder X-ray diffraction (XRD), Rigaku SmartLab X-ray diffractometer with Cu KŬ (ɚ = 0.1542 
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nm) radiation operating at 40 kV and 44 mA. All the catalysts were scanned from 10 to 80Á (2ɗ) 

with a step size of 0.1° holding for 3.5 s at each step was used to generate XRD patterns. 

To determine the near-surface elemental composition of the as-prepared samples, X-ray 

photoelectron spectroscopy (XPS) was used. The Kratos Analytical Axis Ultra (monochromated 

Al KŬ) was operated at 10mA and 15kV. The results from XPS were analyzed by CasaXPS 

software, and were calibrated with adventitious peak of carbon 1s at 284.8 eV. The estimated 

standard error for elemental compositions is ~±1%. 

3.4. Results and discussion 

3.4.1. Characterization of the crystalline phases of the redox catalysts  

CMO and MGM were selected as the core oxides to demonstrate the generalizability of the 

core-shell redox catalyst design, because CuO and MnOx based oxides are common options for 

CL-combustion (CLC) of carbonaceous fuels such as methane, biomass, coal, and syngas.[50ï56]. 

To investigate the effect of different molten salt promoters, we used MGM as the oxide core 

material[32,36,49]. V and Mo based alkali molten salts were chosen, in addition to tungstate salts, 

given their similarities.[57] The structural and catalytic effect of different molten salt promoters 

are elaborated in the following sections. 

Figures 3.2 and 3.3 summarize the XRD patterns of the promoted CMO and MGM, 

respectively. As can be seen from Figure 3.2, the characteristic peaks of CuMn2O4 are observed 

from all the CMO based samples. Compared to the unpromoted samples, promoted samples all 

show the characteristic peaks of Na2WO4. These results, along with our previous study with 

MGM@Na2WO4, further demonstrate that promotion with Na2WO4 would remain as a separate 

phase on different redox oxides without significant ternary phase formation[49]. The observed 

minor phases formed on the catalyst correlate to the Mn: Cu ratio. As the Mn: Cu ratio decreases, 
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the minor phase shifts from Mn2O3 and/or Mn2O3 to CuO, a behavior consistent with the phase 

diagram of the Mn-Cu-O system[58]. The effect of these minority phases will be discussed in the 

following sections. 

 
Figure 3.2. XRD patterns for the promoted and unpromoted CMO samples. 

 

To validate our strategy with other molten salt promoters, W-, Mo-, V-based alkali metal 

salts and their eutectics on MGM were synthesized and characterized with XRD, as shown in 

Figure 3.3. All of the XRD patterns exhibit the characteristic peaks of MGM. Li-W, Na-W, K-W 

and Li-Na-W (eutectic) promoted MGM all indicate the presence of the tungstate phase on the 

MGM with only minor impurity phases (Figure 3.3a). The XRD pattern of Na-Mo promoted 

MGM in Figure 3.3a also shows Na2MoO4 as a separate phase from MGM. Figure 3.3b 

summarizes the XRD patterns of MGM promoted with V, V-W, and V-Mo-W mixtures. As 
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expected, 1-1 and 3-1 MGM@Na-V both indicate the presence of Na3VO4 phase. Similarly, both 

MGM@Na-V-W compositions (75 wt. % Na-W and 88 wt. % Na-W) show the formation of 

Na2WO4. A minor NaV2O5 phase is observed for MGM@Na-V-W (75 wt. % Na-W), but no 

vanadate phase was identified for MGM@Na-V-W (88 wt. % Na-W), likely due to the limited 

amount of V added. The XRD pattern of the ternary mixture promoter, MGM@Na-V-Mo-W, 

reveals the presence of the Na2WO4/Na2MoO4 on MGM but not of the vanadate promoter due to 

its limited loading. The XRD results also confirm that limited reactions take place between the 

redox oxide and promoter phases, which is an important finding given that the formation of 

additional phases can disrupt the desired core-shell structure. 

 
Figure 3.3. XRD patterns for the promoted MGM samples. 
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3.4.2. Characterization of the surface properties 

XPS results in Figures 3.4a, 3.4b and Table B.S2 clearly demonstrate the localization of 

the promoter phase near the surface of the redox catalysts. As can be seen from Figure 3.4, with 

the exception of MGM@Li2WO4 due to the poor sensitivity of Li in XPS[59], all promoted 

catalysts show a high surface concentration (150% - 700% surface enrichment) of the promoters 

compared to the average concentration based on the actual loading shown in Table 3.1. Elemental 

composition of the X-ray fluorescence of the selected MGM samples are shown in Table B.S3, 

which also indicates that the bulk composition of the molten salt is lower than that of the surface 

concentration, which further confirms that the salt are enriched at the surface.. This observation 

indicates that the molten salt promoters are indeed enriched on the surface of the oxide particles 

and confirms the core-shell structures for all the molten-salt-promoted oxides. 

 
Figure 3.4. Near-surface atomic composition (oxygen- and carbon-free basis): a) Alkali metals + 

W/V/Mo in promoted MGM; b) Na+W in Na2WO4 promoted CMOs. Theoretical concentration 

corresponds to the average concentration of the promoter based on the actual loading. The 

estimated standard error for elemental compositions is ~±1%. 
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3.4.3. Catalyst Design ï Redox Oxide Selection 

The feasibility of redox oxide @ molten salt strategy was first demonstrated with a series 

of CuxMnyOz (CMO) redox oxides promoted with Na2WO4. Figures 3.5a-5d and Table B.S4 

illustrate the key performance parameters of CuxMnyOz@Na2WO4 (y:x=4:1,2:1,1:1 and 2:1) at 

800-850  and GHSV = 4500 hr-1. The reliability of the data was examined and the maximum 

standard deviation of the selectivity and conversion was Ò1.5%.  As is apparent from Figure 3.5a, 

unlike unpromoted CMO, every Na2WO4-promoted CMO (1.7 wt. % Na basis) exhibited 

significant increases in C2H4 selectivity (~5% Ÿ ~90%) and yield (~5% Ÿ ~56%), albeit 

moderately lower C2H6 conversions. Figure 3.5d also indicates that the H2 conversions of the 

promoted CMO series can surpass ~85% at 850 , which would sufficiently support autothermal 

operations for CL-ODH. 

The effect of reaction temperature was also investigated. Figure 3.5a-5c implies that as 

temperature increases from 800 to 850 , the maximum C2+ selectivity decreases slightly from 

~90% to ~80%. However, the temperature increase boosted C2H6 conversion by up to 17%, which 

in turn improved C2+ olefin yield (up to 58.9%) as shown in Figure 3.5b. These results further 

confirm that molten salt promoted redox oxides can enhance C2H4 and C2+ yields. CH4 and C3+ 

selectivity also rose slightly, possibly due to the heightened radical formation and thermal cracking 

activities that take place above 800 [7,60ï62]. Moreover, as observed in Figure 3.5c and 3.5d, 

the temperature increase led to higher H2 conversions but also higher COx selectivity. 
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Figure 3.5. Molten-salt-promoted CMOs reaction testing results at 4500 hr-1 and 800, 825 and 850 

: a) C2H6 conversion and C2H4 selectivity profiles with error bars; b) C2+ olefin yield profiles at 

4500 hr-1; c) Product selectivity profiles; d) H2 conversion of promoted CMOs. 
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Figure 3.2. XRD indicated the presence of CuO as Cu content increases. CuO has a strong 

tendency to decompose and release gaseous oxygen (0 = 465 Pa at 850 ), which would result 

in deep oxidation (i.e., COx selectivity), higher H2 conversion, and, in turn, higher C2H6 

conversion[63ï65]. We also note that the C2+ yield first reaches a maximum as Mn:Cu ratio shifts 

from 4:1 to 1:1 at 800  and 825  (2:1 in 850 ) and then decreases as the Cu:Mn ratio 

continues to increase, as shown in Figure 3.5b. These C2+ yield maxima resulted from the 

competition between C2H6 conversion increase and C2+ selectivity decrease, as discussed earlier. 

This volcano-shaped behavior also suggests the possibility of further tailoring the Mn:Cu ratio of 

the redox catalyst to optimize C2+ yield. For the CMO-based redox catalysts, the equilibrium 

oxygen partial pressure (PO2) of the oxides correlates positively with ethane conversion and 

negatively with olefin selectivity. Figure 3.6b also implies that the composition of the redox oxide 

influences the H2 combustion and COx selectivity. To sum up, these observations argue that a 

satisfactory redox oxide should (i) maximize selective H2 combustion to facilitate ethane 

conversion and autothermal operation and (ii) minimize COx selectivity to reduce unwanted 

byproducts and emissions. In addition, selected oxide compositions should pair synergistically 

with the operating conditions of the reactor (e.g., temperature and space velocity). 
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Figure 3.6. a) The trend of COx selectivity on Na2WO4 promoted CMO series; b. H2 conversion 

and CO2; b) The relationship between CO2 selectivity and H2 conversion at 850 , 4500 hr-1. 
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Figure 3.7. Molten salt promoted MGMs at 800, 825 and 850 : a) C2H6 conversion and C2H4 

selectivity profiles at 4500 hr-1
 with error bars; b) C2H6 conversion and C2H4 selectivity profiles at 

1500 hr-1; c) C2+ olefin yield profiles of promoted MGMs at 4500 hr-1; d) H2 conversion profiles 

of promoted MGMs at 4500 hr-1. 
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conversion and increase sequential oxidation of the C2+ products. The effect of temperature is 

similar to what is observed in the CMO series: as the temperature rises, C2H4 selectivity decreases 

slightly, but the C2H4 yield improves significantly due to increased H2 and C2H6 conversions.  

The effect of different promoters and their mixtures are further examined at 850 . Figure 

3.7a and 3.7c indicate that the tungstate promoters MGM@Li-W and MGM@Na-W both achieve 

high C2H4 selectivity and yield. Their mixture, MGM@Li-Na-W, attained comparable C2H4 and 

C2+ yields as well. This is anticipated, since both MGM@Li-W and MGM@Na-W have 

comparable C2+ selectivities (90.2% and 94.7%) and C2H6 conversions (64.7% vs 63.7%). Upon 

adding Mo to V- and W-containing promoters, a synergistic effect is observed. As can be seen 

from Figure 3.7a and 3.7c, a slight decrease in C2+ yield (~3.5% on an abs. scale) when adding V 

to Na-W promoter to form Na-V-W promoter. However, further addition of Na-Mo to the binary 

promoter (Na-V-W) system increases C2+ yield (~1.4% on an abs. scale). This phenomenon could 

be attributed to the high C2+ yield from the Na-Mo promoter alone, which positively affects the 

C2+ yield in the promoter mixture. It is also noted that the C2H4 selectivity is higher for the Na-V-

W-Mo promoter when compared to Na-V and Na-Mo promoters. 

This synergistic effect was also observed in the context of H2 conversion and COx 

selectivity. As can be inferred from Figure 3.7d, among the tungstate promoters, K2WO4 (K-W) 

exhibits the highest H2 conversion at 850 , followed by Na-W and Li-W. For the binary molten 

mixture system, adding Na-W to Li-W (i.e. Li-Na-W) results in a ~24% increase in H2 conversion. 

Interestingly, the addition of Na-W to Li-W also decreases the COx selectivity, as shown in Figure 

3.8, an effect also observed in Mo-, V-, and W-containing samples. A ~16% increase (absolute 

basis) of H2 conversion is observed after supplementing the Na-W promoter with V to form Na-

V-W promoter (~70% to 86%). This improvement could stem from the addition of Na-V (3-1), a 
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promoter that previously demonstrated a high H2 conversion of ~88%. Further addition of Na-Mo 

to the binary promoter (Na-V-W) system also increases H2 conversion, as the Na-Mo promoter 

alone exhibits up to 89.3% H2 conversion. In terms of COx selectivity, Figure 3.8 shows that the 

COx selectivity of the MGM@Na-V-Mo eutectic is lower than those of both MGM@Na-V and 

MGM@Na-Mo. Adding Na-W to MGM@Na-V-Mo slightly increases the COx selectivity, but the 

COx selectivity remains significantly lower than those of Na-V and Na-Mo alone. From both of 

the tungstate cases and the V/W/Mo mixture cases, it can be concluded combinations of different 

molten salts can result in both a lower COx selectivity and a higher H2 conversion. These attributes 

can benefit the overall CL-ODH scheme.  

 
Figure 3.8. MGM@molten salt COx selectivity profile at 800-850 , 4500 hr-1

. 
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The COx selectivity and the H2 conversion of MGM@Li-W differs significantly from other 

W-promoted MGM. The COx selectivity of MGM@Li-W was 5%, which is ~150% (relative basis) 

higher than those of other W-promoted MGM (~2%). The H2 conversion of MGM@Li-W was 

41.6%, which is 30~50% (absolute basis) lower than the average H2 conversion of W-promoted 

catalysts. Figure 3.9 further indicates that the amounts of lattice oxygen donated from Li2WO4-

containing samples (i.e. Li-W, Li-Na-W) are up to 69% lower than non-Li containing catalysts, 

using Equation B.S1 and B.S2.  These results reveal that Li2WO4 does not effectively promote 

selective H2 conversion or ethylene production. 

 

 
Figure 3.9. Lattice oxygen donation (mL O2/g catalyst) of the promoted MGM samples at 4500 

hr-1, 850 . 
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unpromoted MGMs and CMOs at >80% H2 conversion. From this figure, we see that increase in 

H2 conversion corresponds to decreasing C2+ selectivity and increasing COx selectivity. Both 

Figures 3.10a and B.S4a imply that competition exists between H2 combustion and ethylene 

combustion. In other words, reducing the concentration of H2 promotes non-selective combustion 

of the olefin products by the redox catalyst. Additionally, shown in Figure B.S1a, when H2 

conversion falls below 80%, both CO2 and C2+ selectivity stay relatively stable at <10% and >90%, 

respectively. Figure B.S1b also shows that the CH4 selectivity stays below 4.6% regardless of the 

H2 conversion. Further comparisons between 4500 hr-1 and 1500 hr-1 using tungstate-containing 

promoted MGM are provided in Figure 3.10b. Although the R2 values of the fitted curves in 

Figure 3.10b were less than ideal, the slopes of the curves are significantly different statistically 

(at 4500 hr-1 slope = -0.09, at 1500 hr-1 slope = -0.23, see Table B.S5 for the statistical test result). 

This discrepancy suggests that as conversion increases, a higher space velocity should result in 

higher C2+ selectivity and, consequently, a higher C2+ yield. Figure 3.10c summarizes the 

performance of tungstate-containing promoted MGMs and CMOs, respectively. Again, a 

significant difference between the slopes is observed (MGM slope = -0.09, CMO slope = -0.31; 

see Table S6 for the statistical test result). This implies that tungstate-promoted MGMs result in 

higher C2+ selectivities than tungstate-promoted CMOs, due to higher COx selectivities of the 

former. This corroborates well with the discussions in the previous sections. Tables B.S6 and 

B.S7 provide the key statistics for the linear fit of the C2+ selectivity and C2+ yield for each catalyst. 

Table B.S6 and B.S7 also indicate that, excluding MGM@Na-V (3-1), all of the MGM catalysts 

have less negative slopes than that of CMO, which confirms that the MGM redox catalysts perform 

better than that of CMO in terms of the C2+ selectivity and C2+ yield. Both tables indicate that 

MGM@Li-Na-W have the potential to reach optimal C2+ yield when the conversion increases. 
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Figure 3.10d shows the general trend for C2+ yield, with the C2+ yield performance data of MGMs 

fitted together using both a linear and sigmoidal model and the performance data of CMOs fitted 

with a sigmoidal model. Detailed parameters and key statistics are provided in Table B.S8. All 

models fit well (R2 > 0.9). We predict that further optimization would result in the expected yield 

shown in the shaded region of Figure 3.10d. This prediction indicated that it is possible to further 

optimize the C2+ yield to 78.2 ï 86.7%. These analyses indicate that further increase in single-pass 

olefin yield would be possible by simply optimizing the operating conditions with the redox 

catalysts reported in this study. Given the flexibility and generalizability of the core-shell redox 

catalyst system, further tailoring the redox oxide @ molten salt compositions to minimize COx 

without increasing CH4 selectivity is also likely. 
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Figure 3.10. a) C2+ selectivity and CO2 selectivity vs H2 conversion at GHSV=4500 hr-1; b) C2+ 

selectivity of tungstate-promoted MGMs at GHSV=4500 hr-1, 1500 hr-1 and 800, 825, and 850 . 

c) C2+ selectivity of tungstate-promoted MGMs and CMOs at GHSV=4500 hr-1; d) Linear fit 

(black) and sigmoidal fit (blue) of all promoted MGMs, and sigmoidal fit (red) of all CMO 

performance data at different temperature and space velocities (1500 and 4500 hr-1). The blue 

region highlights the anticipated yield with the better performing redox catalysts (i.e. 88% 

conversion, 73.9% yield to 100% conversion, 86.7% yield). The red region highlights the 

anticipated yield with the less effective redox catalysts (i.e. 88% conversion, 57.6% yield to 100% 

conversion, 78.2% yield). 



 

110 

 

3.6. Conclusion 

The present study demonstrates a redox oxide @ molten salt core-shell architecture as a 

generalized redox catalyst design strategy for chemical looping ï oxidative dehydrogenation of 

ethane. XPS data collected on all 17 redox catalyst samples with different oxide and molten salt 

combinations confirmed that the molten salt promoters aggregate at the outer surface of the oxide, 

forming a core-shell structure. XRD results further confirmed that the promoter salts and core 

oxides are fully compatible by forming separate phases without significant chemical interactions. 

Catalyst performance tests with CMO@Na2WO4 indicated that a higher Cu content leads to 

higher C2H6 conversion but also increases CO2 selectivity. This highlights the importance of 

optimizing the redox properties of the core oxides to maximize the C2+ yield. For the MGM-based 

redox catalysts, we reported a synergistic effect for molten salt mixtures: combination of different 

molten salts can further enhance the C2+ yield, increase the H2 conversion, and decrease the CO2 

selectivity. Up to 74% single pass yield of C2+ olefins was demonstrated, along with low COx 

selectivity. Statistical fitting of the performance data for the various redox catalyst compositions 

indicates that 78.2 ï 86.7% single pass olefin yield can potentially be achieved by optimizing the 

operating conditions (e.g. higher operating temperature coupled with higher space velocity). The 

generalizability of the core-shell redox catalyst design strategy also offers exciting opportunities 

to further optimize the composition and performance of the redox catalysts in the context of CL-

ODH. 
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4.1. Abstract 

Alkenylbenzenes are important chemical intermediates in the synthesis of various 

materials. However, conventional methods for styrene production have limitations in terms of 

energy consumption and environmental impact. To overcome these challenges, the chemical 

looping oxidative dehydrogenation (CL-ODH) process has been proposed as a promising 

alternative. This study investigates the use of La0.8Ca0.2MnO3@KFeO2 as a redox catalyst for the 

CL-ODH of alkylbenzene to alkenylbenzene. Using diisopropylbenzene as a reactant, a high yield 

of diisopropenylbenzene and isopropenylcumene (>85% in sum) could be achieved. ex-situ and 

in-situ XRD were used to analyze the phase transition behavior of the catalyst, while XPS was 

employed to analyze the near-surface elemental and chemical changes. SEM was conducted to 

observe the morphological changes. Furthermore, delplot and DFT were used to reveal the reaction 

pathway, and the Arrhenius plot and XPS C1s were used to further elucidate how steam affects 

the reaction pathway. Finally, the environmental impact from process energy was assessed using 

Aspen Plus. 

4.2. Introduction  

Alkenylbenzene is a family of key chemical intermediates for producing important 

polymers, synthetic lubricants, phenolic compounds, protective coatings and personal care 

ingredients.1, 2, 3 A notable example is styrene, which is produced at 4.5 MMtonne per annum in 

the US alone.2-4 As one of the most widely consumed chemical building blocks, alkenylbenzenes 

account for more than 27 MMtonnes for CO2 emissions, or nearly 3% of the emission from the 

chemical industries.2, 4, 5 Efficiency improvement in the production of alkenylbenzenes is critical 

to meet the net zero target.4, 6 
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Currently, the state-of-the-art production of alkenylbenzene relies on catalytic 

dehydrogenation (DH) (usually with K promoted Fe2O3) of its alkylbenzene counterpart.7-9 From 

a catalyst design standpoint, the iron oxide-based catalyst could be reduced under alkylbenzene, 

leading to coke accumulation on the catalyst surface.7, 10 From the process standpoint, the 

endothermic and endergonic nature of the DH reaction would limit conversion at equilibrium.5, 7, 

9, 11, 12 To mitigate these challenges, a large amount of high temperature steam is added as a diluent 

along with alkylbenzene in order to: 1) Provide heat for sustaining the operating temperature; 2) 

Inhibit iron oxide reduction; 3) Gasify coke deposit on the catalyst surface and 4) Decrease the 

feed partial pressure to increase equilibrium conversion. Take styrene production as an example, 

a typical steam to oil molar ratio above 6:1 is required to mitigate catalyst reduction and coking. 

The styrene process could nevertheless only achieve a single-pass styrene yield of up to ~64% 

with about 15 GJ/tonne styrene energy consumption.2, 4, 5, 7 

To reduce the energy requirement, oxidative dehydrogenation (ODH) has been 

investigated as an alternative. In an ODH scheme, an oxidant is co-fed with alkylbenzene to 

oxidize the H2 produced from catalytic DH reaction in-situ. The consumption of H2 makes the 

overall alkenylbenzene production exergonically favorable, allowing high conversions while 

lowering the energy requirement. Besides industrially proven processes such as UOP SMART 

process,13 which uses Pt catalyst for selective H2 oxidation in the presence of air as an oxidant, 

academic research in this topic has yielded various ODH catalysts. These include supported VOx
9, 

VOx supported by titania14, K promoted CeO2
15, BN, BN supported oxides or BN suppoted 

carbon11, 12, 16, CoFe2O4-MCM-41 composites17, nanodiamonds18. However, cofeeding O2 with 

hydrocarbons still raises safety concerns. Furthermore, the copresence of O2 with hydrocarbons 

could lead to high COx selectivity and unwanted oxygenates, which complicate the downstream 
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separations as compared to the conventional approach. These drawbacks ultimately limit the 

potential for energy savings and process intensification.  

We previously reported a chemical looping oxidative dehydrogenation (CL-ODH) process 

for ethylbenzene conversion. In this chemical looping scheme, shown in Figure 4.1a, a redox-

active metal oxide in the oxidative dehydrogenation reactor (top) catalytically converts 

ethylbenzene to styrene and oxides H2, providing heat and improve conversion. As such, a higher 

styrene yield with less energy expenditure could be therefore achieved. The metal oxides would 

then be re-oxidized separately in regeneration reactor (bottom). We have previously demonstrated 

that the styrene (ST) single-pass yield could reach >90% over 166 hours (100 cycles) stability from 

CL-ODH of ethylbenzene (EB) with core-shell catalyst design of (Ca/Mn)O@KFe5O8 with up to 

80% of the energy saving.5 However, at the initial injection stage, the COx selectivity could reach 

nearly 30%.5 Reducing initial COx formation would be beneficial since a lower simpler 

downstream separation could be achieved. 

Besides selectivity improvements, this catalyst design could be potentially used for 

different alkylbenzenes. For example, compared to styrene, meta-isopropenylcumene (IPEC) and 

meta-diisopropenylbenzene (DIPEB) and other more complex molecules could be used to 

demonstrate the feasibility of this catalyst design. These complex alkylbenzenes ODH schemes 

such as DIPB to DIPEB, presents a greater challenge because: (i) The feed molecule DIPB is a 

more valuable compound than ethylbenzene, so the unwanted byproducts need to be minimized; 

(ii) The presence of two alkyl (i.e., isopropyl) groups on the benzene ring from DIPB introduces 

isopropenylcueme (IPEC) as the intermediate product (Figure 4.1b), further complicating the 

reaction scheme; It is therefore significant to further tailor the abovementioned CL-ODH system. 
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The present study use m-diisopropylbenzene (DIPB) to IPEC and DIPEB as a model reaction to 

explore the potential to expand on the current CL-ODH framework.  

 

Figure 4.1. a. Chemical looping scheme for alkylbenzene ODH with metal oxides; b. Reaction 

scheme of m-diisopropylbenzene to m-isopropylcumene to m-diisopropenylbenzene. 

 

Here, we report a redox oxidative dehydrogenation (R-ODH) process to produce DIPEB 

from m-diisopropylbenzene (m-DIPB) based on a La-Ca-Mn-O@K-Fe-O catalyst. The catalyst 

can convert m-DIPB to m-DIPEB with K-Fe-O phase while selectively oxidizing the 

dehydrogenated by-product H2 with La-Ca-Mn-O in-situ.  

4.3. Experimental Procedure 

4.3.1. Catalyst Synthesis 

The La0.8Ca0.2MnO3@KFeO2 redox catalyst was prepared in two steps. The 

La0.8Ca0.2MnO3 substrate was synthesized by a modified Pechini method. Stoichiometric amounts 
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of Mn(NO3)2Ț4H2O (98.0%, Thermo Fisher), La(NO3)3Ț6H2O (99.99%, Sigma-Aldrich), and 

Ca(NO3)2Ț4H2O (99.0%, Sigma-Aldrich) were dissolved in deionized water with stirring at 30 °C. 

Citric acid (99.5%, Sigma-Aldrich) was weighed to 2.5 times the sum of the previous metal cations 

weight, then added into the solution. Following this, ethylene glycol (99.8%, Sigma-Aldrich) was 

weighed to double the weight of the citric acid added and entered into the solution. The obtained 

solution was kept at 80 °C with continuous stirring until the formation of a gel. The newly formed 

gel was then transferred to an oven for drying at 130 °C for 24 h. The precursor was then calcined 

in a furnace at 850 °C for 12 h (5 °C/min ramping rate) under continuous airflow. The sample 

obtained after calcination was crushed into 425-600 ɛm particles. La0.8Ca0.2MnO3@KFeO2 was 

synthesized via wet impregnation by using La0.8Ca0.2MnO3 as the substrate. The La0.8Ca0.2MnO3 

substrate synthesized was weighed and added to a teflon beaker. Stoichiometric amounts of KNO3 

(NOAH Technologies) and Fe(NO3)3·9H 2O (99.95%, Sigma-Aldrich) to make equivalent weight 

of KFeO2 (i.e. KFeO2:La0.8Ca0.2MnO3) were weighed and added to a separate glass beaker in 

addition to deionized water to dissolve these. The as-formed solution was then added into the 

abovementioned beaker containing La0.8Ca0.2MnO3 and stirred at 80 °C until dried. The obtained 

dried mixture was calcined in a furnace at 750 °C for 12 h in a box furnace, and then pelletized 

and crushed into 425-600 ɛm particles to be used as final La0.8Ca0.2MnO3@KFeO2 redox catalyst. 

Stand-alone KFeO2 was synthesized by adding equimolar amounts of KNO3 and Fe(NO3)3·9H 2O 

into a teflon beaker, and deionized water was then added into the beaker. The solution was stirred 

at 80 °C until dried. The resulting dried sample was calcined in a furnace under continuous airflow 

at 750 °C for 6 h to obtain stand-alone KFeO2. K0.296Mn0.926O2 catalyst was synthesized following 

the same procedure as the synthesis of La0.8Ca0.2MnO3, stoichiometric amounts of KNO3 (NOAH 

Technologies) and Mn(NO3)2Ț4H2O (98.0%, Thermo Fisher) were dissolved in deionized water 
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with stirring at 30 °C. Citric acid (99.5%, Sigma-Aldrich) was weighed to 2.5 times the sum of the 

previous metal cations weight, then added into the solution. Following this, ethylene glycol 

(99.8%, Sigma-Aldrich) was weighed to double the weight of the citric acid added and finally 

entered into the solution. The obtained solution was kept at 80 °C with continuous stirring until 

the formation of a gel. The newly formed gel was then transferred to an oven for drying at 130 °C 

for 24 h. The precursor was then calcined in a furnace at 950 °C for 12 h (5 °C/min ramping rate) 

under continuous airflow. The sample obtained after calcination was crushed into 425-600 ɛm 

particles to be used as final K0.296Mn0.926O2 catalyst.  

4.3.2. Redox experiment setup and operation 

The cyclic experiments utilize a reaction setup shown in Figure C.S1 in Appendix C. Both 

DIPB and deionized water were filled respectively in one 2.5ml stainless steel syringe.  Both were 

then respectively inserted into a syringe pump (Harvard Apparatus Standard Infusion Only Pump 

11 Elite). The flowrate of DIPB was set to be 0.12-0.139 ml/hr and the flowrate of the deionized 

water was set to be 0 - 0.24 ml/hr based on the steam to feed ratio with balance Ar to control DIPB 

at 1 mol.% The DIPB and water were vaporized at 200 °C in a heating tape preheated cross 

junction. Lastly, a quartz U-tube was loaded with 500 mg catalyst with size ranged from 425-600 

ɛm. The remaining space in the U-tube is filled with aluminum oxide grit. To quantify the 

alkylbenzenes and other benzene derivatives, a glass impinger loaded with 0.7 ml of dodecane was 

connected to the outlet stream of the reactor and cooled with an ice bath. This was then analyzed 

by Agilent GC 7890A with a DB-5 column. The remaining gas was then fed to a downstream 

quadruple mass spectroscopy (QMS, MKS Cirrus II) for analysis. 

For the isothermal cyclic experiment, the syringe pump with deionized water can be turned 

on and the cyclic reaction can be started. Once the flow is stabilized, the cyclic reaction was carried 
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out first with a 10-minute oxygen injection. This is followed by 10 minutes of Ar purge. After the 

purge step, DIPB is injected for 10 minutes, followed by another 10 minutes Ar purge to complete 

the redox cycle. This cyclic experiment is continued and repeated.  

4.3.3. Temperature-Programmed Reduction of the Redox Catalysts 

Temperature-programmed reduction of both KFeO2@La0.8Ca0.2MnO3 and(Ca/Mn)1-

xO@KFeO2 were performed using a thermogravimetric analyzer (TA Instruments SDT Q600). 

Roughly 50mg of redox catalysts were loaded into the crucible cell of the TGA. The TGA cell was 

then heated to 750 ÁC with 20 ÁC/min under 20 vol. % O2 (balance Ar) to remove carbonates and 

hydroxide isothermally for 20 minutes. The TGA cell is then cooled to 100 °C under 20 vol. % O2 

(balance Ar). The gas is then switched to 10 vol. % H2 and heated at a rate of 10 °C/min until 750 

°C.  

4.3.4. Delplot Analysis 

The Delplot method was used to determine the selectivity of the products at near-zero 

conversions. Approximately 20 mg of the La0.8Ca0.2MnO3@KFeO2 was used in a quartz U-tube. 

The experiments were conducted under dry condition (S/F=0) from 500 °C to 575 °C at 24000 to 

48000 hr-1 gas hourly space velocity with 0.5 kPa DIPB (balance Ar). Respectively at each 

condition, the ñblankò experiment was conducted with a u-tube filled with alumina grits. The 

results from the ñblankò were used to subtract the results obtained from the catalyst-presented 

result. The results are substracted on a molar basis before converted into conversion and 

selectivities. Least-square methods were used for linear regression, and the results from the 

regression were used for linear interpolation of the products selectivity near zero conversion. 

 

 



 

129 

 

4.3.5. ex-situ and in-situ X-ray Diffraction (XRD)  

ex-situ XRD experiments were done with an Empyrean X-ray diffractometer with an 

spinning stage. The XRD patterns were obtained by using Cu KŬ (ɚ = 0.1542 nm) radiation 

operating at 45 kV and 40 mA with a 2ɗ range of 10 ï 60° with an interval of 0.013°.  

in-situ XRD experiments were done with an Empyrean X-ray diffractometer with an 

Anton-Parr XRK-900 stage. The XRD patterns were obtained by using Cu KŬ (ɚ = 0.1542 nm) 

radiation operating at 45 kV and 40 mA. For XRD scan, a 2ɗ range of 10 ï 60° with an interval of 

0.013° was used. The fresh catalyst was loaded into the chamber and heated to 575 °C at a rate of 

10 °C/min under 20 vol. % O2 (balance N2). Isothermally at 575 °C, N 2 was used to purge chamber 

at 50 ml/min for 5 minutes. 1 vol. % H2 (balance N2) at 50 ml/min was introduced for 10 minutes 

followed by 5 min of 50 ml/min N2 purging. The catalyst is then regenerated under 20 vol. % O2 

(balanced N2). This cycle is repeated again with H2 introduced for 20 minutes.  

4.3.6. X-ray photoelectron Spectroscopy (XPS) 

XPS was used to analyze the near-surface compositions and oxidation stage of fresh, 10-

min reduced, 30-min deeply reduced sample.  The reduced sample were prepared at 575 °C under 

S/F=1:1 or dry condition (S/F=0). The reduced samples were collected under Ar atmosphere and 

sealed under Ar to avoid moisture and reoxidation. The sample powder was pressed onto a copper 

tape and outgassed at 10-7 Torr for 10 hours before there were introduced into the ultrahigh-vacuum 

chamber for scanning. The Kratos Analytical Axis Ultra (monochromated Al KŬ) was used at 

10 mA and 15 kV to determine the oxidation state (step size 0.05 eV) and the near surface 

composition (step size 0.1 eV).  The results from XPS were analyzed by CasaXPS software and 

were calibrated with adventitious peak of C 1s at 284.8 eV.  
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4.3.7. Scanning Electron Microscopy (SEM) 

The fresh and the cycled sample were used to obtain SEM image. The samples obtained 

from the ThermoFisher Quanta 3D FEG. A pressure of 10-5 torr was used. 

4.3.8. Computational Details 

First-principles simulations were conducted using the Vienna ab initio simulation package 

(VASP)19 at the density functional theory (DFT). The all-electron projector augmented wave 

model20 was employed, along with the PerdewïBurkeïErnzerhof functional21. A kinetic energy 

cutoff of 450 eV was chosen for the plane-wave expansion of the electronic wave function. 

Convergence criteria for forces and energy were set to 0.01 eV/¡ and 10ī5 eV, respectively. For 

geometric optimization, a Gaussian smearing of 0.1 eV was applied. For sampling the first 

Brillouin zone, a 4 × 4 × 2 Gamma-centered k-point grid was selected for the KFeO2 unit cell, 

while only the Gamma mesh was used for the surface slab models. It should be noted that due to 

the complexity of the KFeO2 surface structure, accurately exploring each magnetic ordering was 

challenging. To make the calculations tractable, a ferromagnetic state was assumed for all the 

structures, given that the tiny energy differences due to different magnetic ordering are negligible 

compared with ionic migration.22 The GGA + U approach23 was employed to account for the strong 

onsite Coulomb interaction on the d-orbital electrons at the Fe sites. A value of Ueff = 4 eV was 

adopted for Hund's exchange interaction, which has been shown to yield reasonable predictions 

for both geometric and electronic structures in previous studies.24 The computed lattice constants 

of KFeO2 (a = 5.68 Å, b = 11.38 Å, c = 16.07 Å) match well with the experimental values (a = 

5.61 Å, b = 11.21 Å, c = 15.26 Å), demonstrating the accuracy of these computational settings.25 

The climbing image nudged elastic band (CI-NEB) method was applied for transition sate 

optimization.26 
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4.4. Result and Discussion 

4.4.1. Catalyst Performance 

In-situ XRD in our previous study indicated that the fully re-oxidized redox catalyst, 

(Ca/Mn)O@KFe5O8, contained a K0.296Mn0.926O2 phase, which would rapidly disappear as the 

ethylbenzene was introduced.5 This phase would have resulted from the solid-state reaction 

between KFeO2 and CaO-MnO solid solution and is likely to be responsible for the high COx 

selectivity during the initial stage of the CL-ODH reaction. To address this issue, we hypothesize 

that this undesirable phase, and hence COx formation, would be minimized if: 1) a more stable 

selective hydrogen combustion core is used (i.e. perovskite) and 2) the Mn(IV) content is 

decreased  in the core. Both objectives can be realized by using La0.8Ca0.2MnO3 since the Mn 

oxidation state in this perovskite structure is in between +3~+4 due the charge balance, and the 

perovskite structure would be more stable (tolerance factor ~0.91) and therefore less prone to side 

reactions to form K0.296Mn0.926O2.  

Figures 4.2a and b summarized the La0.8Ca0.2MnO3@KFeO2 catalyst performance with 

different steam to oil (S/F) ratio as compared to the reference (Ca/Mn)1-xO@KFeO2 (S/F=1:1) at 

5000 hr-1 from 575 °C to 625 °C. As can be seen from Figure 4.2a, at all temperatures, the DIPB 

conversion of La0.8Ca0.2MnO3@KFeO2 has a substantial increase as compared to that of the 

reference catalyst. A conversion up to ~92% can be observed at 625 °C at 1:1 S/F.  In addition, 

there are significant improvements in terms of selectivity towards IPEC and DIPEB as compared 

to the original composite; At all temperatures, the COx selectivity was <2%, this indicates a ~70% 

decrease in the COx selectivity as compared to the reference material; The coke selectivity was 

also suppressed for up to 70% on a relative basis (at 650 °C). This indicated that the 
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La0.8Ca0.2MnO3 as the SHC material could minimize the unselective combustion region previously 

observed in the reference case. Shown in Figure 4.2b, in all cases, the H2 conversion is >70%.  

 

Figure 4.2. a. Conversion and selectivity profile for (Ca/Mn)1-xO@KFe5O8 (ref., S/F=1:1) and 

La0.8Ca0.2MnO3@KFeO2 at 5000 hr-1, 575, 600 625 °C and steam-to-oil ratio of 1:1 and 2:1; b. H2 

conversion and for (Ca/Mn)1-xO@KFeO2 (ref., S/F=1:1) and La0.8Ca0.2MnO3@KFeO2 at 5000 hr-

1, 575, 600 625 °C and steam-to-oil ratio of 1:1 and 2:1. All data are shown on a lighter 

alkylbenzene free basis (<4% overall). 

 

The effect of temperature could also be inferred from Figure 4.2a. While higher 

temperatures lead to higher conversion, the absolute conversion values did not change significantly 

since the conversions are already quite high at the lowest temperature tested (575 C). For instance, 

the conversions increased by 3.8% at S/F = 1 and 8.8% at S/F = 2 when the reaction temperature 

increased from 575 to 625 °C. In addition, there is a 4% increase in coke selectivity as temperature 

increases. Figure 4.2a also indicated that the DIPEB selectivity remains to be similar with an IPEC 

selectivity up to 8%. This suggests that at higher temperature, IPEC is more likely to be converted 

to DIPEB and that the increase in coke selectivity could be resulted from adsorbed IPEC or DIPEB 
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on the KFeO2 surface. A detailed discussion and calculation of the adsorption energy will be 

presented in the later section.  

The effect of steam could also be inferred from the performance results. As shown in 

Figure C.S1, under dry conditions (i.e. S/F=0), the coke selectivity is 12% at 575 °C. This is ~6% 

higher than that with S/F=1:1 or 2:1. This indicated that the presence of steam would suppress the 

unwanted coke selectivity. Since CO formation is minimal, the mechanism for coke inhibition is 

unlikely to be due to steam gasification of coke. Rather, steam is likely to assist in maintaining the 

oxidation state of iron, which suppresses the coke formation. On the other hand, compared to 

S/F=2:1, S/F=1:1 demonstrated only a slightly higher activity in terms of conversions. The 

selectivity profile for both S/F seems to be similar. This inferred that at S/F above 1:1, additional 

steam might not have additional benefit. The effect of steam will be discussed in detail in the later 

section. 

The above results have also shown the potential benefit of utilizing CL-ODH scheme for 

the alkenylbenzene productions. Shown in Figure C.S2, as an example for the conventional DH 

reaction, we have also tested a KFeO2 based material at the same condition, which showed 45% 

DIPB conversion, 72.1% IPEC selectivity and 22.1% DIPEB selectivity. In addition, under DH 

condition, the DIPB conversion would be limited to ~70% from HSC, as opposed to the ~90% 

conversion shown above.  

4.4.2. Catalyst Characterizations 

4.4.2.1. Catalyst Bulk Phase Identification 

The XRD diffractogram at 1 kPa with different reduction time was shown in Figure 4.3 

under S/F=0. As can be seen in Figure 4.3a, in the Fresh sample, only La0.8Ca0.2MnO3 is observed. 

However, KFeO2 phase is observed after redox cycles. In addition, a slight formation of K2CO3 
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was observed. Reduced - 10 min sample represents the sample contacted with 1 kPa DIPB for 10 

minutes without re-oxidation. As can be seen, there is only a small formation of the Fe3O4. Under 

reducing environment, the main peak of La0.8Ca0.2MnO3@KFeO2 at 2q å 32 ̄ shifted slightly to a 

lower angle due to expansion. This expansion is resulted from the ionic radius increase in Mn due 

to reduction of DIPB and H2. A small amount Fe3O4 is also observed here since a higher partial 

pressure of DIPB is used, indicating that the catalyst is slightly reduced. After 30 minutes, 

prolonged reduction, small amount of Fe1-xCx was shown. It can also be seen that the relative peak 

height of KFeO2 is higher for the prolong reduction, this could be resulted from three factors: 1) 

the increased crystallinity of the KFeO2 phase; 2) the reduced relative peak intensity of 

La0.8Ca0.2MnO3 due to reduction. The detailed information of the XRD phase identification is 

summarized in Table C.S1 in Appendix C in the supplemental information. In sum, it can be 

inferred from the ex-situ XRD that under the reducing environment, the majority of the KFeO2 

phases could be preserved by reducing La0.8Ca0.2MnO3. 

 

Figure 4.3. a. ex-situ X-ray diffraction diffractogram (XRD) for Fresh, Cycled, 10 minutes 

reduction and 30 minutes reduction La0.8Ca0.2MnO3@KFeO2 samples at 575 °C, 1 kPa DIPB, 

S/F=0; b. in-situ XRD diffractogram of La0.8Ca0.2MnO3@KFeO2 at 575 °C under 1% H2 

environment/Air to simulate CL-ODH reactions. 

a. b.






































































































































































































