
 

 

 

ABSTRACT 

KIM, GI YOUNG. Automated Image Intelligence Adaptive Sensor Management System for 

High Altitude Long Endurance UAVs in a Dynamic and Anti-Access Area Denial 

Environment. (Under the direction of Thom J. Hodgson and Russell E. King.) 

The problem we investigate deals with an Image Intelligence (IMINT) sensor allocation 

schedule for High Altitude Long Endurance UAVs in a dynamic and Anti-Access Area 

Denial (A2AD) environment.  The objective is to maximize the Situational Awareness (SA) 

of decision makers.  The value of SA can be improved in two different ways.  First, if a 

sensor allocated to an Areas of Interest (AOI) detects target activity, then the SA value will 

be increased.  Second, the SA value increases if an AOI is monitored for a certain period of 

time, regardless of target detections.  These values are functions of the sensor allocation time, 

sensor type and mode.  Relatively few studies in the archival literature have been devoted to 

an analytic, detailed explanation of the target detection process, and AOI monitoring value 

dynamics.  These two values are the fundamental criteria used to choose the most judicious 

sensor allocation schedule.  This research presents mathematical expressions for target 

detection processes, and shows the monitoring value dynamics.  Furthermore, the dynamics 

of target detection is the result of combined processes between belligerent behavior (target 

activity) and friendly behavior (sensor allocation).  We investigate these combined processes 

and derive mathematical expressions for simplified cases.  These closed form mathematical 

models can be used for Measures of Effectiveness (MOEs), i.e., target activity detection to 

evaluate sensor allocation schedules.  We also verify these models with discrete event 

simulations which can also be used to describe more complex systems. 



 

 

 

We introduce several methodologies to achieve a judicious sensor allocation schedule 

focusing on the AOI monitoring value.  The first methodology is a discrete time integer 

programming model which provides an optimal solution but is impractical for real world 

scenarios due to its computation time.  Thus, it is necessary to trade off the quality of 

solution with computation time.  The Myopic Greedy Procedure (MGP) is a heuristic which 

chooses the largest immediate unit time return at each decision epoch.  This reduces 

computation time significantly, but the quality of the solution may be only 95% of optimal 

(for small size problems).  Another alternative is a multi-start random constructive Hybrid 

Myopic Greedy Procedure (H-MGP), which incorporates stochastic variation in choosing an 

action at each stage, and repeats it a predetermined number of times (roughly 99.3% of 

optimal with 1000 repetitions).  Finally, the One Stage Look Ahead (OSLA) procedure 

considers all the ‘top choices’ at each stage for a temporary time horizon and chooses the 

best action (roughly 98.8% of optimal with no repetition).  Using OSLA procedure, we can 

have ameliorated solutions within a reasonable computation time.  Other important issues 

discussed in this research are methodologies for the development of input parameters for real 

world applications. 
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Chapter 1  

 

Introduction  

Without accurate target information, 

a long range-high precision-quick response-all round-lethal weapon is useless 

just like answering correctly to the wrong question. 

- Giyoung Kim 
 

The scenario to be studied involves a situation where there is a belligerent nation that 

requires surveillance in order to determine its intentions, and to provide early warning of 

hostile activities.  There is a UAV (Unmanned Aerial Vehicle) on station adjacent to the 

hostile area.  Its complement of sensors includes synthetic aperture radar, an infrared sensor, 

and an electro-optical sensor.  The radar can be used independently.  Since the infrared and 

visual sensors share the same gimbaled sensor package and use common optics, their use 

needs to be scheduled.  There are a large number of (geographic) Areas of Interest (AOIs) 

that require surveillance. 

There is a ranking of importance of the various AOIs.  The ranking has been defined by the 

cognizant military commander.  Once a particular AOI k has been monitored, it is not 

necessary to monitor AOI k again for a period of time.  After that, it will become important to 

monitor AOI k again.  It is expected that the sensor allocation schedule for the AOIs will 

affect the number of detections of target activities.  The dynamics of target activity detection 

is a result of combined processes between belligerent behavior (target activity process) and 

our behavior (sensor allocation process).  Therefore, we investigate these combined 

processes and derive mathematical expressions for simplified cases. 
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The goal here is to develop a scheduling procedure(s) for the surveillance assets on the High 

Altitude Long Endurance (HALE) UAVs such as the Global Hawk in order to maximize the 

Situational Awareness (SA
1
) of the theater of operations commander.  As various events 

occur in particular AOIs, their relative rankings in the commander’s priority list may change.  

The schedule too may need to be adapted meet ongoing events.  Models and procedures to 

address the surveillance process will be developed. 

 

1.1 Motivation 

The possession of Weapons of Mass Destruction (WMD) and relentless threats of a missile 

strike on a friendly country’s territories are stringent security issues.  For these reasons, it is a 

matter of life or death to establish an early warning system with appropriate airborne 

platforms.  A few decades ago, the only viable aircraft used for surveillance or 

reconnaissance missions for certain areas in order to collect information over time were 

operated with a human onboard.  Now, however, UAVs can take over these “dull, dirty, and 

dangerous missions” [55] without risk to an aircrew.  Since UAVs play an increasingly 

critical role in military operations (and are being explored for numerous civilian applications 

as well), the US Department of Defense (DoD) spending on Unmanned Aerial Systems (UAS) 

increased from $284 million in FY2000 to $3.8 billion in FY2013 [18]. 

Motivated by recent advancements in UAVs, many researchers have studied route planning, 

multiple UAV allocation, cooperative control of UAVs, etc.  We follow the UAV 

                                                 

1
 Knowing what is going on so you can figure out what to do. [1] 



 

 

 

3 

classification of the ministry of defense of the UK which is based on an aircraft’s maximum 

gross take-off weight and normal operating altitude (refer to the Table 1.1).  In this research 

we are particularly interested in the operation of HALE UAVs which are equipped with an 

integrated sensor suite that provides Intelligence, Surveillance, and Reconnaissance (ISR) 

capability.  Surprisingly, there are few studies on HALE UAVs found in the literature. 

Table 1.1: UAV Classifications (Joint Doctrine Note 3/10 [35]) 

 

HALE UAVs have several distinguishing characteristics when compared to other categories 

of UAVs, such as Medium Altitude Long Endurance (MALE) UAVs.  HALE UAVs can fly 

over 60,000 feet for more than 24 hours and have long range high resolution sensor packages 

that are superior to low level UAVs. As a result, HALE UAVs are relatively safe from 

surface-to-air missile threats and have a more flexible flight path.  Moreover, there is no need 

to operate multiple HALE UAVs in one theatre of operation due to its wide sensor coverage.  

Global Hawk, which is a HALE UAV, has been called “the theater commander’s around-the-

clock, low-hanging (surveillance) satellite,” is the most expensive and the largest UAV 
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currently in operation by the DoD [23].  However, its capabilities in terms of sensor coverage 

and range are dominant in comparison with other UAVs.  

HALE UAVs have a competitive edge over reconnaissance satellites.  The chief operating 

officer at the Lexington Institute said ‘A reconnaissance satellite close enough to the earth’s 

surface to collect fine details will pass over areas of interest relatively quickly, and then out 

of range for most of its orbit; in order to dwell above specific locations, it must be parked in 

a geosynchronous orbit 23,000 miles from the surface’ [46].  However, HALE UAVs can 

furnish a real-time image with relatively high resolution. 

The primary question to be addressed in this research is: “How the different types of sensors 

should be allocated to heterogeneous targets in order to maximize a commander’s SA?”  In 

other words, what is the most judicious policy for allocating the onboard sensor assets to a 

set of targets over time?  Such a policy includes how long to search, how to order the 

sequence of sensor allocations and how often to revisit targets in a target rich environment. 

 

1.2 Problem Descriptions 

We are interested here in the ISR mission of a single HALE UAV system equipped with an 

integrated Imagery Intelligence (IMINT) sensor suite to maintain an early warning system 

with 24/7 monitoring in a theater of operation.  The HALE UAV must conduct its ISR 
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mission in an A2AD
2
 environment.  The theatre of operation is assumed to be a bounded 

region where target activities are encountered according to Poisson process with an arrival 

rate λ.  This assumption comes from the fact that there are many factors which lead to target 

activities, which is typically modeled as a Poisson process.  The HALE UAVs integrated 

sensor suite consists of 3 types of sensors which are Electro-Optic (EO), Infra-red (IR), and 

Synthetic Aperture Radar (SAR) types.  Each sensor type has different modes such as spot, 

area, and Ground Moving Target Indicator (GMTI) mode etc.  Initially, it is assumed that 

there exists a fixed number (K) of AOIs to monitor and the HALE UAV is not assigned to 

search new AOIs since other assets will be used for that type of mission. 

 
Figure 1.1: An example of an AOI layout [30] 

There are 3 types of targets: ‘an area target’; ‘a point target’; and ‘a moving target.’  As 

shown in Figure 1.1 which is a typical layout of SA-5 surface to air missile launch facility.  

Each AOI may comprise several targets.  It is necessary to define ‘Matching matrix, M(k, n)’ 

                                                 

2
 If anti-access (A2) strategies aim to prevent US forces entry into a theater of operations, 

then area-denial (AD) operations aim to prevent their freedom of action in the more narrow 

confines of the area under an enemy’s direct control. [42] 
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which is the degree of match between an AOI k and a sensor type/mode n.  For instance, if 

the best matched sensor type/mode allocates to the AOI, then the degree of match is 1.  

Otherwise, the degree of match is less than 1.  The required time for sensor allocation to AOI 

k is a function of the size of the AOI and the required image quality.  Target activity at an 

AOI may change over time such as troop dispositions, the erection of a missile launcher, 

natural disasters like flooding, and so on.  A sensor allocated to an AOI can detect these 

changes by comparing historical imagery with new imagery to determine if there are any 

subtle, dramatic, significant man-made or natural changes.  It is assumed that SA can be 

improved in two different ways.  First, the SA value increases if the AOI k is monitored for a 

certain period of time regardless of the target detections.  Second, if the sensor allocated to 

AOI k detects target activity, then the SA value will be increased.  Define these two increases 

in SA as k

MV  and k

DV , respectively.  These two values can be additive with the ‘detection 

value weight w1’ and ‘‘monitoring value weight w2’.  Operational environments and 

commander’s intentions will affect the choice of values.  Suppose that only one sensor 

allocation is considered during time period 0 to t, this problem can be expressed as: 

1 2
0

1 activity detection value
monitoring value

1

Maximize [ ( )] ( ,  ) ( )                          (1. 1)

such that                    

 




 
 

    
 
 



 



K t
k k k k

D D T M

k

K
k

T

k

w V E N t w M k n V d

t t          

where [ ( )] is the expected number of detections in AOI  by time 

            is a total sensor allocation time at AOT  by time 

k k k

D T T

k

T

E N t k t

t k t
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In order to provide a framework for more detailed consideration of the problem, it will be 

helpful to show the ‘target detection processes’ and ‘monitoring value dynamics.’ 

 

1.2.1 Target detection process 

Consider the ‘target detection processes’ first.  Based on experience as an F-16 pilot, we 

assume that an intensity of target activity (I) and target activity continuance time (S) are two 

major factors that affect the detection of target activity by an automatic change detection 

technique or human observation.  To clarify these factors in a mathematical form, define 

intensity function of target activity (D) as follows: 

( , )

( , )

( ,  ,  ) 1

where  and  are the activity start and end times, respectively, and

1   if time  is between  and 
1

0                 otherwise              

 


 


s e

s e

s e t t

s e

s e

t t

D I t t I

t t

t t t

 

Thus, the intensity function of target activity is a function of intensity, activity start and end 

times.  Here, assume that intensity value for a short time period is uniform. 

 
Figure 1.2: Example of intensity function dynamics 
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In Figure 1.2, if the magnitude of a target activity’s intensity is greater than or equals the 

upper threshold value (M), that is the target activity 1, an allocated sensor immediately 

detects target activity.  If the intensity of target activity is less than the lower threshold (m), 

that is target activity 4, the sensor never detects the target activity.  If the intensity of target 

activity is between lower and upper threshold, assume that we need certain amount of time to 

analyze target activity to discern “unusual change” from “routine change,” which is Required 

Time to Detect (RTD).  Thus, in this case, once the target activity continuance time (S) is 

bigger than RTD, then target detection occurs.  In Figure 1.2, the RTD of target activity 2 

with intensity m (lower threshold) is h seconds, and then the area of A is mh.  Assume that we 

always need the equivalent shaded area under the intensity function to detect a target activity, 

and then the shaded area of target activity 3 (Aʹ) should be equal to area A.  Thus, the RTD of 

target activity 3 (hʹ) with intensity mʹ is mh/mʹ (refer to Figure 1.3). 

 
Figure 1.3: Relationship between target activity intensity and required time to detection 

 

1.2.2 Monitoring value dynamics 

In the following, we illustrate the monitoring value dynamics.  Previously, it was assumed 

that the SA value increases when an AOI k is monitored by a sensor regardless of target 
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activity detection.  More specifically, knowing that ‘there is no target activity in the AOI k 

for a certain period of time’ also contributes to the commander’s SA.  Suppose that each AOI 

k has a user-defined (or estimated) monitoring value ( )k

MV t .  The value of ( )k

MV t  may 

change depending on sensor allocation time periods.  It is assumed that the sensor processing 

time for AOI k ( k

PT ), and the residual monitoring value sustainment time ( k

RT ) given no 

sensor allocation to the AOI k, are two major factors in the dynamics of ( )k

MV t .  These 

factors will closely relate to the required time for a single scan for AOI k.  Thus, the sensor 

processing time for AOI k is a function of the size of the AOI and the required image quality. 

In the case of the residual monitoring value sustainment time for AOI k, it is natural to think 

that a monitoring value will diminish after a certain amount of sensor allocated time. In other 

words, there is no need to reassign a sensor to AOI k during k

RT . 

There are two significant advantages by using the dynamic monitoring value, ( )k

MV t .  First, 

it is possible to allocate a sensor to an AOI k′ which has a smaller monitoring value than AOI 

k, that is, '( ) ( )k k

M MV t V t  for all t.  For instance, two AOIs, AOI k and AOI k′, have the same 

characteristics except the monitoring value, e.g. '( ) ( )k k

M MV t V t .  In addition, each AOI has no 

residual monitoring value sustainment time, i.e., ' 0k k

R RT T  .  Then, in this case, a sensor 

operator will never allocate a sensor to AOI k′ since AOI k always gives more “monitoring 

value” than AOI k′ regardless of the sensor allocation time schedule.   
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Figure 1.4: Comparison between static and dynamic monitoring value 

Consider the Figure 1.4 Case 1.  The overall monitoring value of the AOIs ( ( )MV t ) can be 

maximized when a sensor is allocated only to AOI k because the monitoring value of AOI k 

is always bigger than monitoring value of AOI k′ , 

 ' ''The overall monitoring value of the AOIs ( ( )) = max ( ),  ( ),  ( )

                                                                              ( ) for all .

k k k

M M M M

k

M

V t V t V t V t

V t t
 

By contrast, the existence of ‘positive residual monitoring value sustainment time’ may result 

in an allocation to AOI k′.  In Figure 1.4 Case 2, assuming that ' '' ' '' and k k k k k

R P P R PT T T T T    

then the monitoring value of overall AOIs ( ( )MV t ) is  

' '' ' '

'' ' ' ''

( )  for 0                            

( ) max{ ( ),  ( ),  ( )} ( )  for                  

( )  for 

k k

M P

k k k k k k k

M M M M M P P P

k k k k k k

M P P P P P

V t t T

V t V t V t V t V t T t T T

V t T T t T T T

  


    
     
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Second, it is easy to implement the ‘strict time window sensor allocation’ requirement by 

assigning appropriate monitoring values to a specific time period.  Suppose that the 

monitoring value of AOI k is time invariant, i.e. ( )  for all k

MV t a t  where a is a constant.  

On the other hand, assume the monitoring values of AOI k′ are time variant.  This can be 

interpreted as the commander’s monitoring value projection for AOI k′ changing over time.  

Assume also an urgent requirement for AOI k′ is ‘a sensor should be allocated in AOI k′ from 

t1 to t2.’  One way to satisfy this requirement is to assign large '( )k

MV t values for 1 2t t t  . 

 

 
Figure 1.5: Implementing a strict time window sensor allocation requirement with time 

variant monitoring values 

As shown in Figure 1.5, the initial sensor allocation between time 0 and t1 should be AOI k in 

order to maximize monitoring value of the overall AOIs ( ( )MV t ) since the monitoring value 

of AOI k (a) is larger than the monitoring value of the AOI k′ (c) and the sensor processing 

time for AOI k ( k

PT ) is equal to t1.  However, the monitoring value for AOI k′ at time t1 
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( '

1( ) k

MV t b ) becomes more valuable than a, i.e. b > a.  Therefore, the sensor switches to 

monitor AOI k′ during the time period from t1 to t2. 

A fundamental assumption for the monitoring value of AOI k ( k

MV ) is as follows: 

1. The monitoring value of each AOI may be non-homogeneous for each time period; 

2. If a time period is small enough, we can assume that the monitoring value of an AOI 

k within the same time period has the same value; and  

3. The monitoring value of each AOI is calculated assuming the most appropriate sensor 

type and mode is assigned to each AOI 

Basically, sensor allocation scheduling can be thought as sequential of decisions for selecting 

AOIs and sensor type/mode at each time period. 

 

1.2.3 Sensor allocation schedule related issues 

Now that we know the general idea of ‘the objective function value’, we may better 

understand the sensor allocation scheduling related issues. 

The sensor allocation scheduling related issues such as: 

 Inputs  

- Commander’s intents 

- Target activity detection and monitoring value of each AOI k 

- Sensor types: Synthetic Aperture Radar (SAR) and EO/IR sensors etc. 

- Sensor modes: Spot, Area and GMTI etc. 

- Sensor capabilities/limitations (function of time and environment)  

- The degree of match between the sensor type/mode and AOI 
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- Operational time horizon 

- Maximum sensor reallocation intervals 

- Weather forecast in each AOI 

 Outputs 

- Sensor allocation schedule: AOI i (sensor type/mode, starting time, ending time) 

for all i 

Typically, the first step in sensor management is to assign a priority to each task and with this 

prioritized task list, the available sensor resources are allocated [26, 27, 48, and 66].  In fact, 

the introduction of a ‘dynamic monitoring value’ makes it more difficult to assign priority in 

advance for the entire time window.  However, once a tentative sensor allocation schedule 

for the first time period is established, then we can see the scheduling effect on SA.   

The primary scenarios are discussed relative to ISR-Mission Condition (ISR-MCON).  

Define ISR-MCON as an alert status of an Operational Area (OA) to measure ISR Mission 

posture. 

 ISR-MCON 3 is in effect during an armistice. 

- Monitor the sensitive targets to maintain the status quo 

- Required to schedule long term dynamic sensor allocation 

 ISR-MCON 2 is in effect when there are indications of an escalated tension in an OA. 

- Significant changes in target priorities and increased number of targets 

 ISR-MCON 1 is in effect during wartime after establishing air superiority in an OA. 

- Reach the saturation point with additional missions such as targeting and 

bomb damage assessment 
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- Time Sensitive Targets (TST) have their own time constraints relative to 

acquirement of an image 

- Target information updates and response tempo will be increased 

- Short term dynamic sensor allocation schedule required 

In this research, we assume that the primary ISR Mission posture is ISR-MCON 3. 

Table 1.2: Recommended ISR mission card and sensor allocation schedule card 

 

 

A recommended form of ISR mission card and sensor allocation schedule card which should 

be the final results of our sensor allocation problem is presented in the Table 1.2.  It is 

composed of two parts, the ISR mission card and the sensor allocation schedule card.  The 

ISR mission card provides detailed descriptions of scheduled AOIs, such as coordination, 

 

ISR 
MSN 

card 

Sensor 

allocation 

schedule 
card 
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characteristics, sensor allocation time period, sensor type and mode, quantified importance 

level of each AOI, UAV Air Mission Pilot Notifications (AMPN), ISR Mission Controller 

Notifications (IMCN), and weather options.  The sensor allocation schedule card shows a 

brief summary of sensor allocation schedules for each sensor type and mode. 

 

1.3 Outline 

The dissertation is organized as follows.  Chapter 2 reviews the appropriate literature with 

respect to UAV related classic issues, sensor management, and earth observation satellite 

scheduling.  In Chapter 3 introduces several case based mathematical detection models and 

verifies them with discrete event simulations.  In Chapter 4 proposes a judicious sensor 

allocation schedule procedure that maximizes the monitoring value within time constraint.  In 

Chapter 5 shows the methodologies to elicit input parameter values.  In Chapter 6 describes 

an actual application to a baseline scenario and an effective way to combine the detection 

value and monitoring value functions as a simple mathematical formula.  Finally, Chapter 7 

summarizes contributions of this study and provides future research direction. 
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Chapter 2  

 

Literature Review 

The next war may be fought by airplanes with no men in them at all … Take everything 

you’ve learned about aviation in war, throw it out of the window, and let’s go to work on 

tomorrow’s aviation. It will be different from anything the world has ever seen. 

- General Henry H. (Hap) Arnold 

2.1 Overview 

To the best of our knowledge, there is no paper which directly studies the HALE UAV 

IMINT resource allocation scheduling problem to monitor AOIs in a dynamic and A2AD 

environment.  Therefore, we need to review several issues separately.  First, we survey the 

UAVs operation related classic problems.  Second, we examine the most recent sensor 

management methodologies.  Finally, the scheduling problems for the earth observation 

satellites are discussed. 

 

2.1.1 UAV operation related classic problems 

Like many other rapid growth industries, UAV operation related problems are not well 

classified.  Therefore, it is worthwhile to get these straight before we cover more specific 

details of our problem. 

There are many different types of UAVs.  In Chapter 1, we classified UAVs based on weight 

and operating altitudes, which directly affect their capabilities and limitations.  In this case, 

we use the primary factor for the UAVs operation problem as a UAV classification itself.  

And then, the operational environments such as fully/partially observable states, 



 

 

 

17 

deterministic/stochastic state transitions, static/dynamic environments, discrete/continuous 

state spaces, finite/infinite time horizon, single/multiple UAVs operations, 

centralized/decentralized UAV control, and complete/limited information sharing between 

UAVs can be important factors. 

 
Figure 2.1: Classification of UAV operational problems 

Figure 2.1 describes the characteristics, operating environments, and problems associated 

with each of the three classes of UAVs.  Class 1 UAVs are portable and hand launched with 

fixed EO/IR sensors which can be only used within line of sight.  Therefore, Class 1 UAVs 

need to cruise over a target in order to acquire images of the target due to their low 

operational altitude and limited sensor range capability.  Most papers related to Class 1 

UAVs either study the shortest path connecting all targets in order to estimate the mission 
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range for tactical reconnaissance UAVs [32], or seek to minimize the number of required 

UAVs [57] to cover a set of targets within limited fuel constraints.  Moreover, the low 

procurement cost of Class 1 UAVs enables us to consider swarm operations.  Swarm 

operations require autonomous and coordinated control of multiple UAVs [17, 52]. 

Class 2 UAVs are characterized as mobile catapult launched with rotatable EO/IR sensors.  

The notable difference in comparison to Class 1 UAVs is the requirement of air-space 

coordination with commercial or military aircraft due to the operating altitude.  In the case of 

Class 3 UAVs, they use paved runways because they are equipped with heavy integrated 

sensor suites and (sometimes) precision-guided munitions (PGMs).  Using satellite data-links 

make beyond LOS communication possible. 

 

2.1.2 Sensor Management (SM) Methodologies 

The remarkable advancements in sensor technology and the inherent complexity when 

applied to UAVs calls for rational Sensor Management (SM) to achieve overall improvement 

of system performance, in addition to the reduction of human operator workload.  Ng et al. 

[48] give a generic goal of SM as ‘to manage, coordinate and integrate the sensor usage to 

accomplish specific mission objectives.  The word ‘manage’ gives a sense of control over the 

sensors, ‘coordinate’ brings out the efficient use of the sensors and ‘integrate’ brings all the 

sensors into one family or combining all the sensor systems.’  Hero and Cochran [26] define 

the function of SM as the ‘dynamic selection of a sensor, from among a set of available 

sensors, to use at each time during a measurement period in order to optimize some metric of 
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performance.’  Xiong and Svensson [66] concisely define the basic objective of sensor 

management as ‘to select the right sensors to do the right service on the right object at the 

right time’. 

The primary considerations of sensor management are: 

 How to measure the objective value numerically in order to compare the 

performances among different sensor allocation schedules? 

 What kinds of inputs do we have? 

- Information needs 

- Observations  

 What are the controllable factors?  

 Control issues 

- Who: Commander, sensor operator, computer 

- When: Event driven or pre-determined time 

- Where: Centralized, decentralized, hierarchical  

- Is it fast enough to cope with a dynamic environment? 

- Is it good enough to use? 

In general, Sensor Management may use three types of control, e.g. centralized, decentralized 

or hierarchical, to aid in prioritizing tasks or sensor scheduling [48, 66].  In this dissertation, 

we only consider a single platform to control integrated IMINT sensor suites; we restrict 

control to centralized Sensor Management.  However, it may be unrealistic to use the term 

‘optimal’ for Sensor Management since the high degree of freedom and time-embedded 

complex reward structure may make it difficult to achieve an optimal solution in real time. 
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2.1.3 Scheduling problems for the Earth Observation Satellites 

An Earth Observation Satellite (EOS), which is mounted with image sensors such as EO/IR 

or SAR, usually orbits about 800 km above the earth’s surface.  It takes approximately 100 

minutes to orbit the Earth.  Thus, there is only a limited window of opportunity to observe a 

particular target area.  An EOS has finite on-board data storage which only can be 

downloaded within line of sight of ground stations.  It has restricted power availability to 

maneuver.  For these reasons, selection and scheduling a sequence of observations in the 

context of an EOS mission is a highly combinatorial problem.  This prevents a systematic 

and exhaustive search for an optimal schedule.  In recent years, numerous studies [16, 19, 20, 

21, 25, and 63] have attempted to explore the EOS scheduling problem.  None were able to 

find an optimal solution due to the inherent complexity.  Kramer et al [41] point out that 

‘Scheduling in a continuous plan-schedule-execute-reschedule environment requires more 

than just the ability to generated good schedules.  In such an environment we take as given 

that the schedules generated will be good, but not optimal, as even if generating an optimal 

schedule were possible, that schedule would quickly become obsolete as requirements are 

revised and feedback from execution is taken into account.  This view of things puts a weight 

on the ability to revise and improve an existing schedule quickly.’  For these reasons, various 

heuristic methodologies have been applied to this problem. 

Globus et al. [19, 20, 21] compare the performance of several heuristics such as Simulated 

Annealing (SA) [40, 65], stochastic Hill Climbing (HC) [4], Squeak Wheel Optimization 

(SWO) [37], and Genetic Algorithm (GA) [25, 31] on coordinated fleets of satellites.  
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Evolutionary programming such as GA is simple because it requires only that one can 

represent solutions, modify solutions, and evaluate solution fitness.  However, it is not an 

easy task to represent a time-lined scheduling problem in a single format, and major 

operators like random swap, mutation, or cross-over may produce an infeasible schedule.   

Frank et al. [11, 16] apply Heuristic Biased Stochastic Sampling (HBSS) [7] to EOS 

scheduling.  The HBSS repeatedly selects an observation, which still has time windows 

available, probabilistically from among the possible alternatives that are weighted according 

to a heuristic ranking or score. 

Zweben et al. [67] and Chien et al. [9] use a constraint-based iterative repair technique (move, 

insert, or delete jobs), which starts with a complete but possibly infeasible schedule, and 

iteratively modifies it with a repair heuristic until its quality attains an acceptable level.  

Similarly, Joslin and Clements [37] describe a “Squeak Wheel Optimization (SWO)” 

technique which has a construct/analyze/prioritize cycle to improve the quality of a schedule. 

A priority-based conflict-avoidance heuristic, which assigns the most conflict-free 

observation time window to the most desired request with limited backtracking, is also a 

popular methodology in several papers [16, 41, 63]. 

Lin et al. [45] treat the EOS problem as a single-machine job scheduling with a sequence 

dependent setup and operation time window constraints.  Lagrangian relaxation, linear search 

techniques, and heuristics were adopted to solve the daily imaging scheduling of an EOS. 

There are several similarities between HALE UAVs sensor allocation problems and EOS 

scheduling problems.  First, they usually have a fixed or restricted flight path equipped with 
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advanced image sensor suites.  Second, they need to allocate their limited resources in a 

target rich environment.  Third, each target area has a user-defined observation value.  Thus, 

the objective of EOS mission is to maximize the overall values over time. 

Despite the similarities, HALE UAV scheduling has distinct features from that of EOSs.  In 

HALE UAVs scheduling, target activity detection may affect subsequent sensor allocation.  

However, there is no consideration of target activity detection in EOS scheduling.  Moreover, 

the priority value of each AOI in HALE UAVs may change over time.  Finally, it may need 

to visit AOIs repeatedly to keep track of their status.  Thus, even though there are various 

similarities between the two problems, the problems need to be considered separately. 
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Chapter 3  

 

Target activity detection model formulations 

Once the command of the air is obtained by one of the contended armies, the war must 

become a conflict between a seeing host and one that is blind. 

-H. G. Wells 

3.1 Overview 

In order to develop a sensor allocation scheduling model, mathematical models of detection 

are needed.  The overall objective is to maximize the commander’s SA achieved by target 

detection and monitoring in AOIs.  The dynamics of target detection is the result of 

combined processes between belligerent behavior (target activity process) and our behavior 

(sensor allocation process).  Therefore, in Chapter 3, we investigate these combined 

processes and derive mathematical expressions for simplified cases.  These closed form 

mathematical formula will be used for Measure of Effectiveness (MOE), i.e., target activity 

detection to evaluate sensor allocation schedules.  We also verify these models with discrete 

event simulations. 

 

3.1.1 Model 1: 
Sensor Operation ProcessTarget Activity Process in AOI 

/ ,  /  + Dedicated sensor allocationk k k

k

M M M  

Consider a sensor assigned to monitor AOI k without interruption.  Assume that the sensor 

coverage is sufficient to cover the whole AOI.  Assume also that the inter-arrival time of 

target activities are independent and exponentially distributed with rate λ.  Each activity’s 

continuance time S
k
 is independent and exponentially distributed with mean 1/μ.  Let I

k
 be 
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the intensity of the target activities in AOI k.  Assume for a given AOI k, that each of the I
k
’s 

is independent and exponentially distributed with mean 1/γ and density function

( )k

x

I
f x e   .  The expression, / ,  /k k kM M M , means that target activity inter-arrival time, 

and its continuance/ intensity are exponentially distributed.  The last term, ∞, represents the 

self-service process. In other words, there is no service delay and capacity limitation.  In 

addition, dedicated sensor allocation means that a sensor is assigned to only AOI k.  We are 

interested in computing the expected number of detections that will occur by time t. 

Notice that there are two types of detections that can occur.  First, if I
k
 ≥M, then the target 

activity can be detected immediately.  Call this a Type 1 detection.  Let ( )k

MN t be the number 

of Type 1 detections by time t in AOI k.  { ( )k

MN t , t≥0} is a Poisson process with rate

[ ]kP I M  .  In other words, the expected number of Type 1 detections in AOI k by time t is

[ ( )]k M

ME N t te   (Figure 3.1). 

 
Figure 3.1: Type 1 detection example 
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Second, if m≤ I
k
 <M, then the target activity can be detected mh/I

k
 time units after its arrival.  

Call this a Type 2 detection.  Similarly, ( )k

AN t  is the number of Type 2 detections in AOI k 

by time t. 

In summary, define 

( )k

MN t : Number of detected target activities whose intensity is bigger than ‘M’ in AOI k by 

time t (Type 1 detections). 

( )k

AN t : Number of detected target activities whose intensity is between m and M in AOI k by 

time t (Type 2 detection). 

( )k

DN t : Total number of detected target activities in AOI k by time t, ( ) ( ) ( )k k k

D M AN t N t N t  . 

( )k

NN t : Number of undetected target activities in AOI k by time t. 

( )kN t : Total number of target activities occurred in AOI k by time t, ( ) ( ) ( )k k k

D NN t N t N t  . 

 
Figure 3.2: Type 2 detections with I

k
 =m 
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In Figure 3.2 it can be seen that the Type 2 detections have an inherent delay before actual 

detection occurs.  In general, the detection time for the i
th

 target activity in AOI k whose 

intensity is k

iI is 
arrival time required time to detect

/ k

i iT mh I conditioned on the required time to detect is less than 

the target activity continuance time S
k
.  Therefore, it can easily be seen that target activities 

that arrive between time 0 and t-mh/M can be classified as Type 2 detections by time t. 

 
Figure 3.3: Type 2 detection characteristics 

Note that { ( )k

AN t , t≥0} is a Poisson process with rate [ , ]k k kP m I M I S mh     where 
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Therefore, the expected number of Type 2 detections in AOI k by time t is 

( )

[ ( )] max(0, )
mh

xM
k x
A

m

mh
E N t t e dx

M





 

   .  Putting this all together, the expected number of 

detections by time t in AOI k is  

( )

( )

[ ( )] [ ( )] [ ( )] max(0, )
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Model 1 can be easily generalized for the target activity behaviors.  For instance, if each 

target activity’s continuance time and level of intensity are independent and identically 

distributed with cumulative distribution functions G
k
 and F

k
, respectively, then the expected 

number of detections by time t in AOI k is 

0

[ ( )] [ ( )] [ ( )] ( M) max(0, ) ( M,  )

[1 ( )] max(0, ) [( M,  ) | ] ( )

[1 ( )] max(0, ) [( ) | ] ( )

[1 ( )]
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 
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
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       

     
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



k

k

k k k k k k k

D M A
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I
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Im

k

mh
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3.1.2 Model 2: 

Target Activity Process in AOI Sensor Operation Process(Exponential Random / )

/ ,  /  +  Alternating Renewal Processesk k k

k on off

M M M  

Model 2 has the same target activity process as Model 1.  However, a sensor is assigned to 

monitor AOI k according to exponentially distributed sensor on/off times with rates θ and ξ, 

respectively.  That is, a sensor does not necessarily monitor an AOI k all the time.  

 

Figure 3.4: Target activity detection process diagram 
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In Figure 3.4, consider a sensor that can be in one of two states: on or off.  Initially, the 

sensor is off, and it remains off for a time X1.  Then, it turns on and remains on for a time Y1.  

It then turns off for a time X2, then on for a time Y2; and so on.  It is assumed that the random 

vectors (Xn, Yn), n≥1 are independent and identically distributed. That is, both the sequence of 

random variables {Xn} and the sequence {Yn} are independent and identically distributed; but 

we allow Xn and Yn to be dependent [56]. 

 
Figure 3.5:  The dependency of target activity detections on the sensor on/off cycle 

Figure 3.5 suggests that the renewal reward process cannot be applied directly to Model 2 

due to the dependency of target activity detection on the sensor on/off cycle.  For 

convenience sake, define the classes of target activities and types of target detections as 

given in Table 3.1: 
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Table 3.1: Classes of target activity and types of target detection 

Class of target 

activity 

Class I Intensity of target activity: I ≥ M 

Class II Intensity of target activity: m ≤ I < M 

Class III Intensity of target activity: I < m 

Type of target 

detection 

Type 1 Class I target activity arrival when sensor is on 

Type 2 Class I target activity arrival when sensor is off 

Type 3 Class II target activity arrival when sensor is on 

Type 4 Class II target activity arrival when sensor is off 

Let Pon be the long run proportion of time that the sensor is on and Poff be the long run 

proportion of time that the sensor is off.  Thus, 

(  is on at time )
0
1 (   ) ( ) 1/

lim , 1
(  ) ( ) ( ) 1/ 1/

   

       
       

    


t

sesnsor s

on off
t

ds E sensor is on E Y
P P

t E cycle length E X E Y

Then, the long run rate of type 1 and type 2 detections can be derived by conditioning sensor 

on/off when a target activity occurred: 

( type 1 detection)

( )
lim = (type 1&2 detection occur)= ( ,  detection occur)

(arrived when sensor on) ( ,  detection occur | arrived when sensor on)

(arrived whe

 


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
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

k
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t
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P
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P
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( ){ (min( , ') ')},  where '  is the remaining sensor off time
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Therefore, the expected number of type 1&2 detections by time t, i.e., [ ( )]k

ME N t  is 

2

( )( )

   


   

  

 

Mte  for large t. 

Similarly, the long run rate of type 3 and type 4 detections becomes 

(type 3 detection)

( )
lim (type 3&4 detection occur) ( ,  detection occur)

(arrived when sensor on) ( ,  detection occur | arrived when sensor on)

(arrived

 




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on off

P m I M
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Here, a type 3 detection event can be divided into two cases.  First, type 3 detection occurs 

during the sensor on cycle.  In this case, the target activity continuance time and remaining 

sensor on time should be larger than the required time to detection.  Second, type 3 detection 

occurs other than the sensor on cycle at which the target arrived.  Thus, the target activity 

continuance time should last until next sensor on time.  Once it lasts until the next sensor on 

time, the type 3 detection event starts over again due to the memoryless property. Thus, 

detection occurs at the first sensor on cycle

once 

(type 3 detection) ( ,  min( , ') )

                                   ( ,  min( , ') , ' ) (type 3 detection)
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I
it last until next sensor on time without detection, it start again by memoryless property 

      , where '  is remaining sensor on timeY
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( )

  (min( , ) ) (type 3 detection) (min( , ) , )

      , by conditioning on the intensity of target activity

  (type 3 detection) (min( , )
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In order to find (min( , ) , )  k kmh
P S Y S Y X

w
, condition on the target activity 

continuance time.  Thus, 
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The probability of type 4 detection also can be derived by using the probability of type 3 

detection and the memoryless property of sensor off time (X). 
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Therefore, the expected number of type 3&4 detections by time t, (i.e., [ ( )]k

AE N t ) is 
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Therefore, the expected number of detections by time t, i.e., [ ( )]k

DE N t  is 
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The analytical solution for Model 2 can be verified using a discrete event simulation (DES).  

In this DES for Model 2, we use the variables given below. 

Variables 

 Time variables 

- t : Amount of time that has elapsed 

- Target(i,1): Arrival time for target activity  i 

- Target(i,2): Exit time for target activity  i 



 

 

 

33 

- Target(i,3): Detection time for target activity  i 

- Sensor_on(j,1):  j
th

 sensor on starting time 

- Sensor_on(j,2):  j
th

 sensor on ending time 

- ta: Poisson process target activity arrival time 

 Counter variables 

- NtotA (t): Total number of target activity arrivals by time t 

- NtotD (t): Total number of detected target activity by time t 

 Quantative variables 

- Target(i,4) : Intensity for target activity  i 

To start the DES, we initialize all the variables. Since we assume that the ‘target activity 

process’ is independent of the ‘sensor operation process’, we generate values for ta, 

Sensor_on matrix and Target matrix separately except target activity detection time (refer to 

Figure 3.6).  

 
Figure 3.6: Initial ta, Sensor_on, and Target matrix example with 

( ,  ,  ,  ,  ,  ,  , , Simulation time) (0.5,  4,  0.2,  8,  1,  0.25,  2, 0.5, 30)M m h       



 

 

 

34 

First, we classify target activities into 3 classes depending on their intensity.  Next, we check 

if the class I and II target activities are detected or not by observing sensor on/off time and 

then save the detection time in the Target matrix.  

 
Figure 3.7: Target activity detection time storage example with 

( ,  ,  ,  ,  ,  ,  , , Simulation time) (0.5,  4,  0.2,  8,  1,  0.25,  2, 0.5, 30)M m h       

In Figure 3.7, the first target activity arrival time was 6.21 and it classified as a class II due to 

its intensity 2.21 which is between M and m.  Therefore, we need to check if the overlap time 

between target activity continuance time and sensor on time is bigger than mh/I, where mh/I 

is 1×0.25/2.21, i.e., 0.11.  In this case, it satisfies the detection requirement and the actual 

detection time is 6.32 which is the target activity arrival time (6.21) plus the required time for 

detection (0.11).  The 6
th

 target activity was classified as a class I and then immediately 

detected because the sensor was on when the 6
th

 target activity arrived.  The following flow 

chart (Figure 3.8) explains the DES for Model2 in detail. 



 

 

 

35 

 
Figure 3.8: DES for Model 2’s flow chart 

 

3.1.3 Model 3: 

Target Activity Process in AOI Sensor Operation Process(Deterministic S ensor on/off )

/ ,  /  +  Alternating Renewal Processesk k k

k

M M M  

In Model 3, we assume a deterministic sensor on/off process with times 1/θ and 1/ξ, 

respectively.  The derivation procedure of the long run rate of type 1 and 2 detections for 

Model 3 is analogous to the Model 2.  Accordingly, the long run rate of type 1 and type 2 

detections are  
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( )
lim = (type 1&2 detection occur)
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However, unlike the Model 2, we cannot use the memoryless property for the remaining 

sensor off time.  In other words, X ʹ is not equal to X.  Therefore, let X ʹ equals to U/ξ where 

U is Uniform distribution with range from 0 to 1.  Then, 
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As a result, the expected number of type 1&2 detections by time t, i.e., [ ( )]k

ME N t  is 

1 1


 
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Mte
e  for large t. 

For the convenience sake, we define the probabilities of the four different events; 

0

1. ( ) (type 3 detection)

2. ( ) (type 4 detection)

3. ( ) (type 3 or 4 detection occurs at the next sensor-on cycle)

4. ( ) (Sensor had been on before target activity arrived, type 3 









on

off

on

on

m

P D P

P D P

P D P

P D P detection)

 

Note that ( )onP D  and ( )on

mP D  are the same since the sensor-on event and target activity 

arrival cannot occur concurrently in continuous time.  Thus, the long run rate of type 3 and 

type 4 detections are can be denoted as: 
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( )
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.  To derive the explicit 

form of ( )on

mP D , it is necessary to divide the on

mD  event into two cases.  The first is that type 

3 detection occurs at the sensor-on cycle when the target arrived.  The second is that type 3 

detection occurs in other than the first sensor on cycle.  Therefore, 
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Furthermore, by conditioning on U and S
k
 in sequence, the ( )on

mP D  becomes 
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The ( )offP D  also can be derived by using 
0( )onP D  and the lack of memory property of target 

activity continuance time S
k
. 
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0 0
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All in all, the expected number of detections by time t for the Model 3 is 
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                   (3. 1) 

Now the basic detection mathematical models are developed.  The next step we need to 

check is to compare the analytical results with DES results.  The parameters used in this 

analysis are as follows: 

 Target activity process 

- Arrival rate of target activities (λ) 0.5/hour 

- Intensity of the target activity: exponential with mean (1/γ) 5 

                                                       uniform with mean (µ1) 5  

- Continuance time of the target activity: exponential with mean (1/µ) 0.25 hour 

                                                                      uniform with mean (µ2) 0.25 hour 

- Intensity threshold of target activity M=8, m=1  

- Maximum required time to detect target activity h=0.25 hour 
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 Sensor allocation process (Alternating renewal process) 

- Exponential sensor on/off with rate θ =2/hour and ξ =4/hour 

- Deterministic sensor on/off with 1/ θ =0.5hour and 1/ ξ =0.25hour 

Therefore the mathematical formulas and results for each model are as follows. 
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( )

1
( ) ( 0.2 )8
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Case 1: one replication with no truncation 

 
Case 2: 100 replications with truncation 

Figure 3.9: Graphical comparison between Analytical results and DES approach  

From Figure 3.9, it is evident that the discrete event simulations converge to the analytical 

results.  Comparing to Case 1 which is a single simulation result with no truncation, Case 2 

eliminates transient states and averages 100 simulation results out.  In the long run, the 99% 



 

 

 

41 

confidence interval includes the analytical results.  Moreover, there is no overlapped 

confidence interval among the different simulation models. (Refer to Table 3.2)  

Table 3.2: Numerical results comparison between analytical and DES approaches (101 

replications, 500hours, t-distribution with 100 degrees of freedom) 

 

 

 

3.1.4 Model 4: / ,  /  +  Deterministic Sensor Allocation Process for 5 k k kM M M K  

Now let us consider the monitoring of five AOIs with one sensor.  Suppose a deterministic 

rotating sensor allocation schedule is used for the  AOIs 1,2,3,4, and 5, i.e. the sensor 



 

 

 

42 

allocation schedule is (1,2,3,4,5,1,2,3,4,5,∙∙∙). Each time the sensor is allocated to AOI k, the 

sensor will monitor it for time t
k
. 

 

Figure 3.10: Example of deterministic rotating sensor allocation schedule 

In Figure 3.10, a red cell means that target activity was detected by the allocated sensor 

during the period.  Even though target detection events occur, there is no change in the sensor 

allocation schedule under Model 4 assumptions.  

 
Figure 3.11: DES results for deterministic rotating sensor allocation schedule with 

( ,  ,  ,  ,  ,  ) (4,  0.2,  8,  1,  0.25,  0.5) for AOI ,  =1, 2, 3, 4, 5k k k k k kM m h t k k    

Figure 3.11 gives some insight for the deterministic rotating sensor allocation schedule.  

Regardless of the target activity arrival rate, assuming the same parameters for each AOI 
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except for arrival rate, the detection ratio will converge to the same values.  This can be 

shown as follows.  Using Eq. 3.1, the detection ratio for target area k is 

1 1 ( )+ ( )

[ ( )]
   for large 
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where a sensor on time for AOI k (1/θ) in each sensor allocation cycle is t
k
=0.5 hour, and a 

sensor off time for AOI k (1/ξ) is 2 hours (
5

1
cycle length 2 hours for all k w k

w
t t t k


    ).  

The independency of the arrival rate in the detection ratio for a deterministic rotating sensor 

allocation schedule is well explained by Eq. 3.2 because there are no arrival rate λ
k
 terms in 

the detection ratio formula. 

 

3.1.5 Model 5: / ,  /  + Dynamic Sensor Allocation Process for 5 k k kM M M K  

In Model 5, there is basically an initial rotating sensor allocation schedule for the AOIs.  For 

instance, in Figure 3.12, the initial sensor allocation schedule is (1, 2, 3, 4, 5). Each time a 

sensor is allocated to AOI k, the sensor will monitor it for t
k
 time units.  If target activities are 

detected in a certain AOI during the previous cycle (let’s say target areas 1 and 3), the next 
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sensor allocation schedule will be changed to the (1, 2, 3, 4, 5, 1, 3).  In other words, the next 

sensor allocation schedule is a function of the previous cycle’s target detection events.  

st

th th

Sensor allocation schedule of the 1  cycle = {1, 2, 3, 4, 5}

( 1) cycle sensor allocation schedule ( cycle's detection event)   for =1, 2, 3, 

                                             = {1, 

i f i i 

th2, 3, 4, 5} {AOIs where detection occurred at cycle}i








 

 

Figure 3.12: Example of dynamic rotating sensor allocation schedule 

As expected, Figure 3.13 clearly shows that the detection ratio for each AOI converges to 

different values which are proportion to the target activity arrival rate.  This convergence 

characteristic in a dynamic rotating sensor allocation schedule has important implications for 

the possibility of estimating unknown arrival rate of new AOI. 
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Figure 3.13: DES results for dynamic rotating sensor allocation schedule 

Suppose we try to estimate ‘target activity arrival rate (λ)’, which is the most important factor 

of the target detection, for a newly assigned AOI.  If other target activity parameters such as 

‘intensity threshold of target activity (M, m)’, ‘maximum required time to detect target 

activity (h)’,  ‘distribution of the target activity intensity’ and ‘distribution of the target 

activity continuance time’ follow generalized values depending on target characteristics.  

That is, we already have categorized and generalized target activity analysis data.  In order to 

estimate λ, set all t
k
 to the same value and then apply the dynamic rotating sensor allocation 

schedule in real world HALE UAVs operation.  If we assume that target activity arrival rates 

in each AOI do not change over time, we can estimate the long run average sensor allocation 

cycle length and sensor on/off time ( ˆ1/  and ˆ1/ ) for each AOI in a cycle based on 

collected data.  Finally, we can estimate the unknown arrival rate for an AOI using equation 

3. 3 which is rearranged form of equation 3.1. 
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Without a doubt, this method to estimate a target activity arrival rate is better than simply 

designating a sensor to the newly assigned AOI for a long to get the value because the latter 

will lose chances to detect target activities in other AOIs.  It will be less biased estimator than 

simply assigning the same amount of time consecutively to get the target activity arrival rate 

in the newly assigned AOI. 

 
Figure 3.14: Number of detections for Model 3 and Model 4 using DES 
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Moreover, as you can see the Figure 3.14, a dynamic rotating sensor allocation schedule 

outperforms a deterministic rotating sensor allocation schedule with respect to overall 

number of detections.  
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Chapter 4  

 

Monitoring Value problem formulations 

A good plan, violently executed now, is better than a perfect plan next week. 

- George S. Patton 

 

4.1 Overview 

The primary focus on this chapter is to derive an optimal sensor allocation schedule that 

maximizes the monitoring value.  A detailed explanation and mathematical expression for the 

monitoring value is found in Chapter 1.2.  A discrete time integer program is formulated and 

then more simple approaches are presented to get a judicious sensor allocation schedule 

within a time constraint.  

 

4.2  Discrete Time Integer Programming (DTIP) formulation 

By its nature, the scheduling problem is continuous in time.  However, in practice, 

continuous time is frequently approximated by discretized time for computational 

effectiveness.  The performance of the discretized problem is closely related to granularity of 

the time intervals.  Bertsekas [6] proved that the solution of a discretized algorithm 

converges to the solution of the continuous algorithm, as the granularity of discretization 

becomes finer.  Moreover, if we treat each scheduling decision as a 0 or 1variable, it can be 

formulated as a binary integer program.  The notation used in the DTIP is as follows.  
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       total number of time periods for a HALE UAV operations, 1,  2,  ,   

       total number of AOIs, 1,  2,  ,  

       total number of different combinations of types and modes of sensors,  1







T t T
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N n ,  2,  ,   

          1 / ,  2 / ,  3 / ,  4 / ,  5 / ,  

          6 / ,  7 /
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Assuming that the objective of the discrete time IP is to maximize overall monitoring value, 

the IP formulation is as follows: 
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              (6) 

Constraint (1) ensures that only one of the EO or IR sensor modes can be assigned for each 

time period t since they share the same gimbaled sensor package.  Constraint (2) allows only 

one of SAR sensor mode to be assigned for each time period t.  Constraint (3) shows that 

only one sensor mode can be assigned to an AOI k for each time period t.  Constraint (4) 

indicates that once a sensor is assigned to an AOI k, then the sensor allocation has to be 

continued during the sensor processing time.  Constraint (5) means that once a sensor is 

assigned to AOI k at time period t̂  and no sensor was allocated to AOI k at ˆ 1t  , then the 

sensor allocation should be continued during the sensor processing time for AOI k.  

Constraint (6) forces the total number of sensor allocations between period t̂ and 

ˆ 1k k

P Rt T T    to be less than equal to the sensor processing time for AOI k.  Combining 

constraints (5) and (6), guarantees that no sensor is assigned to AOI k during a residual 

monitoring value sustainment time for AOI k.  Overall, the total number of binary variables 

is T×K×N and the number of constraints is 2T+2KT+KN(T-1). 

For instance, consider the following parameters: 
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6,  5,  ={33, 10, 8, 32, 33}, {3,  3, 1, 3, 3}, {1,  2, 3, 3, 3}

7 (1: / ,  2 : / ,  3: / ,  4 : / ,  5 : / ,  

            6 : / ,  7 : / )

M P RT K V T T

N EO spot EO area IR spot IR area SAR spot

SAR area SAR GMTI

   

  

1 1 .5 .8 .6 .5 .7 .3

2 1 .4 .6 .7 .8 .4 .7

 ( , ) 3 .8 .3 1 .9 .3 .8 .9

4 .6 .6 .9 .2 .6 .6 1

And the matching ma

5 .8 .8 .5 .4 .9 1 .2

trix: 

 
 
 
 
 
 
  

M k n  

That is, there are total 5 AOIs.  Each AOI has different characteristics.  For example, the 

monitoring value, sensor processing time, and residual monitoring value sustainment time of 

the AOI 1 are 33 per time unit, 3 time unit, and 1 time unit, respectively.  We have 7 

heterogeneous sensor types/modes available.  We only interested in a sensor allocation 

schedule to maximize the overall monitoring value for 6 time periods.  According to the 

matching matrix, the best matching sensor type/mode with AOI 1 is EO/Spot since M(AOI 1, 

1) is equal to 1.  If SAR/area sensor type mode is assigned to AOI 1, then the matching value 

is 0.7.  The IP formulation corresponding to these parameters is as follows: 

111 112 113 114 657

11 12 13 14 21 22 23 24 51 52 53 54

15 16 17 25 26 27 55
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ˆ ˆ ˆ ˆ ˆ ˆ ˆ ˆ1 2 3 4 5 6 7 min( , 1) 7
ˆ min{ ,  - +1}

ˆ                                                                                                 for all  and 1,

  
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k k
P R
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Ptk tk tk tk tk tk tk T t T T k
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T

x t k n

 

Using the CPLEX Optimizer, the optimal overall monitoring value for the 6 time periods and 

5 AOIs sensor allocation scheduling problem is 368. (Refer to Figure 4.1)  In the upper part 

of Figure 4.1, blue dots indicate non-zero binary variables.  The x-axis is the index of binary 

variables from x111 to x657 and the total numbers of binary variables are 6×5×7=210.  The y-

axis tell us the total numbers of constraints which are 2×6+2×5×6+5×7× (6-1)=247.  

Therefore, we can easily understand the structure of discretized time-indexed integer 

programming with the Figure 4.1. 
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Figure 4.1: IP constraints layout and CPLEX Optimizer result for a small size problem 

Period AOI n 

Constraint (1) 

Constraint (2) 

Constraint (3) 

Constraint (4)  

Constraint (6) 
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Figure 4.2: Representation of ‘ISR MSN card’ and ‘Sensor allocation scheduling card’ (Refer 

to section 1.2.3) 

Then, in order for the UAV controllers to interpret the CPLEX results, these mathematical 

results can be converted to the ‘ISR MSN card’ and ‘Sensor allocation scheduling card’ by 

analysts to make them understood more clearly. (See Figure 4.2) 

In this small toy problem, CPLEX can give an optimal solution.  However, consider a real-

size sensor allocation schedule for T=10,000 seconds (2.77 hours) and K=500 AOIs.  The 

total number of decision variables is 35,000,000 and the total number of constraints is 

45,016,500.  It is not likely to get an optimal solution using CPLEX in a reasonable amount 

of time.  For instance, for a randomly generated problem which considers sensor allocation to 

100 AOIs with a time horizon of 100, CPLEX cannot solve it within 6 hours.  If it is assumed 
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that each time unit corresponds to 1 second, the calculation time for CPLEX should be less 

than 1 minute 40 seconds in order to satisfy the requirements of a rolling horizon scheduling 

scheme.  This might be necessary to adapt to a dynamic environment. 

In Figure 4.3, the average computation time of experiment set (T=60, K=10) is approximately 

5,017 seconds.  Suppose that the time unit of this experiment is 1 second.  This means that it 

takes 5,017 seconds to determine a sensor allocation schedule for 60 seconds of real time, 

even for this tiny test problem. 

 
(T, K) (10,10) (20,10) (30,10) (40,10) (50,10) (60,10) 

Number of binary variables 700 1400 2100 2800 3500 4200 

Average computation time3 0.52 9.12 4.09 83.59 1034.49 5017.14 

Figure 4.3: CPLEX Computation time with 10 AOIs 

                                                 

3
 CPU seconds on Intel® Core™ i7 870 @ 2.93GHz Processor / 8.00GB RAM / 64-bit 

operating system 
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For this reason, it is necessary to find an alternative methodology to determine sensor 

allocation schedules within the operational tempo time constraint. 

 

4.3 The Myopic Greedy Procedure (MGP) 

Since the optimal solution for small size problems can be found by CPLEX, there is a base 

criterion for the performance of other algorithms.  The objective of the rest of this chapter is 

to introduce alternative heuristic methodologies which can find a relatively good solution 

with significantly little computation effort.   

The choice of a heuristic algorithm [3, 51, 53] largely depends on the characteristics of the 

problem at hand.  As one has seen in discrete time integer programming, the HALE UAVs 

sensor allocation schedule incorporates lots of strict operational constraints.  It is necessary to 

consider solution feasibility from the construction phase to the improvement phase.  The 

computation time for generating a single solution may take a nontrivial amount of time.  The 

most successful heuristics such as Genetic Algorithm (GA) [19, 20, 21, 25, 28, 31] and Ant 

Colony Optimization (ACO) [10] may require a significant amount of solution construction 

time since it is a population-based search method.  They need a number of initial feasible 

solutions, and a large number of replications to achieve a desired quality solution.  Moreover, 

it is not easy to represent a time-line scheduling problem in a single string solution format 

and local search operators may produce infeasible schedules.  Another heuristic category, 

namely single point search methods [Simulated Annealing (SA) [40, 65], Tabu Search [22], 

and Greedy Randomized Adaptive Search Procedure (GRASP) [13, 14, 15, 54]] need a 
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properly designed neighborhood structure as well as appropriate parameter selection schemes 

to control the rate of convergence (refer to Figure 4.4). 

  

3-Dimension solution surface (Side view) Solution trajectory (Top view) 

Figure 4.4: Example of a single point search heuristics 

In addition, single point search heuristics usually use a certain type of memory structure as a 

form of adaptive temperature, tabu list, pheromone, and pool of elite solutions to adjust the 

level of exploration (expanding the search space to escape local optima) and exploitation 

(restrict search space around a good solutions to find local optima).  Unfortunately, these 

complex structures lead to more reliance (and time consumption) on parameter tuning for 

different problem sets. 

As an alternative we present the Myopic Greedy Procedure (MGP).  The main idea of MGP 

is to choose an action which gives the biggest immediate unit time return at each decision 

epoch without violating operational constraints, and consider sensor allocations to each AOI 

as rectangular monitoring value block sequencing (described below).  This will ensure that 

the AOI which has a high monitoring value can be assigned a sensor at an early stage.  In 

Figure 4.5, the height of the block is the monitoring value, and the length of the block is the 
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sensor processing time.  The objective of this rectangular monitoring value block sequencing 

is to maximize the total area of blocks within time horizon T. 

 
Figure 4.5: Rectangular block when a sensor type/mode n is allocated to an AOI k 

Using the rectangular monitoring value block, notation and state transition dynamics are as 

follows: 

/

1 1 1 1 1
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1

/

1

1

1

where, sensor allocation decision point/time of stage 

             = EO/IR sensor assignable time at stage 

             = SAR sensor assignable time at stage 

             













m

EO IR

m

SAR

m

m

t m

t m

t m

H 1 2 3

1 1 1 1

1 1

AOI

 [     ] residual monitoring value sustaiment time for each AOI

              is a required extra time from  to consider a sensor allocation to AOI 

             set 

   

 





K

m m m m

k

m m

m

h h h h

h t k

S 1of AOIs that can be allocable at stage  = zero index set of matrix mm H

 

Every constraint regarding the requirements of the sensor allocation schedule is reflected in 

the input data, state variables, and state transition dynamics.  The MGP chooses an action 

=[ ,  ]m m ma k n  which maximizes the immediate unit time return { ( ,  )}mk

M m mV M k n  for all 

stage m.  Define the immediate return with state xm-1 and time horizon T as 

1 1

immediate unit time return

( ,  ) ( ,  ) [min{ - , }]m mk k

m M m m m Pg x T V M k n T t T                                                   (4. 1) 

Therefore, the overall monitoring value achieved, with initial state x0 and time horizon T, is 

1

0 0 1 1

0

( ,  ) ( ,  ) ( ,  ) ( ,  ) ( ,  )






    
M

M m

m

f x T g x T g x T g x T g x T                            (4. 2) 

In the MGP, at each stage, check ‘where am I (state)?’ and decide the best action based on 

available sensors and allocable AOIs to maximize the immediate unit time return.  Then 

calculate the next sensor allocation time and monitoring value dynamics for each AOI 

corresponding to the current decision.  The procedure continues until mt  is equal to T.  A 
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schedule is a set of triples (km, nm, tm-1) for stage 1 to M.  In other words, a sensor type/mode 

nm was allocated to an AOI km at stage m from time tm-1 to min{tm-1+ mk

PT , T}. 

If the same example in Integer Programming is considered, we have the following 

parameters: 

 

6,  5,  ={33, 10, 8, 32, 33}, {3,  3, 1, 3, 3}, {1,  2, 3, 3, 3}

7 (1: / ,  2 : / ,  3: / ,  4 : / ,  5 : / ,  

            6 : / ,  7 : / )

M P RT K V T T

N EO spot EO area IR spot IR area SAR spot

SAR area SAR GMTI

   

  

1 1 .5 .8 .6 .5 .7 .3

2 1 .4 .6 .7 .8 .4 .7

 ( , ) 3 .8 .3 1 .9 .3 .8 .9

4 .6 .6 .9 .2 .6 .6 1

And the matching ma

5 .8 .8 .5 .4 .9 1 .2

trix: 

 
 
 
 
 
 
  

M k n  

 
Figure 4.6: Layout of all potential decisions with respect to value and time 

In Figure 4.6 shows the various possible decisions at each stage.  When examining the 

logical flow of the procedure, it is useful to observe each decision stage by stage. 

1) Starting at stage 1. 

 
Figure 4.7: At stage 1, x0=[0 (0 0) (0 0 0 0 0)], AOI

1S ={1,2,3,4,5} 



 

 

 

61 

Choose an action at stage 1 which maximizes the immediate unit time return 
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2) At stage 2, 

 
Figure 4.8: At stage 2, x1=[0 (3 0) (4 0 0 0 0)], AOI

2S ={2,3,4,5} 

Choose an action at stage 2 which maximizes the immediate unit time return 
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3) At stage 3, 

 
Figure 4.9: At stage 3, x2=[3 (3 3) (1 0 0 0 3)], AOI

3S ={2,3,4} 
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4) At stage 4, 

 
Figure 4.10: At stage 4, x3=[3 (3 6) (1 0 0 6 3)], AOI

4S ={2,3} 
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Since t4 equals the time horizon T, the procedure stops.  The overall monitoring value 

derived, f(x0, T), is 324 which is less than the optimal solution from CPLEX (for large 

problems, the MGP performs much better). 
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Figure 4.11: Final status, x4=[6 (6 6) (0 2 0 3 0)], and summary of results 

In Figure 4.10, the decision to maximize the immediate unit time return at stage 4 was to 

allocate an EO/IR sensor to AOI 2 at stage 4.  However, in the CPLEX solution (See Figure 

4.2), if an EO/IR sensor is allocated to AOI 3 at time period 4 then another EO/IR sensor can 

be allocated to AOI 1, which has the highest monitoring value, from time period 5 to 6 since 

the extra required time to consider a sensor allocation to AOI 1 at stage 3( 1

3h ) is 1. 

Table 4.1: Pseudo code of Myopic Greedy Procedure (MGP) 

Myopic Greedy Procedure (MGP) 

   Initialize state: x0=[0 0 0···0] 

   Stage index(m)=1 

   while the sensor allocation decision time(tm-1) is less than the time horizon T   do 

             Find the available sensor type/mode and allocable AOIs based on state xm-1 

             Choose the action(am) which maximizes the immediate unit time return 

             Update next state: xm=D(xm-1, am) 

             m=m+1 

   end  while 

The MGP may not give the optimal sensor allocation, particularly at the very end of a 

schedule.  As shown in Table 4.1, the procedure is extremely simple.  The complexity of the 
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procedure is O(M×K×N).  In Figure 4.12, it can be seen that the computation time of the 

MGP for a problem with 500 AOIs and 100,000 time periods takes about 1.0 second.  Given 

a one second increment, that is a 27.77 hour schedule.  This dramatically increases a potential 

tactical value of a solution in that the computation time is not a constraint to the practical 

application of the scheduling model. 

 
(T, K) (100,30) (500,100) (500,200) (500,300) (500,500) (1K,500) (10K,500) (100K,500) 

# of binary 

variables 
21K 350K 700K 1.05M 1.75M 3.5M 35M 350M 

computation 

time (seconds) 
0.015 0.0166 0.0158 0.019 0.022 0.032 0.082 0.996 

Figure 4.12: Computation time comparisons for different random seeds and problem sets 

(K=1,000, M=1,000,000) 

 

4.4 Enhanced procedures for scheduling 

CPLEX can find an optimal solution, but can solve only toy problems.  The MGP can solve a 

large size problem within a few seconds.  However, the quality of its solution is not 

guaranteed.  In addition, it may be possible to enhance the performance of the procedure 

without investing significantly more computation time.  In succeeding sections 

improvements to the procedure are investigated to determine the trade-off between solution 
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quality and computation time.  The first key idea is to consider randomization in the 

scheduling procedure.  The second one is to apply a local search technique. 

Here, following two questions can be asked to introduce these procedures as alternatives:  

First, are the proposed procedures good enough in terms of solution quality to use as an 

alternative for CPLEX?  Second, are they fast enough to solve large scale problems?  In 

order to answer the first question, ‘relative difference with respect to optimal solution’ for 

small size problems was calculated by the following formula: 

CPLEX Proposed procedure
Relative difference 100%

CPLEX


                                               (4. 3) 

Note that it is not possible to find the optimal value for large size problems with CPLEX.  

Thus, it is necessary to define the ‘Relative Improvement from the MGP (ΔMGP)’ to 

measure performance of a proposed procedure. 

Proposed procedure MGP
Relative Improvement from MGP ( ) 100%

MGP


  MGP            (4. 4) 

 

4.4.1 Hybrid Myopic Greedy Procedure (H-MGP) 

The advantage of MGP is an efficient computation time.  However, its schedule is 

deterministic.  A H-MGP which incorporates randomness in choosing an action at each stage, 

and repeats it a predetermined number of times, may achieve better results.  Note that the H-

MGP shares some common aspects such as ‘multi-start’ and ‘iterative random choice’ with 

the Greedy Randomized Adaptive Search Procedure [83, 84, 85, 86].  The randomness has 
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two implicit advantages.  First, it can generate several different high quality schedules in a 

reasonable time.  Second, even though the enemy has knowledge of the flight trajectory and 

scheduling algorithm of the HALE UAV, it is difficult to predict the exact sensor allocation 

schedule.  In the case of the H-MGP, three additional parameters need to be defined. 

  :   

  :     

  

  

  :  

rep

c

e

N Number of replications

N Number of ac

robability of

tion choices

P explorP ation

 

Table 4.2: Pseudo code of Hybrid Myopic Greedy Procedure (H-MGP) 

Hybrid Myopic Greedy Procedure (H-MGP) 

   Set Nrep, Pe, and Nc 

   for Nrep   do 

        Initialize state: x0=[0 0 0···0] 

        Stage index(m)=1 

        while the sensor allocation decision time(tm-1) is less than time horizon T   do 

             if uniform(0,1) < Pe then do not explore 

                 Find available sensor type/mode and allocable AOIs based on state xm-1 

                 Choose the action(am) which maximizes the immediate unit time return 

                 Update next state: xm=D(xm-1, am) 

                 m=m+1 

             else do explore 

                 Find the top Nc AOIs among all available AOIs at state xm-1 

                 Choose an action(am) among the top Nc AOIs (other than the top 1) 

                 Update next state: xm=D(xm-1, am) 

                 m=m+1 

             end  if 

        end  while 

   end  for 

   Choose the best among the Nrep different sensor allocation schedules and the MGP 

Randomness in the H-MGP is controlled by ‘number of action choices’ and ‘probability of 

exploration.’  Suppose the ‘number of action choices’ is 3.  Then, one of the actions among 
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the ‘Top 3’, in terms of immediate unit time return, will be chosen at each stage.  For 

instance, in case of MGP, the top choice at each stage is taken.  The ‘probability of 

exploration’ means that the top alternative will be chosen with probability (1-Pe).  An action 

other than the top one is chosen with probability Pe equally spread among the ‘action choices 

(Nc-1)’ (See Table 4.2). 

Without exploration, i.e., Pe = 0, the H-MGP is the same as the MGP.  If the Pe = 1, that 

leads to a completely random choice at each stage with ‘action choices’ other than the top 

one.’  In general, most of the actions at each stage in an optimal solution are the same as the 

top one.  The question is: What should the Pe be, and how many repetitions are needed to 

achieve good results? 

 

 

Figure 4.13: Distribution of Pr(Top j) for j=1,2,∙∙∙,5 (Pe=0.5, Nc=5) 

At each stage of the H-MGP, check whether a randomly generated number is greater than the 

Pe.  If the answer is yes, the action is the top one.  Otherwise, choose from the Nc-1 choices.  



 

 

 

68 

For instance, in Figure 4.13, the top action will be chosen if the random number is greater 

than 0.5.  If the random number is 0.2, the Top 4 action will be used.  Overall, suppose the 

number of available AOIs at stage m is greater than or equal to Nc, then Pr(Top 1) = 1-Pe, 

and Pr(Top j) = Pe/(Nc-1) where j is between 2 and Nc (See Figure 4.14). 

 
Figure 4.14: Action choice decision tree diagram of a H-MGP 

It is necessary to consider the desired number of repetitions to achieve good solutions within 

a time constraint.  Moreover, the Nc and Pe, which are the primary factors in the diversity of 

solutions, also play pivotal roles.  In order to understand the effects of these various factors, 

the following design of experiments is executed.  In Figure 4.15, there are 4 different 

combinations of time horizons (T) and number of AOIs (K).  Each problem has 100 randomly 

generated parameter sets.  The sub-experimental design composed of 3 factors and 3 levels, 

respectively.  Therefore, the total number of data points we studied in this initial design of 

experiment is 4×100×3×3×3=10,800. 
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Figure 4.15: Initial design of experiment layout for a H-MGP 

Figure 4.16 offers clear evidence of a significant difference between the MGP and the H-

MGP results.  Admittedly, the 95% confidence interval of the relative difference for the H-

MGP is much narrower than the MGP’s.  Apparently, there is a dramatic ‘relative difference’ 

drop from 100 to 500 repetitions, however, no noticeable decrease from 500 to 1000 

repetitions since the 95% confidence intervals overlapped each other.  When approached 

from the perspective of computation time, it is linearly proportional to the number of the 

repetitions.  Notice that the ‘relative difference’ can be reduced into less than 1% with 1000 

repetitions. 
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Figure 4.16: 95% confidence intervals of relative difference with respect to optimal value for 

initial experimental designs (Pe, Nc, repetition times) 

On the surface, the minimum relative difference can be achieved at the (Pe =0.3, Nc =3, 

Nrep=1000).  By and large, it is likely that as the number of action choices increases, the 

relative difference decreases.  In addition, the relative difference is inversely proportional to 

the probability of exploration.  It is worthwhile to consider additional levels which are Top 5 

and Pe =0.4. 

In Figure 4.17, only 1000 repetitions is considered.  Interestingly, there is no improvement 

for Top 5 cases and Pe =0.4.  Since the MGP is the same as the Top 1 case, the linked line of 

each case is convex.  It can be concluded that there exists a best value for probability of 

exploration and number of action choices in this experiment, that is (Pe =0.3, Nc =3).  Note 

that the average relative difference of the MGP is almost 6 times larger than the H-MGP with 

(Pe =0.3, Nc =3). 
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Figure 4.17: 95% confidence intervals of relative difference with respect to optimal value for 

‘1000 repetitions’ experimental designs (Pe, Nc) 

For small size problems, the parameter set (Pe =0.3, Nc =3, Nrep=1000) gives good results.  

How about large size problems?  As has been noted earlier, the optimal action at most of 

stages is an action which maximizes immediate return.  That is to say, only a few stages’ 

action is not an action which maximizes immediate return.  Presumably, this observation 

contains a hint of small values for the parameter set (Pe, Nc) also will give reasonably good 

solutions for large size problems.  Then, what are the best choices in terms of Pe, Nc, and 

number of repetitions?  Based on the best choices for small size problems, the initial 

experiment setting is as the following Figure 4.18. 
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Figure 4.18: Initial design of experiment layout for a H-MGP (large size problems) 

In Figure 4.18, the problems have time horizons (T) of 10,000 periods and 500 AOIs (K).  

The Nc has five levels from 2 to 6.  The Pe has six levels: 0.05, 0.01, 0.1, 0.2, 0.3, and 0.4.  

The Nrep is critical for large problems with respect to computation time.  The Nrep ranges 

from one to 1,000.  To begin, each set of three factors is replicated one time to grasp a broad 

idea.  Then, it is replicated 100 times with different random seeds to get meaningful averages.  

The total number of data points in the initial DOE is 1×5×6×1000×100=3,000,000. 

In Figure 4.19, it appears that Pe = 0.05 and Pe = 0.1 perform relatively well over the range of 

the Nrep and Nc.  There is little improvement from 500 to 1,000 repetitions.  In order to 

achieve more clarity, the experiment is repeated 100 times to calculate the average values of 

ΔMGP.  The results are displayed in Figure 4.20.  As speculated, Pe =0.05, and Pe =0.1 

performed the best.  The value of ΔMGP gradually decreases as Pe increases from 0.1.  Also, 

the value of ΔMGP gradually decreases as the Pe decreases from 0.05.  As the value of Pe 

increases from 0.1, the sensitivity to Nc increases.  For instance, in case of the Pe =0.1, there 

is little sensitivity to Nc.  However, the sensitivity increases as Pe increases.  Interestingly, 
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‘Top2’ and ‘Top3’ performance reverses as the value of Pe decreases from 0.1.  Again, there 

is little improvement as Nrep increases from 500 to 1,000.   

In order to find the best parameter set for large-size problems, the 95% confidence intervals 

for the different parameter sets are compared in Figure 4.21.  It gives persuasive evidence 

that performance is concave with respect to Pe and peaks between Pe=0.05 and Pe =0.1.  In 

addition, the effect of Nc is relatively minor in this range.  These observations indicate that 

the best parameter set for large size problems may be (0.05≤Pe≤0.1, 2≤Nc≤6).  However, 

depending on the characteristics of different problems, more detailed analysis to may be 

required. 

It is necessary to reiterate the two questions presented earlier in Section 4.4 as to the 

adequacy of H-MGP as an alternative procedure for CPLEX.  First, is H-MGP good enough 

in terms of solution quality?  It may be appropriate to say ‘partially yes’ for this question.  

For small size problems, H-MGP achieves less than 1% relative difference to CPLEX.  With 

a potential improvement of less than 1.0%, and a serious time value for analysis, it is not 

likely that this would be a productive effort for small size problem.  However, for large-size 

problems, the solution space is quite large as opposed to small-size problem.  Moreover, 

since the H-MGP solution is iteratively constructed without any local search technique, the 

gap between the H-MGP and the unknown optimal solution may be increased.  For this 

reason, it is desired to consider local search technique for large problem to improve solution 

quality. 
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Pe=0.01 Pe=0.05 

  

Pe=0.1 Pe=0.2 

  

Pe=0.3 Pe=0.4 
Figure 4.19: The characteristics of ΔMGP in terms of parameters and number of repetitions 

(one replication, X-axis: number of repetitions, Y-axis: ΔMGP) 
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Pe=0.01 Pe=0.05 

  

Pe=0.1 Pe=0.2 

  

Pe=0.3 Pe=0.4 
Figure 4.20: The characteristics of ΔMGP in terms of parameters and number of repetitions 

(100 replications, X-axis: number of repetitions, Y-axis: ΔMGP) 
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Figure 4.21: 95% confidence interval comparison for the different parameter sets (1000 

replications, 100 different problems, Y-axis: ΔMGP) 

Second, is the H-MGP fast enough to solve large scale problems?  In this case, Table 4.3 can 

give us some insight.  In Table 4.3, the average computation time for T=100,000, K=500 is 

approximately 1,001 seconds with Nrep=1,000.  Since the computation time is consistent from 

iteration to iteration, it is possible to predict the overall computation time for the specific 

number of iterations. 

Table 4.3: MGP and H-MGP computation time comparisons (K=1,000) 

T=# of time periods, K=# of AOIs 500,100 1K,500 10K,500 100K,500 

Average 

Computation 

time(seconds) 

MGP 0.0166 0.032 0.082 0.996 

H-MGP(Nrep=500) 1.67 10.18 36.23 499.03 

H-MGP(Nrep=1K) 3.328 20.444 73.133 1001.8 

 

Assume that the operational time unit is 1 second.  This means that it takes less than 17 

minutes to determine a sensor allocation schedule for 27.7 hours of real time.  It may suffice 
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to say that the H-MGP should work well for large-size problems in terms of computation 

time. 

4.4.2 One Stage Look Ahead (OSLA) procedure 

As seen from the H-MGP, the objective value can be improved by randomly choosing an 

action among a small number of ‘top choices.’  In this regard, it is reasonable to restrict the 

search space at each stage to the ‘top choices.’  The OSLA procedure in Table 4.4 considers 

just the ‘top choices’ at each stage m for the temporary time horizon Tm and chooses the best 

action which maximizes the combined values (immediate return and future return). 

Table 4.4: Pseudo code of One Stage Look Ahead Procedure (OSLA) 

One Stage Look Ahead Procedure(OSLA) 

   Set Tm and Nc 

   Initialize state: x0=[0 0 0···0] 

   Stage index(m)=1 

   while the sensor allocation decision time(tm-1) is less than time horizon T   do 

         Find the top Nc AOIs among all available AOIs at state xm-1 based on immediate return 

         for k ï the top Nc AOIs   do 

               Calculate the immediate return when AOI k is chosen 

               Apply the MGP to calculate the future return for min{tm-1+ Tm, T} 

               Calculate the combined return (immediate return+ future return) 

         end   for 

         Choose the action(am) which maximize the combined return among the top Nc AOIs 

         Update next state: xm=D(xm-1, am) 

         m=m+1 

   end   while 

Since there is no repetition in the OSLA procedure, the computation time is negligible given 

that the temporary time horizon is properly selected.  The quality of the sensor allocation 

schedule may be enhanced by considering future return. 



 

 

 

78 

In order to implement OSLA procedure, additional notations are necessary to be defined:  

1 1

1

 : Temporary time horizon of stage ,  =1, 2, , 

 ( ,  [  ]) :  immediate return when action [  ] is chosen at state 

 :  best action chocie at stage 

 where  ( ,  [  ])
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From the previous example in Chapter 4.3, the OSLA gets the same solution at CPLEX (See 

Figure 4.22). 

 

 
Figure 4.22: Summary of OSLA procedure results 

Two hundred randomly generated small-size problems are compared using the MGP, the H-

MGP, the OSLA procedure, and CPLEX.  Clearly, the MGP performs poorly relative to 

CPLEX (see Figure 4.23).  Note that the relative difference of the H-MGP is less than OSLA.  

For small-size problems, the potential search space is relatively small.  Thus, the feature of 

the H-MGP (many repetitions accompanied by random choice) works better than a single 

implementation with a local search technique.  If the OSLA is implemented several times 
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with random ‘top choices’ and ‘a temporary time horizon’ at each stage (call this OSLA-

replications), the solution quality improves significantly. 

 

Figure 4.23: 95% confidence interval of relative difference comparisons for small-size 

problems ((K=10 or 20, T=20 or 30), H-MGP 1000 repetitions) 

To compare the relative improvement of the OSLA and H-MGP for large-size problems, 30 

randomly generated problems were conducted.  From Figure 4.24, the OSLA outperforms the 

H-MGP. 

 
Figure 4.24: Relative improvement and computation time comparison for 30 randomly 

generated large-size problems (K=500, T=100,000 seconds, H-MGP 1000 repetitions) 
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In addition to an improved objective quality, the computation time for OSLA is much faster 

than the H-MGP.  For instance, suppose that the computation time for MGP is 1 second, and 

then the H-MGP with 1,000 repetitons takes approximately 1,000 seconds.  It takes only 17 

seconds for the OSLA procedure.  A better solution approach is possible, but would typically 

take significantly more computational effort.  In reality, since several input parameters such 

as monitoring value of each AOI are often not known exactly, a decisive distinction between 

near optimal and the optimal solution may not exist.  Moreover, as one can see in Figure 4.25, 

the OSLA procedure is very intuitive and simple to understand.  For these reasons, it is 

relatively straightforward to achieve the desired accuracy from the OSLA procedure for large 

problems.  Overall, the OSLA procedure is a rational alternative to the alternatives presented. 

 
Figure 4.25: Snapshot comparison of different procedures at each stage 
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Figure 4.26: Sample sensor allocation diagram as a function of the time horizon T (Green: 

SAR sensor, Red: EO/IR sensor, Star: starting point, Blue circle: unallocated AOI) 

A sample sensor allocation diagram using the OSLA procedure is illustrated in Figure 4.26.  

One hundred randomly generated AOIs are located within a 100 by 100 notional theater of 

operation.  As the time horizon T increases, the number of unallocated AOIs (blue circle) 

decreases.  At the same time, the frequency of the sensor reallocation to the high-valued 

AOIs increases.  
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Chapter 5  

 

Methodologies for the development of input parameters 

If our Air Forces are never used, they have achieved their finest goal. 

- General Nathan F. Twining 

 

5.1 Overview 

The focus of this chapter is to introduce methodologies for the development of input 

parameters.  The chapter consists of two parts: (1) a modeling approach using conjoint 

analysis [38, 47] to obtain a ‘monitoring value’ for each AOI; and (2) a meaningful way to 

set the ‘Matching Matrix’ with both a quality of the information obtained and the time 

required to determine that quality of information as a function of the sensor mode. 

 

5.2 Monitoring value of AOIs 

The sensor allocation schedule for HALE UAVs is very sensitive to the target detection and 

monitoring value of each AOI.  In this section, a practical way to derive a numerical 

monitoring value (or utility) of each AOI is introduced.  In other words, the relative value of 

allocating a sensor to an AOI versus allocating the sensor to another AOI is introduced.   

It is important to perceive the principle behind value assignment in a military campaign.  

Ancient Chinese strategist Sun Tzu said ‘know the enemy and know yourself; in a hundred 

battles you will never be in peril.’  In this context, much attention should be given to the 

following questions in order to assign a meaningful monitoring value of each AOI: 
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(1) What is the probable course of action of the enemy? (Know the enemy) 

     -  How is the enemy expected to make surprise attack? 

     -  What do they intend to accomplish in first 24 hours? 

     -  What are the assets they will use to achieve their objective?  

(2) What is the core value to protect? (Know yourself) 

     -  What is most vulnerable to enemy attack?   

     -  What are the necessary assets to continue our mission? 

     -  What are the imminent threats to these assets? 

     -  What is the primary objective of the HALE UAV mission? 

In short, high monitoring values should be assigned to AOIs which the enemy wants to hide, 

and which is critical to their mission. 

US Joint Forces Command developed the Target Value Analysis (TVA) tool [8, 36] to assign 

values for each target and to establish engagement priorities.  The TVA is defined as ‘a 

process identifies potential High Value Target (HVT) sets associated with critical enemy 

functions that could interfere with the friendly Course Of Action (COA) or that are vital to 

enemy success.[36]’  The integral part of the TVA is target spreadsheets which provide a 

recommended priority and attack sequence (Figure 5.1).  The right side of the relative value 

matrix in the target spreadsheet shows the relative worth of each target using a bar chart.  The 

relative worth of a target is the relative effect on friendly force’s operations when a 

successful attack on the target occurs.  However, the primary objective in this dissertation is 

identifying signs of enemy provocation or war rather than attacking potential targets. 



 

 

 

84 

 
Figure 5.1: Example of target spreadsheet-Front [36] 

For this reason, it is necessary to introduce a somewhat different value assignment procedure 

which is simple enough to understand for end users and can easily determine new value in a 

dynamic environment. 

Conjoint analysis is one of the terms used to describe a broad range of techniques for 

estimating the value people place on the attributes or features that define products and 

services.  The actual values obtained by these statistical methods are not important, only the 

relative values or relationship between each of the attributes are needed.  The main idea is to 

construct a value system by asking about preferences on a small subset of AOIs and then 

using conjoint analysis to make predictions about relative preferences for any other AOI. 

Title and sheet number 

Relative value matrix Attack rationale column 

Specific high value target 
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The monitoring value elicitation procedure is composed of two parts using inductive 

reasoning and conjoint analysis.  In inductive reasoning, a list of all potential AOIs is made.  

Then major attributes of these AOIs are determined.  In conjoint analysis, statistical analysis 

is used to quantify the monitoring value of each AOI (see Figure 5.2).  

 

Figure 5.2: The monitoring value elicitation procedure 

The detailed monitoring value elicitation procedure is as follows: 

Step 1: List the representative AOIs 

List the representative AOIs which reflect the commander’s intent and intelligence 

needs (Table 5.1). 

 

 

 

 

  
Inductive reasoning 

(Discern major attributes) 

Conjoint analysis 

(Statistical analysis) 
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Table 5.1: Example of the representative AOI list
4
 with the description of major attributes 

Lists Description Location Response time Lethality 

AOI 1 Air defense radar site 100km from friendly force 30 minutes Low 

AOI 2 Border line troops 5km from friendly force 10 hours Medium 

AOI 3 Combat jet airbase 150km from friendly force 30 minutes Medium 

AOI 4 Naval port 50km from friendly force 48 hours Medium 

AOI 5 Chemical plant 200km from friendly force 72 hours Medium 

AOI 6 Nuclear facility 300km from friendly force 1 week High 

AOI 7 Long range artillery 20km from friendly force 10 hours High 

AOI 8 ICBM launch facility 180km from friendly force 48 hours High 

AOI 9 Helicopter airbase 50km from friendly force 1 hour Low 

AOI 10 POL storage 220km from friendly force 2 days Low 

AOI 11 C3 center 250km from friendly force Not Available Low 

AOI 12 Heavily mechanized unit 200km from friendly force 72 hours High 

Step 2: Determine major attributes and its associated levels 

Determine major attributes and their levels that reflect the commander’s intent as well 

as intelligence needs from the AOI list.  Experience, intuition and qualitative research 

are needed to discern the major attributes.  It is critical to carefully determine the 

major attributes.  Too many attributes can increase the difficulty of the ranking task 

and reduce the predictive accuracy of the conjoint model.  Too few attributes can 

reduce the predictive capabilities of the model.  From the literature [64], eight 

attributes with three levels for each attribute are commonly used in conjoint analysis.  

For simplicity, the major attributes and levels used in this analysis are: 

(1) Direct attack capability: 2 levels (Possible/Not Possible) with consideration of the 

distance from friendly forces and the inherent range of the threat; 

(2) Response time: 2 levels (Short - less than 24 hours (imminent threat), Long - 

more than 24 hours (remote threat)); 

(3) Lethality of the threat: 3 levels (High ↑, Medium ↔, Low ↓). 

                                                 

4
  This list illustrates just an example of a notional situation.  The actual list may have more 

detailed descriptions of each AOI including its battle field function. 
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Step 3: List all representative AOIs with the description of major attributes and levels. 

One of the outstanding advantages of making a list for all the representative AOIs 

with the description of major attributes and levels is that it provides the big picture of 

the current situation in a concise form. 

Step 5: Determine commander-analyst interaction format. 

In the case of commercial analysis, the data collection methodology is crucial to the 

quality of data and its cost.  However, in the military, the ranking decision can be 

made by the commander and/or staff his/her officers. 

Step 6: Decide on response type. 

If the number of AOIs in consideration is small e.g., less than 20, then assign ranks 

directly (Table 5.2). 

Table 5.2: Commander’s ranking decision examples for each AOI 

Categories 
Attributes 

Rank Value Note 
Direct attack Response time Lethality 

A 

(Value: 8~12) 

O ≤ 24hrs ↑ 1 12    AOI 7 

O ≤ 24hrs ↔ 2 11    AOI 3 

O > 24hrs ↑ 3 10    AOI 8 

× ≤ 24hrs ↑ 4 9    AOI 12 

× > 24hrs ↑ 5 8    AOI 6 

B 

(Value: 4~7) 

O > 24hrs ↔ 6 7    AOI 4 

O ≤ 24hrs ↓ 7 6    AOI 9 

O > 24hrs ↓ 8 5    AOI 11 

× ≤ 24hrs ↔ 9 4    AOI 2 

C 

(Value: 1~3) 

× ≤ 24hrs ↓ 10 3    AOI 1 

× > 24hrs ↔ 11 2    AOI 5 

× > 24hrs ↓ 12 1    AOI 10 

If the number of AOIs is large, then paired comparison with tournament ranking or a 

top-to-bottom ranking may be more accurate.  Ranking n AOIs is equivalent to 

making n(n-1)/2 paired comparisons, or choices.  For a top-to-bottom ranking, the 
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commander is first asked to sort the AOI descriptions into three piles, like A/B/C.  

Then the commander is asked to rank within the piles.  Conjoint analysis can be used 

to assign a rank to each AOI and derive values for each attribute in the AOIs. 

Step 7: Decide on a data analysis technique to quantify the commander’s ranking. 

There are several statistical analysis tools that might be used.  Multi-regression 

analysis, Monotone Analysis Of Variance [43, 49], logit regression [24], and Linear 

Programming Techniques for Multi-dimensional Analysis of Preference [59] are 

candidates here.  In this example, multi-regression analysis is used due to its 

relatively superior performance for ranking ordering data, and for its simplicity.  The 

final equation of the multi-regression model should be Value=β0+ β1x(Direct attack)+ 

β2x(≤24hrs)+ β3x(Lethality High)+ β4x(Lethality Medium). 

Step 8: Derive multi-regression model. 

There are three categorical variables.  The ‘direct attack’ and ‘response time’ 

variables have two levels.  The ‘lethality’ variable has three levels (Table 5.3).  

Table 5.3: Data input example for multi-regression analysis 

AOI Rank Value Direct attack Response time(≤ 24hrs) Lethality High Lethality Medium 

7 1 12 1 1 1 0 

3 2 11 1 1 0 1 

8 3 10 1 0 1 0 

12 4 9 0 1 1 0 

6 5 8 0 0 1 0 

4 6 7 1 0 0 1 

9 7 6 1 1 0 0 

11 8 5 1 0 0 0 

2 9 4 0 1 0 1 

1 10 3 0 1 0 0 

5 11 2 0 0 0 1 

10 12 1 0 0 0 0 

Using the statistical package MINITAB, the final equation of the multi-regression 

model is Value = 0.75+ 4x(Direct attack)+ 2x(≤24hrs)+ 6x(Lethality High)+ 2.25x(Lethality Medium). 
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Table 5.4: Multi-regression analysis results 

Predictor Coef SE Coef T P Analysis of Variance 

Constant 0.75 0.7520 1.00 0.352 Source DF SS MS F P 

Direct attack 4.00 0.6726 5.95 0.001 Regression 4 133.5 33.375 24.59 0.000 

Response time 2.00 0.6726 2.97 0.021 Residual error 7 9.5 1.357   

Lethality High 6.00 0.8238 7.28 0.000 Total 11 143.0    

Lethality Medium 2.25 0.8238 2.73 0.029 S= 1.16496        R-Sq= 93.4%         R-Sq(adj)= 89.6% 

First, in order to check the utility of the multi-regression model, conduct a test of the 

overall model adequacy using the F-test with a null hypothesis H0: β0= β1= β2= β3= 

β4=0.  In  

Table 5.4, the F-statistic value is 24.59 which is bigger than F(0.05, 4, 7)=4.12.  Thus, 

reject the null hypothesis with 95% confidence.  Second, check the P-value of each of 

the β parameters.  Notice that all of the β parameters except β0 are significant.  Third, 

see the R-Square value.  It indicates that approximately 93.4% of the sample variation 

in ‘Value’ can be explained by this model.  Finally, order the explanatory power of 

the each attribute in accordance with the T-statistic value.  As can be seen, the order 

of the degree of contribution is Lethality High> Direct attack> Response time> 

Lethality Medium. 

Step 9: Calculate the monitoring value of each AOI using the model. 

 Substitute each AOI’s attributes into the model and reevaluate their values. 

Table 5.5: Monitoring value of each AOI as calculated by the multi-regression model 

 AOI1 AOI2 AOI3 AOI4 AOI5 AOI6 AOI7 AOI8 AOI9 AOI10 AOI11 AOI12 

Value 2.75 5.00 9.00 7.00 3.00 6.75 12.75 10.75 6.75 0.75 4.75 8.75 

Thus, once one knows the attributes of a newly assigned AOI, the multi-regression model can 

be used to calculate its monitoring value.  In addition, this whole procedure should be 

repeated as the tactical situation progresses.  Note that the existence of alternative 
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intelligence resources such as Human Intelligence, and Signal Intelligence can be an 

additional attribute to consider.  In summary, the monitoring value represents the relative 

importance of each AOI in terms of commander’s overall SA.  Obviously, conjoint analysis 

provides a methodology for assessing an individual’s value system, which specifies directly 

or indirectly the value a commander puts on each of the attributes. 

 

5.3 Matching matrix 

The degree of matching between AOI k and sensor type/mode n, which is represented as a 

matching matrix, M(k, n), is a crucial factor to a sensor allocation schedule.  Where sensor 

type/mode n is composed of 1: EO/spot, 2: EO/area, 3: IR/spot, 4: IR/area, 5: SAR/spot, 6: 

SAR/area, and 7: SAR/GMTI.  For instance, suppose that IR/area mode is the most 

appropriate sensor type/mode to get the desired information for AOI 1 which is a heat 

transfer facility.  If IR/area mode was assigned to AOI 1, then the matching value, M(AOI 1, 

4), is 1.  However, the matching values for other than IR/area mode may be less than 1.  The 

question is how to determine the matching values for other sensor type/mode with AOI 1?  

The one way to decide on these values is using the concept of Time Trade-Off (TTO).  The 

TTO technique which was introduced by Torrance et al [61] mainly focuses on the utility of 

health states.  In general, the utility of perfect health state equals to 1 and the utility of dead 

equals to zero.  In order to evaluate a health care program which improves patients’ health 

condition, policy makers need to know the utility of the current and improved health states.  

Apparently, the utility of these health states are somewhere between zero and one.  Suppose 



 

 

 

91 

that some patients can live for t years with health state i followed by death.  If they receive a 

new treatment, then their health state will be improved to j without changing expected life 

length.  The question one can ask to find the utility of each health state is ‘If you can live in a 

perfect health state instead of a current health state of i, how many years (xi) are you willing 

to trade for perfect health?’  The time xi can be changed until you are indifferent between the 

two alternatives.  At this point, the utility of health state i, that is hi, becomes xi/t (see Figure 

5.3).  

 

Figure 5.3: The utility of health state i and j elicited by TTO 

Similarly, the degree of matching for a certain sensor type/mode to an AOI can be measured 

with additional sensor allocation time to achieve equivalent information to the best fit sensor 

type/mode (Refer to Figure 5.4).  The key ideas are, first, the length of time to get desired 

information is different depending on AOI characteristics and sensor type/mode.  Second, we 

prefer to allocate a sensor which has a short length of sensor allocation time to get the same 

level of information since time is money.  In the upper part of Figure 5.4, when sensor 

type/mode 4 (IR sensor/area mode, green line) is assigned to AOI 1, it takes t4 time to get 

desired information from AOI 1.  As one can see, t4 is the smallest one among all other times 

since the matching value, M(AOI 1, 4) = t4/t4, is 1.  If sensor type/mode 7 (SAR sensor/GMTI 
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mode, purple line) is assigned to AOI 1, then it takes t7 time (∞) to get the desired 

information from AOI 1.  In other words, sensor type/mode 7 is not appropriate for 

assignment to AOI 1.  Thus, the matching value, M(AOI 1, 7) = t4/t7= 0. 

 

 

Figure 5.4: Rainbow time tradeoff graph for AOI 1 and corresponding matching matrix 

In summary, the matching matrix can be established by following steps: 

Step 1: The intelligence analyst chooses the most appropriate sensor type/mode for each AOI 

 to get the intended information and to determine the required sensor allocation time. 

Step2: Ask following question to the analysts- “Suppose that the most appropriate sensor  

type/mode is available and it is required to assign an alternative sensor type/mode i, 

how much more time should be assigned to achieve the same quality of information?” 

Step3: Calculate 1 2 7min( , , , )
( , )=   for all  and 

k k k

k

n

t t t
M k n k n

t
, where k

nt is the required 

 sensor allocation time for sensor type/mode n to AOI k.  
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Chapter 6  

 

Application to the baseline scenario 

Information is a source of learning. But unless it is organized, processed, and available to 

the right people in a format for decision making, it is a burden, not a benefit 

- William Pollard 

 

6.1 Overview 

This chapter presents the baseline scenario of a HALE UAV mission and shows its 

application with the customized OSLA in rolling horizon sensor allocation scheduling.  An 

effective way to combine detection value and monitoring value functions as a simple 

mathematical formula without sacrificing characteristics of each component will be discussed. 

 

6.2 Baseline scenario 

In order to demonstrate a real world application case for OSLA which was discussed in 

Chapter 4, the following baseline scenario is given.  The scenario presents several issues 

faced by sensor allocation schedulers, while providing nominal, unclassified scenario. 

For the baseline scenario, consider the case that a single HALE UAV operates in a 24 hour 

shift to observe a militant nation that routinely threatens to strike friendly territories.  

Providing early warning of hostile activity is essential to the success of follow-up defensive 

military action.  There are a large number of AOIs that require surveillance.  The HALE 

UAV cannot fly over enemy territory.  However, it is equipped with a high-performance 

integrated IMINT sensor suite and flies in parallel with the border.  The integrated IMINT 
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sensor suite includes three types of sensors: SAR, EO, and IR.  The SAR can be operated 

independently, but the EO and IR sensors need to be coordinated due to the shared gimbal.  

EO and IR sensors are not effective in adverse weather conditions.  Each sensor has several 

different modes. 

The sensor scheduler (OSLA) has to generate a sensor allocation schedule, in a target rich 

environment, using available resources over a time horizon T.  The scheduler is relatively 

efficient and utilizes a state-of-the-art computing hardware.  It is proposed to use rolling 

horizon scheduling to implement the process to update the sensor allocation schedule as new 

information is acquired.  However, the time to compute a schedule is an issue.  We assume 

that the roll period, which is closely related to the operational tempo and computation time, is 

6 hours, and that the projection horizon, determined by the HALE UAV endurance, is 24 

hours.  In each roll period, the scheduling process consists of several major tasks:  1. Collect 

data and update information; 2. Analyze the information and revise the input parameters; 3. 

Compute the sensor allocation schedule using OSLA; and 4. Final review and approval by a 

commander/monitor.  For this reason, the scheduler also should take into account the time to 

process these tasks in each period. 

Throughout this scenario, weather forecast and sun/moon/star illuminance are also important 

factors in the sensor allocation schedule.  Moreover, it should be easy to reflect situational 

changes such as sensor malfunctions and target activity detections during the mission period.  

When an unexpected sensor failure occurs, the scheduler needs to revise the sensor allocation 
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schedule immediately.  In case target activity is detected in an AOI, the scheduler decides 

whether an additional consecutive sensor allocation to the AOI is required or not. 

 

6.3 Customized OSLA procedure 

Given this baseline scenario, we intend to answer the question: how the OSLA should be 

modified or customized to achieve judicious sensor allocation schedule in a dynamic 

environment?  In fact, there are several limitations for the direct application of the OSLA due 

to the implicit assumptions.  First, we assumed that the sensor processing time for an AOI is 

the same regardless of the allocated sensor type/mode.  In practice, the processing time of the 

SAR sensor is much faster than the EO/IR sensor.  Second, there is no sensor failure during 

the mission for either mechanical failure or weather interference.  Third, the physical 

coordination of the HALE UAV does not affect a sensor allocation schedule.  In other words, 

the mounted sensors on the platform always can cover every AOI in the theater of operations.  

However, considering inherent sensor range and capability, these underlying suppositions 

need to be modified. 

Following the basic decision rule concept of the OSLA which is to choose one action from 

the ‘Top number of choices’ in terms of reward at each stage, what do we need to revise in 

the OSLA to embody the scenario?  The answer for this question is ‘input data structure’ and 

‘state transition dynamics.’  As one can see in Figure 6.1, the sensor processing time of an 

AOI k becomes a function of sensor type/mode n.  Thus, a corresponding sensor processing 
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time will be determined by a choice of an action which is a combination of an AOI and a 

sensor type/mode. 

 
Figure 6.1: Structural change of rectangular block 

Moreover, the matching matrix is now a function of time in order to reflect the sensor status 

at each time (t).  For instance, the EO sensor cannot be used during night time, t1 ~ t2, then 

set M (all AOIs, 1:2, t1:t2) = 0.  The second argument (sensor type/mode 1 and 2) means 

EO/spot and EO/area.  As a result, once we recomputed the sensor allocation schedule with 

the revised matching matrix, the ineffective EO sensor will not be allocated.  Because the 

criteria for the choice of action (AOI k, n) at time t is related to immediate unit time return 

which is ( ,  ) ( ,  ,  ) ( ,  ) k k

M MV n t M k n t V n t . 

Here, one thing to notice is the dimension of the monitoring value matrix.  In the OSLA, the 

monitoring value matrix was a two dimensional.  That is to say, the monitoring value can be 

represented as a two dimensional matrix in the OSLA.  However, the monitoring value of the 

customized OSLA becomes a three dimensional matrix (See Figure 6.2). 
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Figure 6.2: Input parameter structure for monitoring value comparison between OSLA and 

customized OSLA 

In Figure 6.3, suppose that a HALE UAV cannot cover AOI 1 with IR/spot sensor type/mode 

from time ti to tj due to its flight path and sensor coverage limitation.  Then set 1

1 2(3,  : )MV t t

= 0, in order to prevent the choice of action (AOI 1, 3) during that period. 

 
Figure 6.3: Illustration of the IR/spot sensor coverage (dotted line) 

In this regard, it becomes apparent that the input data manipulations enable us to generate 

more realistic sensor allocation schedule. 
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Up to this point, we have mainly discussed limiting the choice of action at each decision 

epoch by assigning zero value to the desired input parameter.  The next thing necessary to 

consider is the decision epochs (i.e., stages).  Previously, in the OSLA, the change of stage 

was triggered only when the assigned AOI’s sensor processing time completed or the sensor 

allocation procedure reaches the time horizon (T).  However, in a dynamic environment, 

examples could be when the aircraft flight path changes sensor coverage or a change of (non-

identical) aircraft can induce a change of decision epoch.  For this reason, more complex 

state transition dynamics are required.  The main idea of the state transition dynamics in the 

customized OSLA is to continually keep track of the nearest future event which is only 

relevant to the current decision.  The state transition dynamics of the customized OSLA is as 

follows: 

1
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According to the state transition dynamics, current state (xm) is updated based on previous 

state (xm-1) and current action choice (am).  The next decision epoch corresponds to the 

nearest future event occurrence time among several possible different events such as the end 

of allocated sensor processing time, change of allocated sensor coverage or illuminance and 

so on. 

All in all, the customized OSLA with revised ‘input data structure’ and ‘state transition 

dynamics’ can effectively relieve the limitations of the previous procedure. 

 

6.4 Rolling horizon UAV sensor allocation schedule 

Rolling horizon planning [44] is a common practice in production facilities with a dynamic 

environment.  A key concept of rolling horizon planning is to revise or review schedules as 

more reliable up-to-date information becomes available.  Well organized rolling horizon 

planning tends to minimize changes in manufacturing activities at each period and improves 

the stability of operation.  Each period, a production plan for a projected horizon is generated 

based on updated information.  However, only the first period’s plan is implemented, the rest 

remains tentative (see Figure 6.4).  In a production facility, this is important because there is 

a need to establish manufacturing activities in advance according to the updated forecast.  In 

the same context, rolling horizon planning can be applied to UAV sensor allocation 

scheduling.  For our purposes, it is assumed that the rolling period and projection horizon 

used in the UAV sensor allocation schedule is 6 hours and 24 hours respectively. 
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Figure 6.4: A sample structure for rolling horizon planning 

There are several attributes of UAV a mission to be taken into account.  First, a schedule 

within a UAV mission horizon is relatively homogenous compared to a subsequent UAV 

mission horizon schedule.  For example, the starting state of a UAV mission may not be the 

same as the end state of the previous UAV mission since the platform configuration or initial 

geographic location for the second UVA may be different.  Even though the same type of 

UAV is operated, the functional status of the integrated IMINT sensor suite may not be 

identical depending on the platform status and configuration.  In Figure 6.4, UAV 1 is fully 

functional with respect to sensors but UAV 2 needs to take off with a degraded Electro-optic 

sensor.  Second, there is a negligible lead time required to select or change sensors.  However, 

smooth data transfer during a UAV mission via radio communication to a ground controller 

is important.  Third, for each period, computing a sensor allocation schedule for the projected 

period should be fast enough to keep pace with the operational tempo.  In the light of these 

considerations, two different schedule types compose the rolling horizon UAV sensor 

allocation schedule. 
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Table 6.1: Description of the schedule types 

Schedule types Note 

Master 

schedule 

 A base schedule for each projection horizon 

 Back up schedule for communication interruption 

 Reflect the up-to-date accumulated information 

 Periodically(every 6 hours) upload during mission  

Contingency 

schedule 

 Improvised schedule until the next master schedule implementation 

 Response urgent situation changes 

 Upload whenever the contingency schedule is generated 

As one can see in Table 6.1, the master schedule is the backbone of a single HALE UAV 

mission because it covers each projection horizon.  Thus, the time horizon of the master 

schedule is associated with the endurance time of the HALE UAV.  Since it may have more 

time to compute, a large number of replications of OSLA with different parameter sets such 

as top choices (Nc) and temporary time horizon (Tm) can be used to achieve a better sensor 

allocation schedule.  The initial part of each ‘master schedule’ is implemented as planned; 

however, the remaining part will be replaced by the follow-up master schedule with the up-

to-date accumulated information. The master schedule is updated periodically via data 

communication between ground and the HALE UAVs.  However, if a jamming or radio 

interruption occurred then the latest master schedule is automatically implemented until the 

end of the affected UAV mission.  A dynamic mission environment for the HALE UAVs 

calls for one additional type of schedule.  That is, a contingency schedule.  The contingency 

schedule responds to urgent situational changes such as a sensor malfunction, severe weather 

conditions, and target activity detection, etc. in a timely manner.  For this reason, it may 
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require a very short time to generate a judicious sensor allocation schedule using one time 

implementation of the OSLA.  In general, the time period of contingency schedule is the 

remaining time until the next master schedule starting time from the urgent event. 

 

Figure 6.5: An example of a single HALE UAV mission outline 

In Figure 6.5, an example of a single HALE UAV mission outline is described.  It is assumed 

that a single mission operation time for a HALE UAVs is 24 hours.  Thus, in this case, it is 

apparent that the time horizon of the master schedule is 24 hours.  The computation time for 

the 24 hour sensor allocation schedule with OSLA of 100 replications is less than 30 minutes.  

There are a total of 4 master schedules in a single HALE UAV mission and each of the 

master schedules covers 6 hours.  In other words, a newly updated sensor allocation schedule 

is executed every 6 hours.  In each master schedule, four major tasks should be done step by 

step (Figure 6.6).  First, collect data and update information.  Second, analyze data and revise 

input parameters.  Third, compute sensor allocation schedule using OSLA.  Fourth, once the 

Contingency schedule 

08:45 12:00 

Day n Day n+1 
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master schedule is established, then a final review and approval can be done by a 

commander/monitor. 

 

Figure 6.6: Task flow for each of the ‘Master schedule’ 

In the case of a contingency schedule, suppose that an IR sensor failure event occurred at 

time 08:40.  Since this failure can deteriorate the overall performance of the HALE UAV 

mission, a contingency schedule is immediately generated.  This contingency schedule will 

be replaced by the master schedule III at 12:00.  As one can see, the Rolling horizon UAV 

sensor allocation makes it possible to reflect the dynamic operational environment swiftly 

and conduct an autonomous mission with a disruption of data communication between 

ground and the HALE UAVs. 

 

6.5 Effective way to combine monitoring and detection value function 

Using discretized time, the newly defined objective function is  

 1 , , 2 , ,

1 1 1

Maximize  ( , ) ( , , ) + ( , ) ( , , )
  

     
T K N

k k

D t k n M t k n

t k n

w V n t M k n t x w V n t M k n t x        (6.1) 

where w1 and w2 are weights for the detection and monitoring values respectively.  Activity 

detection values (VD) and monitoring values (VM) are a function of AOI k, sensor type/mode 

n, and time t.  The monitoring value can have non-zero values only when the binary variable 
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xtkn is one.  However, the activity detection value requires one more condition to be non-zero.  

That is, detection occurs when the binary variable xtkn is one.  It is very hard to estimate the 

actual number of detections in the sensor allocation scheduling process.  One way to solve 

this problem is to calculate the expected number of detections (which is derived in Chapter 

3).  The problem of this approach is additional requirements for more information, such as 

the distribution of target activity arrivals, continuance time, and target activity intensity.  

What if there is no historical target activity detection data available?  In this case, the 

monitoring value dynamics and the contingency schedule in the rolling horizon can be clues 

to solve this problem.  In equation 6.1, it is natural to assume that the activity detection value 

(VD) is proportional to the monitoring values (VM).  In other words, ( , ) ( , ) k k

D MV n t V n t  

where α is a constant.  Then, the objective function is 

 1 , , 2 , ,

1 1 1

1 2 , ,

1 1 1
constant

( , ) ( , , ) + ( , ) ( , , )

( + ) ( , ) ( , , )





  

  

      

  
     

  
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t k n

T K N
k
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In the end, the objective function needed to be considered becomes 

 , ,

1 1 1

Maximize  ( , ) ( , , )
  

 
T K N

k

M t k n

t k n

V n t M k n t x                                                                (6.2)  

Interestingly, this means that the only value we need to consider is the monitoring value.  As 

seen at Chapter 3.1.5, the dynamic sensor allocation process (i.e., if target activities are 

detected in a certain AOI, then the next sensor allocation schedule will be changed) 

effectively puts weight on target activity detection.  Then, how can we reflect the target 
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activity detection event to sensor allocation scheduling just using the monitoring value 

objective function?  The answer is by manipulating the ‘residual monitoring value 

sustainment time ( k

RT )’ in a contingency schedule.  Once target activity detection occurs at 

AOI k, then a contingency schedule is generated by setting the residual monitoring value 

sustainment time k

RT  to zero.  Thus, AOI k will be added to the candidate AOI set in the next 

decision epoch and it can be assigned another sensor consecutively depending on the 

monitoring value of AOI k.  This methodology is explained in Figure 6.7.  In case 1, target 

activity detection occurs in AOI 1 and the contingency schedule 1 is immediately generated 

by setting the residual monitoring value sustainment time 1

RT  to zero.  Thus, AOI 1 is added 

to the candidate AOI set.  As one can see, if the monitoring value of AOI 1 is greater than 

AOI 3, another consecutive sensor allocation is made to AOI 1.  In case 2, even though target 

activity detection occurs in AOI 3, contingency schedule 2 is the same as the ‘master 

schedule’ due to the relatively low monitoring value of AOI 3 compared to other candidate 

AOIs. 

 

Figure 6.7: Example of the effect of target activity detections on the ‘master schedule’ 
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Consequently, there is no need to calculate the expected number of target activity detections 

prior to constructing the sensor allocation schedule because detected target activities are 

treated as an urgent situation change that triggers the contingency schedule with a modified 

residual monitoring value sustainment time for the corresponding AOI. 
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Chapter 7  

 

Conclusions and Future Research 

It is difficult to say what is impossible,  

for the dream of yesterday is the hope of today and reality of tomorrow. 

- Robert H. Goddard 

 

Basically, the Image Intelligent (IMINT) sensor allocation scheduling problem is similar to 

the N jobs, M machines classic job shop problem [31, 60] because there are multiple jobs 

(AOI to be observed) and multiple machines (sensors to observe the AOI).  Target priorities 

or importance levels correspond to job deferral costs.  The required image quality and the 

size of an AOI determine the minimum required sensor allocation time which is linked with 

the process time for a job.  In the present case, there is no restriction on the frequency of job 

executions as long as it worthwhile to do as the value of a job is a function of the time since 

the job was last executed.  The potential solution search space expands exponentially with 

the size of the problem.  It is unlikely that exhaustive search methods will provide good 

solutions in a reasonable amount of time.  This process involves the allocation of expensive 

resources with prioritized tasks which will affect the situational awareness of decision 

makers.  Thus, an appropriate and timely IMINT sensor allocation schedule can result in a 

more effective use of the resources available. 

The main contributions of this research can be summarized as follows: 

1. A mathematical expression of target activity detection and monitoring value dynamics was 

proposed.  The model is based on the author’s field experiences and intuition.  The 



 

 

 

108 

mathematical formulas measure the relative value of different scenarios, and enable 

understanding of the implicit dynamics. 

2. Analytical target activity detection models for combined processes between enemy 

behavior (target activity process) and friendly behavior (sensor allocation process) were 

derived.  To the best of the author’s knowledge, this is the first attempt to construct these 

combined processes mathematically. 

3. A One Stage Look Ahead (OSLA) procedure to determine a judicious IMINT sensor 

allocation schedule within an operational time constraint was developed.  Since the 

structure of the OSLA is simple and intuitive rather than a complicated mathematical 

model, there is a higher chance of actual implementation by decision makers. 

4. Two methodologies for the derivation of input parameters, using conjoint analysis and 

time trade off, were suggested.  Even if we have good algorithms (or procedures), it is 

important to examine its input parameters and data in a logical manner to fully appreciate 

them. 

5. A baseline scenario of a HALE UAV mission is used to demonstrate its applications with 

the OSLA in rolling horizon sensor allocation scheduling.  The rolling horizon schedule 

consists of the master schedule and contingency schedule that are effectively adapted to a 

dynamic environment. 

In a high tempo battlefield, a commander’s first priority is a simple and high-fidelity decision 

making process with prompt response to situational changes, rather than finding an optimal 

solution several hours later.  The OSLA can achieve an excellent sensor allocation schedule 

within operational time constraints.  Additionally, minor changes in the input data structure 

and state transition dynamics of the OSLA rolling horizon schedule allow the implementation 

of a more flexible sensor allocation.  For these reasons, it is expected that this proposed UAV 
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sensor allocation procedure (OSLA) will help decision makers in a wartime environment, 

and will offer insights for effective HALE UAVs operations. 

It is ironic that since introducing advanced UAVs, there is an increased need more human 

intervention to accomplish its mission.  As former USAF Chief of Staff General Norton 

Schwarz noted, “Actually, they’re not ‘unmanned’ vehicles - they’re very manpower-

intensive.”  For instance, each mission in Iraq or Afghanistan by one of the sophisticated 

UAVs such as the MQ-1 Predators or MQ-9 Reapers requires a total 192 support personnel 

(as of Sep 2010).  USAF Colonel Bradley Hoagland emphasized that the USAF is struggling 

to keep up with the demand for pilots who can fly drones.  However, the real problem 

associated with the manpower shortage is in the processing, exploitation, and dissemination 

the information acquired.  The USAF Chief added: “The volume of incoming data is 

unprecedented; our analysis personnel now outnumber aircrew by 8:1.  We’ve added 2,500 to 

our pool of manpower for exploitation, but this is by no means a problem solved.” 

 
Figure 7.1: Total 192 personnel required for a single 24/7/365 MQ-1/9 CAP mission [29] 
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Once HALE UAVs have the capability to conduct image recognition processing coupled 

with a dynamic sensor allocation scheduling algorithm, then autonomous operation can be 

realized without concerning of communication interruptions between the UAVs and Ground 

Control.  It is expected that UAVs operations will trend toward autonomous operations.  This 

research mainly focuses on sensor allocation scheduling.  Automatic analysis process is a 

challenge for the future.  Thus, an automatic analysis process, accompanied by a sensor 

allocation schedule is the desired end state.  Another research area worth exploring is the 

coordination of multi-HALE UAVs in the same theatre of operation.  As the number of 

resources increases, the importance of effective management using automatic scheduling and 

central control will be more crucial factor. 
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