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1 ABSTRACT

The development of the divertor for the forthcoming DEMO fusion reactor stipulates heat flux loads larger than
10 MW/m?. Successful design should withstand such high loads for a number of load cycles. One of the possible
divertor configurations is also a divertor concept where the cooling is provided by multiple helium cooling jets
(HEMJ) [Widak and Norajitral [2009]]. In this work we propose a combined computational fluid dynamics and
structural model for evaluating the structural response of the HEMJ design under the EFREMOV test experimental
conditions |Gervash et al.|[2006]. Heat transfer coefficients between the helium and inner surface of the thimble
are first calculated using a steady state response solution. Calculated coefficients are then used as a boundary
condition in a thermo-mechanical analysis of the divertor. The analysis is performed for a number of load cycles
under different surface heat flux levels. Good agreement of the highest temperatures on the tile’s top surface with
the experimental data is obtained. The calculations suggest that there are three areas in the design where excessive
fatigue would occur: a) the thimble’s inner surface with the highest thermal gradients, b) tiles outer surface and c)
the layer between the tile and the thimble where the temperature is higher that permissible. Post-examination data
of the performed tests confirm these conclusions as cracks were observed at the above mentioned areas a) and b),
while melting of the layer c) was also observed.

2 INTRODUCTION

The development of the divertor for the forthcoming DEMO fusion reactor stipulates heat flux loads larger than
10 MW/m?. Successful design should withstand such high loads for a number of load cycles. One of the possible
divertor configurations is also a divertor concept where the cooling is provided by multiple helium cooling jets
(HEMJ) Widak and Norajitra [2009]]. The reference design of such divertor, HEMJ-1c, has been tested under a
number of different heat flux load levels at the EFREMOV Institute in Sankt Petersburg |Gervash et al.| [2006]]. In
this work we propose a model for evaluating the structural response of the HEMJ design under the EFREMOV test
experimental conditions.

3 MODEL DESCRIPTION

3.1 Layout of the structural model

The model is composed of tungsten (W) plasma-facing tile part, He-cooled thimble, made out of tungsten
lanthanium oxide W-1 % La;03 (WL10), and a steel cartridge that delivers multiple helium cooling jets (HEMJ)
to the thimble, Fig.[I] The geometry is based on the HEMJ-1c reference design used in the experimental tests at
the Efremov Institute |Gervash et al.|[2006] with the tile diameter of 17.2 mm. The thimble is brazed to the tile by
a 0.05 mm layer of STEMET 1311 (Nickel based alloy), which is not modeled in this work. The thimble has an
outer diameter of 15 mm and thickness of 1 mm. The outer diameter of the cartridge is 11.2 mm. The holes on the
top of the cartridge have a diameter of 0.6 mm, except for the central hole which has a diameter of 1.04 mm. The
gap between the thimble and the cartridge is 0.9 mm.

A combined thermo-mechanical analysis was performed on the ABAQUS |Simulial [2008|] FE model of the
tile-thimble assembly to evaluate the resulting stresses on the assembly. Due to the symmetry only one twelfth of
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the model is considered. Hexagonal finite elements with 20 nodes and quadratic interpolation function were used.
The influence of element size on the results was conducted as a separate study. Only minimal differences between
the results were observed.

Figure 1: Schematics of the HEMJ-1c¢ divertor finger assembly.

14 - E - 600
—— Surface heat load == Helium input temperature @

— 127 )
Rz C - 580
S 10- ? £
- :
; 8 - jin - 560 %
= B 5
ERN -540 Z
P A £
€ Y £
A ) - 520 E

o JUUULY t“ Hﬁ&“‘\ LNL\ 00

0 500 1000 1500 2000 2500 3000 3500 4000
Time [s]

Figure 2: Surface heat flux and helium input temperature during the experiment. Results at indicated
time points A-E are presented in the 'Results’ section.

3.2 Boundary conditions

The applied loads were designed to match as closely as possible the ones of the Efremov experimental tests
Gervash et al|[2006]. In the experimental tests the tile’s top surface is heated by an electron beam of variable power
level, resulting in surface heat fluxes of up to 14 MW/m?, Fig.[2| For each cycle the beam is switched on for 30's
and then switched off for 60 s. The resulting tile’s top surface temperature at a heat flux of 11.63 MW/m? is given
in Fig.[3]a). One can observe uneven temperature profile with approximately 26 % variation in the temperature,
Fig.[3|b). The cooling helium enters the cartridge at a constant pressure of 10 MPa with constantly rising input
temperature, Fig.[2]

The experimental surface heat flux, Fig.|2} was re-calculated from the measured helium temperature difference
(the removed heat is absorbed in helium) to exclude the errors due to beam reflection and due to heat losses through
the flange, where the mock-up is fixed (the real boundary condition is not adiabatic). It was then applied to the tile’s
top surface of the FE model, Fig.[4] Heat transfer coefficients on the thimble’s inner surface were calculated using
CFX[Ansys| [2007]] computational fluid dynamics code and applied to the inner surface of the thimble, Fig.[d] Due
to the computational cost of the CFX calculation the heat transfer coefficients were calculated using a steady state
response solution with 11.63 MW/m? surface heat flux applied to the tile’s top surface, helium input temperature
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Figure 3: Tile’s top surface temperature at heat flux of 11.63 MW/m? Gervash et al.|[2006].

of 558.84 °C and helium mass flow rate of 13.7 g/s. Heat transfer equations were solved simultaneously in fluid
and solid domain. The shear stress transport (SST) turbulence model |Menter| [1986] was used to resolve turbu-
lence and heat transfer scales in the helium flow. The SST formulation combines k-w model to resolve near-wall
turbulence and k-e¢ model for the bulk flow. Further details are given in |Koncar et al.|[2008]]. Matlab interpolation
function was developed to obtain the heat transfer coefficients at the nodes of ABAQUS mesh. These values were
then used to define the ABAQUS wall transfer coefficient as a field variable. The applied approach enables very
accurate transfer of the heat transfer coefficient from CFX to ABAQUS model, see Fig. ] Variable helium input
temperature, Fig. [2] was defined as a sink temperature for the heat transfer on the thimble’s inner surface.

Figure 4: Applied loads and boundary conditions. Left: internal pressure and surface heat flux. Right:
heat transfer coefficient at the thimble’s inner surface calculated in CFX and transferred to the ABAQUS
model. Green color of the thimble inside is indicative of the thimble component only.

Constraints were applied to the bottom surface of the thimble to prevent movement in the Z direction. Sym-
metry boundary conditions were prescribed on the tile and thimble front and back surfaces.

3.3 Material properties

Temperature dependent density, conductivity, thermal capacity, coefficient of thermal expansion, modulus of
elasticity and Poisson ratio material data for tungsten (W) and tungsten lanthanium oxide W-1 % LasOs (WL10)
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were taken from ITER material handbook|ITE|[2001]]. Isotropic elastic material response constitutive law was used
for the tile material (W). Elastic-ideal plastic material response constitutive law was used for the thimble material
(WL10), Fig. E} This data was taken from literature Reiser et al|[2007]. It should be noted here that relatively
large differences in material properties for the two materials can be found in literature.
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Figure 5: Elastic-ideal plastic material properties of WL10, taken from Reiser et al.| [2007]].

4 RESULTS

Solving the thermo-mechanical problem was a two step procedure. In the first step only the thermal loads
and boundary conditions were applied. In the second step the calculated temperature distribution was taken into
account in the structural analysis. The calculated temperature distributions for the selected time points A, B,
C, D and E are given in Fig. [6] Time points are defined in Fig. 2] Comparison between the CFX, ABAQUS
and experimentally obtained highest temperatures at the tile’s top surface shows a good agreement, see Table [I]
Although the CFX calculations were performed as steady state approach the results are very close to ones from the
ABAQUS calculation where a unsteady approach was used. This is due to the very low frequency of the surface
heat flux loads and small mass of the components involved, resulting in a quickly obtaining the thermal steady
state response.

The highest temperatures are obtained at time point E due to the highest surface heat flux. Since the tile and
the thimble are brazed together with STEMET 1311 material at a brazing temperature of 1050 °C, the highest
temperature of the thimble in contact with the brazing material should remain below 1050 °C. At the time point
E this temperature is 1067.7 °C, see last part in Fig.[6] This is slightly above required temperature resulting in
failure of brazing layer. One has to bear in mind though that the brazing layer itself was not modeled int this
work. STEMET 1311 is Ni based alloy with addition of Co, Fe, Si and B. Although pure Ni has almost 3x smaller
heat conductivity coefficient (=58 W/(mK) at 20 °C) compared to W (=173 W/(mK) at 20 °C), such a layer would
represent little obstacle to the heat conduction from the top tile surface to the thimble due to its very small thickness.

Table 1: Comparison of values

Heat flux Point O MiseSmax TTilemaICFX TTilemazABAQUS TTilemaz FEzxperiment
[MW/m*] | [/] [MPa] [?C] [?C] [°C]
4.01 A 179.5 866.3 868.9 941.0
6.28 B 301.1 1090.3 1101.0 1153.0
9.69 C 496.7 1447.3 1459.8 1424.0
11.63 D 617.6 1648.6 1668.6 1597.0
12.62 E 678.58 1765.9 1792.1 1788.0

The highest thermal-stress values are obtained on the thimble inner surface at a position where the helium
cooling jet flow results in the highest thermal gradient, see Fig.[/| The computed stress values are considerably
higher compared to the ones reported in the literature so far Widak and Norajitra [2009]], [Raffray et al. [2009]]. The
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Figure 6: Temperature distribution for time points A, B, C, D and E.

main reasons are a) higher heat flux, b) lower temperature of the cooling helium and c) higher helium mass flow
rate in the presented work. All are a direct result of matching the loads and boundary conditions to experimental
conditions. Thermal gradients in the presented work are therefore higher and consequently higher stresses are
obtained. The yield stress is not exceeded during the time points A, B, C and D, suggesting the initial suitability
of the design. However, considering relatively large variations in the material properties that can be found in
literature, the effect of variation in material properties on the calculated stresses and strains should be explored
further.

At the time point E, with the heat flux equal to 12.62 MW/m?, first plastic deformations are observed (last part
of Fig.[7). For the thimble to remain within the elastic stress/strain regime at such high heat flux one would need to
improve either the material properties or the helium cooling. One possibility would be in creating a more whirling
flows that would decrease the thermal gradients and enlarge the regions with higher heat transfer coefficient values.
In the current design these regions are very concentrated around the jet holes.

The numerical simulations indicate three problematic areas of the divertor where failure would initialize at the
highest surface heat flux load:

e The thimble inner surface where the highest equivalent stresses are observed.
e The tile’s outer right edge where high equivalent stresses are observed.

e The brazing layer where the temperature is higher than the melting temperature of STEMET 1311.
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These numerical predictions are in line with the divertor post-examination data (Gervash et al.| [2006], [Ritz
et al.| [2009]] where cracks at the thimble’s inner surface were observed and tile’s outer surface at the above men-
tioned position were observed. Failure of the brazing layer due to the melting was also observed, confirming the
temperature in the region is too high.

Time point A Time point B

Time point C Time point D Time point E Time point E

Figure 7: Mises stress distribution for time points A, B, C, D and E.

5 CONCLUSION

A combined computational fluid dynamics and structural model is proposed for estimating the stresses and
strains in divertor of the forthcoming DEMO reactor, cooled with multiple helium cooling jets. Heat transfer
coefficients between the helium and inner surface of the thimble are first calculated using a steady state response
solution. Calculated coefficients are then used as a boundary condition in a combined thermo-mechanical analysis
of the divertor under the Efremov experimental test conditions. The analysis was performed for a number of
load cycles under different surface heat flux levels. Good agreement of the highest temperatures on the tile’s top
surface with the experimental data was obtained. The calculations suggests that the temperature at the brazing
layer between the thimble and the tile is slightly above the permissible temperature for the highest surface heat flux
loads. At the same load level a certain amount of plastic deformations was calculated. No plastic deformations
were estimated at lower surface heat flux levels. Additional work is required to ascertain the influence of variability
in material data on the presented results.
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